GENERAL STAIR RESTORATION NOTES:

1. EXAMINE ALL STAIR COMPONENTS: CENTER MAST,
RISERS, STRINGERS, RUNNERS AND BOLSTERS FOR
SIGNS OF ROT. REPORT RESULTS TO DEPARTMENTAL
REPRESENTATIVE IN WRITING PRIOR TO UNDERTAKING
THE RESTORATION.

2. REPLACE ALL ROTTEN AND PREVIOUS INAPPROPRIATE
REPAIRS WITH WOOD SPECIES AND DIMENSIONS TO
MATCH ORIGINAL. EXAMINE EXISTING TO CONFIRM
SPECIES, ASSUME PINE FOR PRICING PURPOSES. ALL
WOOD TOC BE ROUGH SAWN. '

3. ASSUME IN THE BASE CONTRACT PRICE THE FOLLOWING

MINIMUM REPLACEMENT SCOPE:

— TREAD REPLACEMENT 19, 23, 25, 45, 58-61

— 38x80 FLOOR BOARD REPLACEMENT AT MID—LANDING
(ELEV. +12.029 ABOVE GRADE)

— REPLACEMENT OF FIVE (5) WOODEN BOLSTERS AND
SHIMS

— REPLACEMENT OF ROTTEN SHEATHING AROUND CENTER
MAST BETWEEN TREADS 19-—-23

— REPLACEMENT OF THREE (3) STRINGER PAIRS BETWEEN
BOLSTERS

4, THE INTENT OF THE RESTORATION WORK iS TO
SELECTIVELY REPLACE ALL MATERIAL TO MATCH THE
ORIGINAL 1758 AND 1929 CONSTRUCTION. NOTE THE
FOLLOWING TIME PERIODS OF CONSTRUCTION:

— 1758 WOOD CONSTRUCTION — TREADS 1-45

— 1929 WOOD CONSTRUCTION — TREADS 46-67

— 1998 SELECTIVE RECONSTRUCTION OF 1758 AND 1929
WOOD CONSTRUCTION

5. TEMPORARILY SUPPORT ALL STAIRS IN PLACE AS
REQUIRED TO COMPLETE DISASSEMBLY AND REPAIR
WORK. '

6. CLEAN ALL SURFACES. APPLY FUNGICIDE INSECTICIDE:
LIQUID AND INJECTION, TO ALL EXISTING AND NEW
WOOD STAIR ELEMENTS.

7. PRIME AND PAINT.

EXISTING 38MM WOOD TREADS AND
RISERS TO BE SELECTIVELY REPLACED

N
NN

V

+96

7
/,/Lé

5/+

NNANNNAARRNN AR NARA N NAA R NAAR

7

/.

%
7
%

7
7

EXISTING DOUBLE 48MM WOOD—_ NI
STRINGERS TO BE SELECTIVELY \\\ |
| REPLACED YN\
. _\\\WW
\. Q
EXISTING TREADS TOE NAILED INTO N
CENTRE WOOD POST, TYPICAL N

7

7
.
7

7,

+175-250

REFER TO
STRUCTURAL

7
.
7

v/
/.
7

s

7
7
7

REPLACE EXISTING 190x190 WOOD BOLSTERS—/

AND SHIMS IN FIVE LOCATIONS, REFER TO
STAIR SCHEDULE

APPLY CLOSED CELL FOAM MOISTURE BARRIER

AROUND BOLSTERS, TYPICAL

DISMANTLE STONE AS REQUIRED TO REPOINT
THE FULL DEPTH OF THE BOLSTER MASONRY
- POCKET.
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