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ROUTE AND SEAL ALL CRACKS PER 2/Sa400.
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NOTES:
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2. ENSURE ROUGH
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APPLICATION OF PRIMER OR NEW SEALANT.
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FOREIGN MATERIAL PRIOR TO APPLICATION OF NEW

" 4. ERECT SUITABLE BARRICADES TO ENSURE THAT
TRAFFIC  WILL NOT BE ALLOWED ONTO SEALED
- AREAS PRIOR TO THE MATERIALS BEING FULLY

CURED.

5\ HEEL BEAD SEALANT DETAIL
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STRINGER TO MATCH
EXISTING GEOMETRY
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REMOVE AND
REPLACE STAIR
STRINGER TO MATCH
EXISTING GEOMETRY

REMOVE STAIR SUPPORT AND

ABRASIVE BLAST SURFACE PRIME
AND INSTALL JOINT SEALANT
STRIKE SURFACE CONCAVE AND
- BELOW SURFACE OF SLAB

EXISTING
PREFORMED
V' JOINT SEALANT

INCOMPATIBLE SEALANT, SANDBLAST
SURFACE, PRIME AND INSTALL JOINT

OOFING

EXISTING wWOOD
CLADDING TO REMAIN

UPTURN ELASTOMERIC WALL COATING
ON CONCRETE SURFACE PRIOR TO
INSTALLING WATERPROOFING MEMBRANE
SHOWN OMN ARCH. DRAWINGS
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MATERIAL C/W BOARD
FORM FINISH

25mm CLEARANCE B/W
EXISTING CONCRETE
SUBSTRATE AND
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4. ERECT SUITABLE BARRICADES TO ENSURE THAT TRAFFIC

WILL NOT BE ALLOWED ONTO SEALED AREAS PRIOR TO
THE MATERIALS BEING FULLY CURED.

("4 CRACK SEALANT DETAIL
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TO REMAIN

SANDBILAST CONCRETE
SUBSTRATE AND
EXISTING REINFORCING

REMOVE ALL EXISTING
COATINGS, SANDBLAST
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EXCAVATE TO
CONTINUE. REPAIR
DOWN TC BEDROCK

FanY

TOP OF
BEDROCK

1. REFER TO DIVISION 3 SPECEIFJCATION SECTION FOR
' DEMOLITION, SURFACE PREPARATION, FORMING, AND
PLACING OF NEW CONCRETE REPAIR MATERIAL.

2.  EXISTING CONCRETE SUBSTRATE AND REINFORCING
-STEELL TO BE SANDBLAST TO IMPROVE MECHANICAL
BOND AT OLD—~NEW CONCRETE INTERFACE.
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REINSTALL ANCHOR
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NAPTHENATE
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REPLACE ANCHOR
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(‘98" REPLACEMENT IF ANCHORED
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: _ . 450mm . 9.5mm x 9.5mm <.

OR WALL

GRIND AND WATERBLAST CLEAN
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