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REMOVED, SEE GENERAL NOTE 5 & 10. ™,

EXISTING OVERHEAD
CROSSWALK SIGNAL UNITS
TO BE RELOCATED, SEE
GENERAL NOTE 5 & 10.
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"TWO (2) EXISTING 21mm
RPVC CONDUITS TO BE
REMOVED

EXISTING RPVC PULL/JUNCTION
BOXES. TO BE REMOVED, SEE
GENERAL NOTES 5 & 6.
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EXISTING SERVICE EQUIPMENT MOUNTED TO
“._ EXISTING WOODEN POST. TO BE REMOVED,
. SEE GENERAL NOTES 5 & 6.

EXISTING U/G RPVC SERVICE
CONDUITS TO BE REMOVED,
SEE GENERAL NOTES 5 & 6,
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*~ f’Eﬁ(tsﬁNG UTILITY POLE WITH SINGLE—PHASE TRANSFORMER,
TP SEE GENERAL NOTES 6 & 7.
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PROPOSED

RELOCATED ADVANCED SIGNAL UNIT,
MOUNTED TO NEW POST, SEE

GENERAL NOTES 12 & 13
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AT INSIDE OF
ABUTMENT FACE

RPVC CONDUIT
PULL—PITS, SEE
DRAWING CO7
FOR DETAIL

NEW GROUNDING —~
TRIAD, (TYP.)

NEW TRAFFIC SIGNALING ELECTRICAL SERVICE
EQUIPMENT MOUNTED ON NEW PRESSURE
TREATED WOODEN POST, 200mm x 200mm,

) AN N 1500mm ABOVE FINISHED GRADE, POST TO BE
AN ) P 5N N - o BURIED 1200mm BELOW FINISH GRADE, SEE

\GENERAL NOTES 11, 12 & 13.

> e S

5 =

EXISTING UTILITY POLE WITH SINGLE—PHASE
TRANSFORMER, SEE GENERAL NOTES 6,7
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GENERAL NOTES:

CONTRACTOR IS TO BE RESPONSIBLE
FOR THE COORDINATION OF THE
ENTIRE INSTALLATION WITH THE
DEPARTMENTAL REPRESENTATIVE
PRIOR TO THE COMMENCEMENT OF
THE PROJECT.

NOT ALL EXISTING SERVICES ARE
SHOWN. LOCATION OF EXISTING
SERVICES IS APPROXIMATE. COMPLETE
SITE VISITS AS NECESSARY TO VERIFY
EXISTING CONDITIONS OF ALL
AFFECTED SYSTEMS. TAKE ALL
NECESSARY PRECAUTIONS TO AVOIDE
DISRUPTION OR DAMAGE OF EXISTING
SERVICES TO REMAIN.

LOCATION OF EQUIPMENT / DEVICES
INDICATED MAY NOT BE EXACT.
VERIFY LOCATION OF EXISTING
EQUIPMENT / DEVICES PRIOR TO ANY
REMOVALS, RELOCATIONS, OR NEW
INSTALLATION.

SCHEDULE WORKS TO MINIMIZE
DISRUPTION TO SITE OPERATIONS.
COORDINATE POWER OUTAGES WITH
DEPARTMENTAL REPRESENTATIVE.

TRACE ALL EXISTING CIRCUITS
PERTINENT TO EQUIPMENT / DEVICES
INDICATED HEREIN BACK TO ALL
RESPECTIVE SOURCES AND CONFIRM
SYSTEM ARRANGEMENT PRIOR TO ANY
REMOVALS, RELOCATIONS, OR NEW
INSTALLATIONS.

COORDINATE WITH NSPI TO SAFELY
DISCONNECT EXISTING ELECTRICAL
SERVICE, INCLUDING EXISTING
SERVICE WIRING / CABLING
UPSTREAM OF SERVICE PROTECTIVE
DEVICE, PRIOR TO THE
COMMENCEMENT OF ANY WORK.

PROVIDE AND INSTALL NEW
ELECTRICAL SERVICE AS INDICATED.
COORDINATE WITH NSPI. PAY ALL
ASSOCIATED FEES.

ALL NEW SPARE CONDUITS ARE TO
BE COMPLETE WITH PULL STRING
AND CAPPED TO PREVENT INGRESS
OF ANY LIQUIDS.

REMOVE ALL ELECTRICAL EQUIPMENT
/ DEVICES DESIGNATED FOR
DEMOLITION, INCLUDING ALL
ASSOCIATED WIRING / CABLING AND
RACEWAYS UNLESS INDICATED
OTHERWISE, BACK TO POINT OF
ORIGIN.

ALL REMOVED EQUIPMENT / DEVICES
AWAITING REINSTALLATION (RELOCATED
EQUIPMENT / DEVICES) BECOME THE
PROPERTY OF THE CONTRACTOR AND
MUST TO BE STORED ON SITE IN A
SUITABLE, DRY LOCATION, SAFELY
AWAY FROM ANY HAZARDS AND
PROTECTED AGAINST MECHANICAL
INJURY, AND FROM WEATHER.

REFER TO DRAWING CO7 FOR
ELECTRICAL DETAILS. REFER TO
DRAWING CO7, SINGLE—LINE DIAGRAM.

PROVIDE RIGID PVC (RPVC)
EXPANSION FITTINGS FOR ALL RPVC
CONDUIT RUNS THAT TRANSITION
ABOVE OR BELOW GRADE LEVEL.
FITTINGS TO BE VISIBLE ABOVE
FINISHED GRADE.

SEAL THE END OF CONDUIT WITH
SUITABLE COMPOUND TO PREVENT
THE ENTRANCE OF MOISTURE, WHERE
CONDUIT ENTERS ENCLOSURE FROM
AN UNDERGROUND DISTRIBUTION
SYSTEM.
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