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ROOF DETAILS

BROUSE-SLATER ROOF
REPLACEMENT

177-185 SPARKS ST., OTTAWA, ONTARIO

G.E.

2015/03/31

SCALE:  1 : 5A2

2 SECTION @ NEW SCUPPER
SCALE:  1 : 5A2

1 SECTION @ STAIRWELL ROOF EDGE
SCALE:  1 : 5A2

3 SECTION THRU NEW SCUPPER

NEW KEYNOTES

NUMBER DESCRIPTION
1 CAP SHEET
2 BASE SHEET
3 50mm INSULATION BOARD
4 25mm INSULATION BOARD
5 VAPOUR BARRIER
6 RE-COVER BOARD
7 PRIMER
8 SEALANT
9 METAL FLASHING
10 TAPERED INSULATION
11 13mm PLYWOOD SHEATHING
12 38x89mm PRESSURE TREATED WOOD BLOCKING
13 URETHANE INSULATION
14 PRE-FABRICATED RIGID CONDUIT FLASHING
15 EPDM TRIPLE PRESSURE GROMMET SEAL
16 EXISTING ROOF PENETRATION
17 16mm PPT PLYWOOD SHEATHING
18 PRE-FINISHED METAL CAP FLASHING
19 SELF ADHESIVE MEMBRANE
20 SOLID WOOD BLOCKING
21 16mm GYPSUM SHEATHING
22 19x64mm VERTICAL FURRING @ 610mm O.C.
23 PARAPET BEYOND
24 REINFORCED WATERPROOFING
25 38x140mm WOOD BLOCKING
26 WATERPROOF UNDERLAY
27 GLASS FIBRE BATT INSULATION
28 38x184mm WOOD BLOCKING
29 EXISTING GLYCOL PIPE TO BE REMOVED
30 EXISTING DUCT TO BE REMOVED

SCALE:  1 : 10A2

4 WALL INFILL @ EXISTING DUCT OPENING (PIPE OPENING SIM.)
SCALE:  1 : 10A2

5 INTERIOR & EXTERIOR CLOSURE @ GLYCOL PIPE REMOVAL


