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GENERAL NOTES

1.

ARCHITECTURAL BACKGROUNDS ARE REPRESENTATIVE ONLY. ALTHOUGH EVERY EFFORT HAS BEEN
MADE TO ENSURE THE ACCURACY OF THESE BACKGROUNDS, ACTUAL SITE CONDITIONS AND LATEST
ARCHITECTURAL DOCUMENTS MAY VARY FROM DRAWINGS. FOR WALL, PARTITIONS AND ALL
OTHER HARD SURFACES, ARCHITECTURAL DRAWINGS TAKE PRECEDENCE OVER MECHANICAL AND
ELECTRICAL DRAWINGS.

2.

ALL EXISTING PENETRATIONS INTO BUILDINGS DISTURBED UNDER THIS CONTRACT SHALL BE
RE-SEALED WITH APPROPRIATE FIRE RATED MATERIAL. EXISTING FIRE RATINGS TO ALL WALLS,
CEILINGS AND ENTRANCES TO BUILDINGS, TO BE MAINTAINED. CONTRACTOR SHALL VERIFY FIRE
RATING REQUIREMENTS WITH ARCHITECTURAL TRADE.

3. ALL MECHANICAL EQUIPMENT LOCATIONS SHOWN ON ELECTRICAL DRAWINGS SHALL BE
CONSIDERED APPROXIMATE. CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL EQUIPMENT.

4.

ALL NEW MATERIAL TO BE CONNECTED TO EXISTING PIPING, DUCTWORK, ACCOUTREMENTS

IS TO MATCH MATERIAL OF EXISTING SYSTEMS.
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MECHANICAL LEGEND
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MECHANICAL ROOM 001

NEW HEATER SCHEDULE

UNIT MANUFACTURER MODEL VOLTS WATTS WEIGHT OPTIONS

UH-1 &
UH-2 OUELLET OVS0750 240 750 4.08 kg

WHITE FINISH;
OVS-TB6
SINGLE-POLE
BI-METAL
THERMOSTAT;

NEW THERMOSTAT SCHEDULE

UNIT MANUFACTURER MODEL TEMP.
RANGE INFORMATION

T-1 OUELLET OTL101C 5-25°C
MECHANICAL LINE VOLTAGE T-STAT,
SINGLE THROW, 22A AT 120/208/240V

NEW ROOF DRAIN SCHEDULE

ID MANUFACTURER MODEL DETAILS

RD-A OLYMPIC

INSERT DRAIN

100mm

HEAVY DUTY SPUN ALUMINUM

CONSTRUCTION WITH 432mm FLANGE &

300mm LONG DRAIN STEM (WHICH CAN

BE CUT DOWN);

MECHANICAL COMPRESSION SEAL,

EASILY EXPANDS WITH A TURN OF A

SCREW;

CONNECTS TO EITHER PVC OR CAST

IRON PIPES;
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DRAWING NOTES

CONTRACTOR TO DEMOLISH  AND SAFELY DISPOSE OF THE GLYCOL PIPING
EXTERNAL TO THE BUILDING FROM THE RTU-2 UNTIL THE INSIDE WALL OF
THE NATIONAL PRESS BUILDING. THE PIPING INSULATION MAY CONTAIN
ASBESTOS. REFER TO SPECIFICATIONS FOR HANDLING INSTRUCTIONS. PRIOR
TO COMMENCEMENT OF DEMOLITION, CONTRACTOR IS TO COMPLETELY
DRAIN GLYCOL LOOP OF GLYCOL, AND SAFELY REMOVE GLYCOL FROM SITE
AND DISPOSE OF AS PER APPLICABLE REGULATIONS.

CONTRACTOR IS TO DEMOLISH GLYCOL PIPING TO THIS PONT AND CAP
REMAINING PIPING. WALL OPENINGS LEFT AFTER DEMOLITION ARE TO BE
MADE GOOD AND WEATHERPROOFED.

DISCONNECT AND REMOVE CHL-001 CHILLER UNIT WITH THE ASSOCIATED
PUMP. THE UNIT IS CURRENTLY NOT IN USE. SEE 2/M101 FOR DETAILS.

REMOVE THE EXISTING CHILLER BASE. MAKE GOOD FLOOR UPON
COMPLETION OF DEMOLITION.

NEW WALL-MOUNTED ELECTRIC HEATER. HEATER TO BE MOUNTED 300mm
AFF AND CONTROLLED BY THERMOSTAT T-1. ELECTRICAL CONTRACTOR IS
RESPONSIBLE FOR CONNECTING T-1 TO UH-1 AND UH-2, AND PROVIDING
WIRING TO UH-1 AND UH-2. ALL CONTROL WIRING IS TO BE INSTALLED
WITHIN WALLS AND ABOVE FINISHED CEILING. ALL CONTROL WIRING IS TO BE
INSTALLED IN 20Ø CONDUIT. REFER TO DIVISION 26 FOR CONDUIT
SPECIFICATIONS.

NEW WALL-MOUNTED ELECTRIC THERMOSTAT T-1. THERMOSTAT TO BE
INSTALLED 1200mm AFF.
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