O——

STAINLESS STEEL BOLTS & WASHERS.

TO BE REMOVED.
Public Works and Travaux Publics et
100mm WIDE x 950mm LONG x 6mm I*IGovemment Services Services gouvernementaux

STAINLESS STEEL PLATE TO BE REMOVED. Canada Canada

EXISTING CONDUITS TO BE REMOVED IN I* Canadian Food Agence canadienne
THEIR ENTIRETY. Inspection Agency  d'Inspection des aliments

FUEL SUPPLY AND RETURN N I |

LINES AT FLOOR LEVEL TO BE ‘
REMOVED IN THEIR ENTIRETY. DAYTANK VENT/OVERFLOW PIPING AND CONDUIT ON
: BE REMOVED. (SEE NOTE

EXISTING DIESEL OIL TRANSFER I
PUMP SKID TO BE REMOVED \

(SEE NOTE 6).

EXISTING PIPING TO BE REMOVED IN ITS
ENTIRETY. (SEE NOTE 6).

CBCL LIMITED
%JI?IT\IS @ iiii Consulting Engineers

!
EXISTING NATURAL GAS
METER ASSEMBLY TO REMAIN.
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GAS
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GAS

GAS, —6ASBAS— GAS,

VENT TO B oF ~. I —
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EXISTING VEEDER ROOT T YN SN

FUEL MONITORING PANEL TO 0l aj ST N

BE REUSED FOR NEW 1 C S ¥ EXHAUST PLENUM AND LOUVER

GENERATOR TANK. (SEE Il I E AN I\ FOR GENERATOR (SEE NOTE 4). | | L
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SUPPLY AND RETURN LINES 7 CENERATOR  SUPPLY AND

r A
| I I
e |
IN SERVICE TRENCH TO BE T O =4 4 EE&BENTS'PBEE“T{EE%J‘V%E o /
j REMOVED. REINSTATE OVER || I | i I =N =
: ON SERVICE TRENCH W Y o " BATTERIES AND RACK TO BE
(SEE NOTE 6). i - letetegel REMOVED.
- I
i \ M
— N\ see NOTE 1. H
1 —
I

EXISTING GENERATOR
£ _ _ i _ DAY TANK (SEE _ _ _ _ — — — — AL _ _ _ _ _
NOTES 3 AND 6). ‘
SEE NOTE 2. Q
REMOVE WIRING BACK TO VEEDER ROOT PANEL IN
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EXISTING FUEL OIL PIPING BETWEEN STORAGE TANK AND \ \ ;
TRANSFER PUMPS SKID ARE TO BE REMOMED. SEE PHOTO 3 \
BELOW FOR ADDITIONAL INFO. \2 \

|
EXISTING SECOIDARY DUCT BANK ) \
TO REMAIN. % \ SRS e o
| \ \ /" SCALE : N.T.S.
|

TUFTS
COVE

g
-~
%'t,//

S
-

\ /

ITS ENTIRETY INCLUDING ALL FUEL PIPING, ELECTRICAL
CONDUITS FOR POWER, CONTROL, VENTILATION DUCTING,
® \ BATTERIES, AND EXHAUST SYSTEM (SILENCER, PIPING,

\

~
_ S | 3\ \ AND INSULATION).

E a \ \\ NOTES:
< LU B o % o \\ - - - - 1. THE EXISTING 500kW GENERATOR IS TO BE REMOVED IN

v \
\‘6 \ 2. THE EXISTING WATER COOLED LOAD BANK IS TO BE

\ \ REMOVED IN ITS ENTIRETY INCLUDING WATER PIPING,
’ \ DRAIN PIPING, CONDUITS, CABLES AND CONTROL WIRING.

| \ \o\ \ 3. THE EXISTING GENERATOR DIESEL DAY TANK IS TO BE
L%

~ \ REMOVED IN ITS ENTIRETY INCLUDING ALL PIPING,

DRAINS, CONDUITS, CABLES AND CONTROL WIRING.

ROOM ~ 4. DISCONNECT AND REMOVE AUTOMATED EXHAUST AND

| ~ . \ \ SUPPLY LOUVERS AND AIR PLENUM. REMOVE LOW

. \ VOLTAGE DDC CONTROLS WIRING AND MODIFY DDC
I \ EXISTING HIGH VOLT, F\DUCT BANK \ SOFTWARE TO REMOVE THE REDUNDANT POINTS. UPDATE
~

DDC GRAPHIC WITH THE CHANGES. SUPPLY LOUVRES AND
TO REMAIN. \

PLENUMS ARE LOCATED ON THE FLOOR ABOVE (WITHIN

\ INTERSTITIAL SPACE).

e \
\ \ ﬁ \\ 5. EXISTING LIGHTING CIRCUIT AND UNDERGROUND PROPANE
)

| LINE WILL CONFLICT WITH EXCAVATION FOR NEW
GENERATOR SERVICES. RELOCATE AS REQUIRED. PROPANE

\
. \
\
| \ v v \\ LINE RELOCATION TO BE COMPLETED BY CERTIFIED GAS

#2 BARE CU GROUND TO BE TECHNICIAN. PROVIDE COPY OF PERMIT FOR RELOCATION.

\
REMOVED. \\ 6. ALL PETROLEUM PIPING, AND FUEL STORAGE TANKS ARE
\ \ TO BE REMOVED BY A CERTIFIED PETROLEUM TANK
\ ) \ INSTALLER. THE CERTIFIED PETROLEUM TANK INSTALLER IS
‘ \ TO PROVIDE A CERTIFIED LETTER TO CONFIRM THE
FENCE AROUND TANK TO REMAIN. — -\ — — _© FOLLOWING ITEMS:

- SEE OTHER PLANS FOR ADDITIONAL \ ®1* DISPOSED OF AT AN APPROVED STE -
DETAILS. \ 6.2. IF WATER WAS FOUND AT THE BOTTOM OF THE TANK,
—=

C g A RECORD OF:
.
TO LESS THAN 10% OF THE LOWER FLAMMABILITY

I = 7 \
[ I ( \
c J I EXISTING CONCRETE SLAB TO \\‘
| i 93 1049) / REMAIN. . \\ 6
== LIMIT, AND THE PRESENCE OF VAPOURS WAS

- 100) \
}/_ o \/ ' \ EXISTING NATURAL GAS CHECKED WITH COMBUSTIBLE GAS METER.
RELIEF VALVES ] ' g\/ LINE TO REMAIN. 6.4. THE TANKS AND PIPING WITHDRAWAL WAS DONE IN A
o) \\\ \ ° A WAY THAT THERE WAS NO HARMFUL EFFECTS ON THE

S I 71 |
, |

QUANTITY OF WATER.

2.1,

2.2. DATE WATER WAS REMOVED.

2.3. NAME AND ADDRESS OF COMPANY AND
INDIVIDUAL WHO REMOVED WATER.

2.4.

METHOD AND LOCATION OF DISPOSAL.
. ALL TANKS AND PIPING WERE PURGED OF VAPOURS

2
6.
6.
6.
6.
3

-

TO BE REMOVED. ENVIRONMENT AND HUMAN HEALTH.

/ ° S~ DIESEL STORAGE TANK oy ‘\\ 6.5. gEnggyéED.PLATE ON THE TANK WAS REMOVED AND
B TO BE REMOVED. \ \

\
7. EXISTING SPRINKLER HEADS MOUNTED UNDER THE
CONDUITS TO PANEL IN MAINTENANCE— | — (SEE NOTE 6). III:A);II?\ITI¥((); Ilevé\ITAE\IQN N g Ly el L R i
OI'_I'_ICE TO BE REMOVED \ . DRAIN AND FILL SYSTEMS AS REQUIRED. PRESSURE TEST
\
9 \
\ © \ 8. THE GENERAL CONTRACTOR WILL BE RESPONSIBLE TO
I : \ \ REPLACE ALL BUILDING CLADDING AND THE ENTIRE
: 9 \ ROOFING SYSTEM. COORDINATE WITH THE GENERAL
‘ \ © \ CONTRACTOR FOR ALL MECHANICAL AND ELECTRICAL
\ \ DISCONNECTS AND REINSTATEMENTS. ELECTRICAL AND
. \ \ MECHANICAL DEVICES ON EXTERIOR WALLS AND OR ROOF
| \ . k) \ WILL NEED TO BE REMOVED THEN REINSTATED.
. \/ ACCESS STAIRS TO BE REMOVED. \ \ \\ COORDINATE WORK WITH GENERAL CONTRACTOR.
\\ 9. CONTRACTOR SHALL BE RESPONSIBLE FOR DRAINING AND
\ REFILLING THE SPRINKLER SYSTEM AS REQUIRED TO
\
\
\

AND PROVIDE COMMISSIONING SHEET.

TEMPORARILY REMOVE THE FIRE DEPARTMENT
CONNECTION FOR INSTALLATION OF NEW CLADDING.

N e .
€ T SEE NOTE 5.
H A S L

«
o

PARTIAL FLOOR PLAN

DIESEL FUEL LINES AND NATURAL GAS NATURAL SCALE : 1:75
CONDUIT TO BE REMOVED PIPING TO GAS VENT

DIESEL FUEL LINES AND EXISTING DIESEL FUEL TANK AND DIESEL FUEL LINES AND
CONDUITS TO BE REMOVED IN ASSOCIATED PIPING TO BE REMOVED CONDUIT TO BE REMOVED
THEIR ENTIRETY. (SEE NOTE 6). IN THEIR ENTIRETY.

IN THEIR ENTIRETY. REMAIN. TO REMAIN. Om m 2m 3m 4m 5m 6m 7m 8m 9m 10m

0 ISSUED FOR TENDER 024({1269

(SEE NOTE 6).

(SEE NOTE 6)
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