REMOVE CONT. ALUMINUM

-~ PARAPET CAP AND FLASHING, ALL
CAULKING AND ASSOCIATED

CLIPS / FASTENERS
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TYPICAL ELEVATION OF EXHAUST STACK ENCLOSURE(S)

AT TOP OF BARREL VAULT - PENTHOUSE |

REMOVE ALUMINUM PANELS, FLASHING
AND ALL CAULKING AND ASSOCIATED
CLIPS / FASTENERS

EXISTING EXTERIOR WALL (TO REMAIN):

WATER RESISTANT MEMBRANE,
EXTERIOR GRADE &YPSUM BOARD OVER
STRUCTURAL STEEL STUD
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SEE DETAIL &/A8.6
FOR NEW WORK
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L EXISTING ROOF ASSEMBLY (TO REMAIN)

EXISTING EXTEROPR WALL
ASSEMBLY (TO REMAIN)

NEW FLUID APPLIED AIR BARRIER
MEMBRANE (SHOWN DASHED) OVER

EXISTING MEMBRANE

NEW COMPOSITE METAL PANEL
C/W ALL ASSOCIATED SHIMS,
CLIPS AND FASTENERS - SIZE,
PROFILE AND COLOR TO MATCH
EXISTING

.6 PREFINISHED ALUMINUM DRIP
FLASHING - COLOUR TO MATCH
COMPOSITE WALL PANELS

CONT. CAULK PERIMETER

- t__ __¥_

OF EXISTING LOUVER

PT Téc PLYWOOD
38 METAL DECK
STEEL CHANNELS AND CROSS BRACING

REINSTALL ALL LOUVER(S),
INSULATED BLANK OFF PANEL(S)
AND ACCESSORIES SALVAGED
DURING REMOVAL OF GENERATOR.
REPAIR/REPLACE ALL
DAMAGED COMPONENTS.
CAULK PERIMETER OF LOUVER

SEE DETAIL I/A8.6
FOR DEMOLITION WORK
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LOUVER (EXPLOSION PANEL) HEAD -
NEW WORK

- MEMBRANE FLASHING STRIP
OVER NEW AIR BARRIER -
OVERLAP CONT. METAL DRIP
FLASHING. CONT. SEAL ALL
LAPS AND TERMINATIONS |

SCALE: 1:5
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EXISTING EXTERIOR WALL

REMOVE AND SALVAGE LOUVER(9),
INSULATED BLANK OFF PANEL(S)
AND ALL ACCESSORIES AS
REQUIRED TO REMOVE GENERATOR
AND ASSOCIATED EQUIPMENT
VERIFY ON SITE REQUIRED AMOUNT

ASSEMBLY (TO REMAIN):

WATERPROOF MEMBRANE,
EXTERIOR GRADE &YPSUM BOARD
OVER STRUCTURAL STEEL STUD

REMOVE ALUMINUM PANELS, FLASHING
AND ALL CAULKING AND ASSOCIATED
CLIPS / FASTENERS -

OF DEMOLITION

SEE DETAIL 2/A8.6
FOR NEW WORK
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LOUVER (EXPLOSION PANEL) HEAD -
DEMOLITION
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SCALE: 1:5
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PENTHOUSE

TYPICAL PANEL CONNECTION(S) - BARREL VAULT - DEMOLITION

MAKE FLUSH WITH EXISTING. PRIME

Omm

SCALE: 1:5

300mm

400mm

500mm

COMPOSITE METAL ROOF PANEL ROOF
ASSEMBLY TYPE RS

NOTE: ALL PANEL JOINTS OF BARREL
VAULT ARE TO BE CAULKED

NEW COMPOSITE METAL PANEL C/W ALL
ASSOCIATED SHIMS, CLIPS AND
FASTENERS - SIZE, PROFILE AND COLOR
TO MATCH EXISTING

SEE DETAIL T/A8.6
FOR DEMOLITION WORK

NEW CONT. PLYWOOD -
THICKNESS TO SUIT EXISTING

1.0 PRE-FINISHED ALUMINUM "&RAVEL STOP" TYPE
FLASHING, COLOR TO MATCH COMPOSITE - LAP
EXISTING ROOF SHEATHING OO MIN.

EXISTING EXTERIOR WALL ASSEMBLY

(TO REMAIN)

WATER BARRIER ROOF MEMBRANE (SHOWN DASHED)
OVER EXISTING MEMBRANE. CONT. SEAL ALL LAPS
AND TERMINATIONS

NEW COMPOSITE METAL PANEL C/W ALL
ASSOCIATED SHIMS, CLIPS AND FASTENERS -
SIZE, PROFILE AND COLOR TO MATCH EXISTING

|.6 PREFINISHED ALUMINUM DRIP FLASHING -
COLOUR TO MATCH COMPOSITE WALL PANELS

CONT. CAULK

— NEW SINGLE PLY FLASHING STRIP

ADHERED TO ALUMINUM CAP

(HOT-AIR WELDED) - LAP 100 MIN.

BEYOND EDGE OF METAL CAP

|OO S0

|00

— NEW SINGLE PLY (PVC) ROOF
MEMBRANE - FULLY ADHEARED
OVER EXISTING ROOF MEMBRANE
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L— EXISTING ROOF ASSEMBLY

(TO REMAIN)

—— MEMBRANE FLASHING STRIP
OVER NEW AIR BARRIER -
OVERLAP CONT. METAL DRIP
FLASHING. CONT. SEAL ALL
LAPS AND TERMINATIONS

_—1.6 PREFINISHED ALUMINUM DRIP FLASHING -
COLOUR TO MATCH COMPOSITE WALL PANELS

PENTHOUSE

TYPICAL PANEL CONNECTION(S) (BARREL VAULT) - NEW WORK

REINSTALL ALL LOUVER(S),
INSULATED BLANK OFF PANEL(S)
AND ACCESSORIES SALVAGED
DURING REMOVAL OF GENERATOR.
REPAIR/REPLACE ALL

DAMAGED COMPONENTS.

CAULK PERIMETER OF LOUVER

>

1

AND ASSOCIATED EQUIPMENT -

AND PAINT ALL EXPOSED

—
CONTINUOUSLY CAULK ———— _
REINSTALL PORTION OF EXTERIOR >x__T_ —
WALL AND ALL ACCESSORIES ?-w
AFTER REMOVAL OF GENERATOR B

SURFACES TO MATCH EXISTING

NEW FLUID APPLIED AIR BARRIER

MEMBRANE (SHOWN DASHED)

NEW COMPOSITE METAL PANEL
C/W ALL ASSOCIATED SHIMS,
CLIPS AND FASTENERS - SIZE,
PROFILE AND COLOR TO MATCH
EXISTING

SEE DETAIL 3/A8.6
FOR DEMOLITION WORK

COMPOSITE WALL PANELS

LOUVER (EXPLOSION PANEL) SILL -

!
MEMBRANE FLASHING STRIP
OVER NEW AIR BARRIER -
OVERLAP CONT. METAL BASE
FLASHING. CONT. SEAL ALL
LAPS AND TERMINATIONS

|.6 PREFINISHED ALUMINUM DRIP
FLASHING - COLOUR TO MATCH

(4

NEW WORK

SCALE: 1:5

Omm

200mm 300mm 400mm 500mm

[

REMOVE AND SALVAGE
LOUVER(S), INSULATED BLANK
OFF PANEL(S) AND ALL
ACCESSORIES AS REQUIRED TO
REMOVE GENERATOR AND
ASSOCIATED EQUIPMENT

REMOVE PORTION OF
EXTERIOR WALL AND ALL
ACCESSORIES AS REQUIRED TO
REMOVE GENERATOR AND
ASSOCIATED EQUIPMENT

EXISTING CONSTRUCTION

WATER RESISTANT MEMBRANE
EXT. GRADE &YPSUM BOARD
STRUCTURAL STEEL STUD.

FOIL FACED &GYPSUM BOARD

ALUMINUM PANEL

BATT INSULATION

REMOVE CONT. FLASHING
EXTRUSION, ASSOCIATED
CLIPS AND FASTENERS

SEE DETAIL 4/A8.6
FOR NEW WORK

LOUVER (EXPLOSION PANEL) SILL -

DEMOLITION

Omm

SCALE: 1:5

100mm 200mm
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PROFILE AND COLOR TO MATCH

COMPOSITE METAL ROOF PANEL

ROOF ASSEMBLY TYPE R5

WATER BARRIER ROOF
MEMBRANE (SHOWN DASHED)
OVER EXISTING MEMBRANE.
CONT. SEAL ALL LAPS AND
TERMINATIONS

NEW COMPOSITE METAL PANEL
C/W ALL ASSOCIATED SHIMS,
CLIPS AND FASTENERS - SIZE,

150

EXISTING

MEMBRANE FLASHING

610 X 610 REINFORCED
PRECAST CONCRETE PAVERS
ON 25 RIGID INSULATION—‘

ROOF ASSEMBLY TYPE RI—
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"

SEE DETAIL 5/A%6
FOR DEMOLITION WORK

SCALE: 1:5

300mm

400mm

500mm

ROOF CURB AT BARREL VAULT ROOF

VAULT ROOF

ALL LAPS AND
TERMINATIONS

|.6 PREFINISHED ALUMINUM DRIP
FLASHING - COLOUR TO MATCH
COMPOSITE WALL PANELS

(PENTHOUSE 1) - NEW WORK

EXISTING BARREL

ASSEMBLY (TO REMAIN)

WATER BARRIER ROOF
MEMBRANE TO OVERLAP
CONT. METAL DRIP
FLASHING. CONT. SEAL

SCALE: 1:5
200mm 300mm 400mm 500mm

oo

REMOVE EXISTING ALUMINUM
COMPOSITE ROOF PANELS,
FLASHINGS AND ALL CAULKING AND
ASSOCIATED CLIPS / FASTENERS

EXISTING BARREL VAULT ROOF

ASSEMBLY (TO REMAIN):

DECK, STRUCTURAL STEEL FRAMING

REMOVE EXISTING CANT
AND WOOD BLOCKING

REMOVE EXISTING ROOF

WATERPROOF MEMBRANE, T¢&
PLYWOOD, BATT INSULATION, METAL

—

SINGLE PLY ROOFING
MEMBRANE, RIGID ROOF

INSULATION AND SHEET (POLY)
VAPOUR RETARDER

EXISTING CONC. ROOF SLAB ___

ASSEMBLY :

(TO REMAIN)

SEE DETAIL 6/A8.6
FOR NEW WORK

ROOF CURB AT BARREL VAULT ROOF
(PENTHOUSE |) - DEMOLITION

)

ISSUED FOR TENDER

:

CFIA LABORATORY
WALL CLADDING,
ROOFING AND

GENERATOR REPLACEMENT

DARTMOUTH, N.S.

WALL DETAILS

SCALE: 1:5
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