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EXISTING DOOR TO REMAIN. 
PAINT DOOR AND FRAME. 

NEW SALVAGED MANITOBA OAK TIMBER 
TRELLIS, PLANED FINISH - REFER TO SPEC.

EXISTING GLAZING TO REMAIN - 
PAINT TRIM

EXISTING WATER 
FOUNTAIN TO REMAIN

EXISTING STONE LEDGE TO REMAIN

EXISTING STONE CLADDING TO 
REMAIN - TYP.EXISTING PAY PHONE TO REMAIN

EXISTING SIGNAGE TO REMAIN - 
REMOVE FOR STONE CLEANING, 
RE-INSTALL AS EXISTING

Bottles 
saved

Filter 
status

PATCH/REPAIR EXISTING ROOF 
SCUPPER TO RECEIVE NEW RAIN 
WATER LEADER ASSEMBLY

NEW RAIN WATER LEADER 
- REFER TO 4/A06

NEW SIGNAGE - REFER 
TO 7/A06

NEW SIGNAGE - 
REFER TO 7/A06

NEW SIGNAGE - 
REFER TO 7/A06

600 OR

EDGE OF
HORIZ. STONE

600

CLEAR

600

CLEAR

REPURPOSED EXISTING OAK TIMBER TRELLIS - 
RE-INSTALL AS EXISTING. REFER TO 4/A05

EXISTING STONE LEDGE TO REMAIN

EXISTING ENGRAVED STONE 
CLADDING TO REMAIN - REFER TO 
STRUCT. FOR CLEANING 

EXISTING VENT TO REMAIN

EXISTING STONE CLADDING TO REMAIN. CLEAN 
- TYP. REFER TO STRUCT. FOR CLEANING 

EXISTING STONE LEDGE TO REMAIN 

102 MALE WASHROOM NORTH
Scale: 1:50
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A06
102 MALE WASHROOM EAST/WEST
Scale: 1:50
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A06

R100

NOTCH TRELLIS TIMBERS AS REQ'D 
TO ACCOMMODATE BEAM

NEW H.S.S. STEEL POST & BEAM - 
REFER TO STRUCT. PROVIDE HIGH 
PERFORMANCE EXTERIOR PAINT 
COATING - REFER TO SPEC.

NEW 100 x 285 SALVAGED 
MANITOBA OAK TIMBERS, 
PLANED FINISH -TYP.
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RE-USE EXISTING STRUCTURAL 
BOLTS WHERE DEEMED POSSIBLE 
(OR NEW TO MATCH EXISTING) - 
REFER TO STRUCT. 

22 GA. PRE-FIN. METAL LEADER 
COVER. BOTTOM OF COVER TO 
MATCH UNDERSIDE OF H.S.S. STEEL 
BEAM. MATCH COLOUR TO LEADER.
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±100 x 285 REPURPOSED EXISTING OR NEW 
SALVAGED MANITOBA OAK TIMBERS, PLANED. 
NOTCH TIMBERS AS REQ'D TO ACCOMMODATE 
EXISTING H.S.S. MEMBERS.

±100 x 200 REPURPOSED EXISTING OR NEW 
SALVAGED MANITOBA OAK TIMBERS. USE EXISTING 
M16 CARRIAGE BOLTS THRU H.S.S. WHERE 
POSSIBLE. COUNTERSINK HEADS. COAT ALL BOLTS. 
SEAL AROUND WASHER AND NUT. 

EXISTING H.S.S. MEMBER TO REMAIN. 
SANDBLAST AND REFINISH - TYP. 

EXISTING LIMESTONE 
BLOCK TO REMAIN

EXISTING ANCHORAGE 
TO REMAIN

LINE OF EXISTING H.S.S. 
MEMBER BEYOND

EXISTING ANCHORAGE 
TO REMAIN

RE-USE EXISTING STRUCTURAL 
BOLTS WHERE DEEMED POSSIBLE 
(OR NEW TO MATCH EXISTING), TYP. 
- REFER TO STRUCT. 

EXISTING STONE LEDGE TO REMAIN

EXISTING L38x38x6 BOTH SIDES OF 
TIMBER PURLIN. REFER TO STRUCT. 

REMOVE AND REPLACE EXISTING 
STONE VENEER TO INSTALL 
TIMBERS - REFER TO STRUCT.

EXISTING ROOF SCUPPER

EXISTING STONE BLOCK BEYOND TO 
REMAIN - TYP. 

EXISTING CONC. PILE CAP TO REMAIN - TYP.

NEW BASEPLATE. PAINTED. - REFER TO 
STRUCT. AND SPEC.

EXISTING STEEL PLATE CUT FLUSH TO TOP 
OF PILE CAP - REFER TO STRUCT. 

DASHED LINE INDICATES NEW 22 GA. 
PRE-FINISHED (ALL SIDES) METAL 
RAIN WATER LEADER (OPEN FACE) 
IN FRONT - REFER TO SPEC.

PRE-CAST CONC. SPLASH PAD

102 MALE WASHROOM SOUTH
Scale: 1:50
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TRELLIS SECTION (SOUTH OF BUILDING)
Scale: 1:10
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TRELLIS SECTION (NORTH OF BUILDING)
Scale: 1:10
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SITE CONFIRM ALL LOCATIONS OF 
CARRIAGE BOLTS C/W WASHERS 
PRIOR TO CONSTRUCTION. 
SALVAGE AND RE-USE WHERE 
POSSIBLE (OR NEW TO MATCH 
EXISTING).

NEW 89 x 89 OAK BACKREST BOARD TO 
MATCH EXISTING

NEW 89 x 235 OAK BOARD TO 
MATCH EXISTING

NEW 89 x 184 OAK BOARD TO 
MATCH EXISTING

75 x 10mm STEEL FRAME. REFER TO PLAN A02 
FOR LOCATION AND QUANTITY OF NEW AND 
EXISTING TO REMAIN

COMPACTED BASE - REFER TO 
LANDSCAPE FOR RESURFACING

EXISTING LIMESTONE BLOCK TO REMAIN - 
REFER TO STRUCT. FOR CLEANING

DRILL AND EPOXY GROUT 10mm Ø 
STAINLESS STEEL THREADED ROD 
A MINIMUM OF 100mm INTO 
EXISTING LIMESTONE USING 
SIKADUR 31 HI-MOD GEL OR 
APPROVED EQUAL. 

TYPICAL BENCH SECTION
Scale: 1:10
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BRAILLE TO READ 'MEN'

FONT (ARIAL) 57mm HIGH -
TYP.
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Q
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25 TYP.

6mm STAINLESS STEEL. PLATE C/W 
THREADED ROD PINS TO PROVIDE 
CONCEALED MOUNT. (PROVIDE 
ADDITIONAL PINS ON CUT OUT PORTION 
OF LETTER 'O') EPOXY INTO LIMESTONE 
WALL.  PROVIDE CONSTRUCTION GRADE 
ADHESIVE TO BACK OF SIGN FOR 
ADDITIONAL FASTENING. 
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BRAILLE TO READ 'WOMEN'

FONT (ARIAL) 57mm HIGH -
TYP.
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BRAILLE TO READ 'MEN'
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PICTOGRAM
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BRAILLE TO READ 'WOMEN'

CLEAR PLASTIC "RASTER" BRAILLE 
-TYP. CONFIRM BRAILLE "TEXT" ON 
SHOP DRAWINGS

CUT SYMBOLS OUT OF 
STAINLESS STEEL PLATE 
-TYP.
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BRAILLE TO READ
'UNIVERSAL WASHROOM'

6mm STAINLESS STEEL. PLATE C/W 
THREADED ROD PINS TO PROVIDE 
CONCEALED MOUNT. (PROVIDE 
ADDITIONAL PINS ON CUT OUT PORTION 
OF LETTER 'O') EPOXY INTO LIMESTONE 
WALL.  PROVIDE CONSTRUCTION GRADE 
ADHESIVE TO BACK OF SIGN FOR 
ADDITIONAL FASTENING. 

WASHROOM SIGNAGE
Scale: 1:5
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NOTE: REFER TO STRUCTURAL DRAWING S02 FOR ALL 
EXISTING LIMESTONE CLEANING REQUIREMENTS

ELEVATION GENERAL NOTES: 
1. REFER TO 2/A05 FOR ALL PAINT COLOURS.


