FILL HOLES. SUPPLY AND
INSTALL TOPSOIL AND

I
I
I
I SOD
I
I
I
I

MATCHLINE - REFER TO 3/L06

I a SUPPLY AND INSTALL (30) BRONZE PLATE
C/W PARK LOGO ALONG RIVER WALK.

m EXACT LOCATION TBD ON SITE BY

I DEPARTMENTAL REPRESENTATIVE

SUPPLY AND INSTALL
(6) BRONZE PLATE
C/W PARK LOGO IN
RAMP. EXACT
LOCATION TBD ON
SITE BY
DEPARTMENTAL
REPRESENTATIVE

|
@
I
\

~ INSTALL 2 SALVAGED
LIMESTONE BLOCKS ON 250mm
DEPTH COMPACTED GRANULAR

® BASE, AS PER DETAIL 6/L05.
EXACT LAYOUT TO BE

“—_ FINALIZED ON SITE BY

DEPARTMENTAL
REPRESENTATIVE REPAIR SOD
AS REQUIRED

LIGHT

INFILL (4) EXISTING TREE
WELLS WITH CONCRETE.
REFER TO S04.
CONTRACTOR TO
ENSURE SMOOTH
TRANSITION WITH
EXISTING PAVING

S
C AL

R0

N

——NEW AMPHITHEATRE

N

BN St
L H

230
°
°

pa SUPPLY AND INSTALL 2 CONCRETE PADS &
PILES, REFER TO STRUCTURAL DRAWINGS S04
o REINSTALL 2 SALVAGED LIGHT FIXTURES,
= . REFER TO ELECTRICAL DRAWINGS
| —
A L
SUPPLY AND INSTALL FLUSH
QO CONCRETE CURB TO MATCH EXISTING
C SUPPLY AND INSTALL GRANULAR a
EXISTING PAVING TO WIDEN EXISTING PATH. ‘w
BRONZE ENSURE SMOOTH TRANSITION WITH FILL HOLES. SUPPLY AND
PLAQUETO = EXISTING PAVING. EXACT LAYOUT TO INSTALL TOPSOIL AND SOD
REMAIN BE MARKED IN FIELD & APPROVED BY (AS PER CW 3510)
1.40 DEPARTMENTAL REPRESENTATIVE
v 'PRIOR TO CONSTRUCTION 7 AMUR CHERRY ﬁ
) % e S\ N @ 6.0m O.C. ‘@
> ’ O QQ B\ /
N N SUPPLY AND INSTALL CRUSHED /" §
GRANULAR PAVING, FEATHER 105
’0 > TO MEET EXISTING GRADE
P NN SUPPLY & INSTALL —
> TOPSOIL AND SOD < v .

4 38 BUSH HONEYSUCKLE
L09 / @ 600mm O.C.

MATCHLINE - REFER TO 1/L06

__‘____-

(AS PER CW 3510)
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SUPPLY AND INSTALL
7“4\ CUSTOM INTERPRETIVE

NEW AMPHITHEATRE
LIGHT

N
\L08 / SIGN. EXACT LOCATION INSTALL 2 SALVAGED
AND ORIENTATION TO BE BENCHES
FINALZED ONSITEBY ~
DEPARTMENTAL
REPRESENTATIVE INSTALL 8 SALVAGED

LIMESTONE BLOCKS ON

REFER TO
STRUCTURAL
DRAWINGS

RE: DAMAGED
CONCRETE STAIRS

250mm DEPTH COMPACTED ~— 253
GRANULAR BASE, SEE
DETAIL 6/L05

HONEYSUCKLE

INSTALL
~ o SALVAGED \
WASTE
RECEPTACLE
@ 600mm O.c. — 226
225 e e
—

PATCHING OF ALL
DEMOLISHED FIXTURES
THAT WERE RECESSED IN
CONCRETE (4 LOCATIONS).
REFER TO STRUCTURAL
DRAWINGS

RED RIVER

SUPPLY AND INSTALL
(1) BRONZE PLATE
C/W PARK LOGO IN
RAMP. EXACT
LOCATION TBD ON
SITE BY
DEPARTMENTAL

>
01 5 10m

LEGEND

= nnmmm S|TE BOUNDARY

EXISTING BUILDING /
STRUCTURE TO REMAIN

EXISTING TREE / VEGETATION
TO REMAIN

PROPOSED
SOD AREA

| PROPOSED
| CONCRETE PAVING

PROPOSED
CRUSHED GRANULAR PAVING

EXISTING BENCH TO REMAIN

EXISTING PICNIC TABLE TO
REMAIN

H EXISTING CHAIR TO REMAIN

EXISTING BRONZE PLAQUE
TO REMAIN

@ PROPOSED NEW SIGN
v RELOCATED LIMESTONE BLOCK

8:3@)@ EXISTING LIGHT TO REMAIN

-

/" 1\ AMPHITHEATRE SITE PLAN

w SCALE - 1:250

LO7 - PLANT COUNT

(REFER TO L09 FOR FULL PLANT
SCHEDULE, DETAILS & NOTES)

QTY. [ COMMON NAME

DECIDUOUS TREES

@ 7 | AMUR CHERRY

DECIDUOUS SHRUB

@ 72 BUSH HONEYSUCKLE

NOTES

GENERAL NOTES:

1. ALL EXISTING TREES, SHRUBS,
SIDEWALKS, CURBS, SOD, UTILITIES AND
PAVING TO BE PROTECTED (UNLESS
OTHERWISE NOTED) DURING
CONSTRUCTION TO CITY OF WINNIPEG
STANDARDS. CONTRACTOR TO MAKE
GOOD ALL DAMAGED AREA DURING
CONSTRUCTION BOTH ON AND OFF SITE
TO CITY OF WINNIPEG STANDARDS AT THE
CONTRACTORS COST.

2. EXACT LOCATION OF UNDERGROUND
SERVICES SHOULD BE CHECKED WITH THE
UTILITIES PRIOR TO CONSTRUCTION OR
EXCAVATION.

3. EXISTING GRADES, BUILDINGS LOCATIONS
AND LAYOUTS ARE GIVEN AS INFORMATION
ONLY AND SHOULD BE VERIFIED ON SITE.

4. REPORT ANY DISCREPANCIES TO
DEPARTMENTAL REPRESENTATIVE PRIOR
TO CONSTRUCTION.

5. LAYOUT TO BE APPROVED BY
DEPARTMENTAL REPRESENTATIVE PRIOR
TO ANY CONSTRUCTION OR REMOVAL.

6. LOCATIONS OF LIMESTONE BLOCKS AND
PATH SHALL BE LAID OUT ON SITE WITH
DEPARTMENTAL REPRESENTATIVE PRIOR
TO CONSTRUCTION.

7. ALL NOTES IN GREY INDICATE FUTURE
WORK OR WORK TO BE COMPLETED BY
OTHERS UNDER SEPARATE CONTRACT.

8. REFER ALSO TO WRITTEN
SPECIFICATIONS.

GRADING NOTES:

9. EXISTING GRADE TO BE MAINTAINED AT
ALL PROPERTY LINES AND CITY
SIDEWALKS AND WITHIN 3m OF TREES.

10. ALL GRADING TO BE APPROVED BY
DEPARTMENTAL REPRESENTATIVE PRIOR
TO ANY CONSTRUCTION.

11. ENSURE POSITIVE DRAINAGE IN ALL AREAS
TO CATCH BASINS AND CURB INLETS.

12. ELEVATIONS OF ALL EXISTING TREES AND
UTILITIES TO REMAIN, UNLESS NOTED
OTHERWISE.

13. SLOPE TOLERANCE:

e PAVED AREA SLOPES: MAX. 5%, MIN. 1%;
MAX. CROSS SLOPE 2%

e SODDED AREA SLOPES: MAX. 25%, MIN. 2%

e ANY DEVIATION FROM THE ABOVE SLOPES
TO BE APPROVED BY DEPARTMENTAL
REPRESENTATIVE PRIOR TO
CONSTRUCTION
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