
EXISTING CONCRETE RAMP

SUPPLY AND INSTALL CHAIN

EYES AND CONCRETE ANCHORS,

POWDER COAT BLACK

EXISTING CONCRETE WALL
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SUPPLY AND INSTALL QUICK

LINK CONNECTOR AND 2.0m

CHAIN. WRAP ALL CHAIN WITH

PLASTIC CHAIN GUARD,

COLOUR: SAFETY YELLOW

EXISTING SOD, REPAIR AS

REQUIRED

SUPPLY AND INSTALL FIXED

EMBEDDED MOUNT

BOLLARD WITH BOLLARD

CHAIN EYE, POWDER COAT

BLACK. ENSURE BOLLARDS

LINEUP AND LEVEL WITH

EACH OTHER.

BOLLARD MANUFACTURER:

RELIANCE FOUNDRY

MODEL R-7902

EXISTING STONE

PATH EDGE, TO BE

PROTECTED

CONCRETE BASE WITH

EMBEDDED PIPE. CONCRETE

TO BE SET AS CLOSE TO

STONE EDGE AS POSSIBLE.

SUPPLY AND INSTALL FIXED

EMBEDDED MOUNT BOLLARD

WITH BOLLARD CHAIN EYE,

POWDER COAT BLACK. ENSURE

BOLLARDS LINEUP AND LEVEL

WITH EACH OTHER, AVOID

DAMAGE TO ROOT OF NEARBY

EXISTING TREE

EXISTING PLANTING BED,

REPAIR AS REQUIRED

8000

CONCRETE BASE WITH

EMBEDDED PIPE.

CONCRETE TO BE SET

AS CLOSE TO STONE

EDGE AS POSSIBLE

UNDISTURBED

SUBGRADE
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EXISTING

CONCRETE

RAMP

SUPPLY AND INSTALL

QUICK LINK CONNECTOR

AND 3.85m CHAIN. WRAP

ALL CHAIN WITH PLASTIC

CHAIN GUARD, COLOUR:

SAFETY YELLOW

EXISTING STONE

PATH EDGE, TO BE

PROTECTED

SUPPLY AND INSTALL

QUICK LINK CONNECTOR

AND 3.85m CHAIN. WRAP

ALL CHAIN WITH PLASTIC

CHAIN GUARD, COLOUR:

SAFETY YELLOW

SEAL PIPE WITH EXTERIOR

GRADE SILICON CAULK TO

PREVENT WATER ENTRY

(TYP.)

TREE PIT: MIN. 2X Ø OF ROOTBALL
(MIN. 1500mm)

DECIDUOUS TREE

METAL "T" STAKE ON ONE OR TWO SIDES

AND GUYING STRAP (WHERE REQUIRED,

ADJUST LOCATION WITH PREVAILING WINDS)

TREE SET PLUMB

TREE GUARD: 100mm DIA. x 600mm LENGTH

WEEPING TILE MATERIAL SLICED AND

WRAPPED AROUND BASE OF TREE

100mm DEPTH ENVIRO MULCH. MULCH MUST

NOT CONTACT TREE TRUNK

BERM FORMING WATER DISH USING SOIL

AROUND THE OUTSIDE EDGE OF ROOTBALL

CONDITIONS VARY

SCARIFY SIDES OF TREE PIT TO THE DEPTH

OF ONE SHOVEL BLADE

CUT AND REMOVE BURLAP FROM THE TOP

1/3 OF ROOTBALL.  REMOVE ALL TWINE

TAMPED TOPSOIL MIX TO MEET

SPECIFICATIONS

UNDISTURBED SUBGRADE

PLANT PIT:
MIN. 2X Ø OF ROOTBALL

(MIN. 500mm)
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100mm ENVIRO MULCH

30mm± DEEP SOD EDGE CUT

CONDITION VARIES

CUT AND REMOVE TOP 1/3

OF BURLAP FROM BALL

UNDISTURBED SUBGRADE

MIN. 150mm DEPTH SCARIFY

MIN. 350mm DEPTH EXCAVATION,

MIN. 400mm DEPTH TOPSOIL MIX

FIRMLY PACKED, TOP OF TOPSOIL

TO BE 50mm ABOVE SURROUNDING

GRADE

MI
N.

40
0

PLANT SCHEDULE

QTY. COMMON NAME

DECIDUOUS TREES

BOTANICAL NAME SIZE AND REMARKS (shown are minimum specifications)

90 Betula platyphylla 'Fargo'

SPACING

PINNACLE BIRCH

 AS SHOWN

60mm Caliper, 3.5 - 4.0m Height, 11 major branches 2.0m

above grade. Balled and Burlapped. Double stake.

DECIDUOUS SHRUB

72 BUSH HONEYSUCKLE Diervilla lonicera 500-600mm HT. Min. 5 Major Basal Branches.  Well formed,

bushy plants.  Container Stock.

600mm O.C.

7 Prunus maackiiAMUR CHERRY

 AS SHOWN

60mm Caliper, 3.5 - 4.0m Height, 11 major branches 2.0m

above grade. Balled and Burlapped. Double stake.

3 Ulmus americana 'Brandon'BRANDON ELM

 AS SHOWN

60mm Caliper, 3.5 - 4.0m Height, 11 major branches 2.0m

above grade. Balled and Burlapped. Double stake.

634 SNOWBERRY Symphoricarpos albus 600mm O.C.500-600mm HT. Min. 5 Major Basal Branches.  Well formed,

bushy plants.  Container Stock.

CONIFEROUS SHRUB

223 HUGHES JUNIPER Juniperus horizontalis 'Hughes' 600mmØ. Well formed, even growth.  Container Stock. 900mm O.C.

NOTES

PLANTING NOTE:

1. LAYOUT OF PLANT MATERIAL TO BE

APPROVED BY D.R. PRIOR TO

INSTALLATION.

2. PIT TO BE DUG WITH BACKHOE - NOT

TREE SPADE.

3. CONTRACTOR TO ENSURE TREE SET

PLUMB.

4. SECURE 'T'-BARS TO TREE @ APPROX.

2/3 TOTAL TRUNK HEIGHT ABOVE

FINISHED GRADE.  CONTRACTOR TO

ENSURE 'T'-BARS DO NOT PENETRATE

ROOTBALL.

5. STAKES & TIES TO BE REMOVED BY

CONTRACTOR AT END OF

MAINTENANCE PERIOD AND UPON

ACCEPTANCE BY CITY.

6. ALSO REFER TO CITY OF WINNIPEG

TREE PLANTING AND MAINTENANCE

SPECIFICATION.

7. ALSO REFER TO WRITTEN

SPECIFICATIONS.
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CHAIN EYES @ NORTH POINT DETAILS

SCALE - 1:10
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CHAIN @ AMPHITHEATRE RAMP DETAILS

SCALE - 1:10
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STANDARD DETAILS FOR TREE PLANTING

SCALE - 1:25

4
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TYPICAL SHRUB BED PLANTING

SCALE - 1:25


