
ES

BP

A-#

LEGEND

SITE BOUNDARY

EXISTING TREE / VEGETATION

TO REMAIN

PROPOSED

RIP RAP (66m2)

PROPOSED CRUSHED

GRANULAR PAVING (107m2)

PROPOSED

SOD AREA

PROPOSED

PLANTING AREA (JUNIPER)

PROPOSED ENVIRO MULCH

AREA (330m2)

ENTRY SIGN TO REMAIN

BRONZE PLAQUE  TO REMAIN

PROPOSED NEW SIGN

RELOCATED LIMESTONE BLOCK

EXISTING LIGHT TO REMAIN

CIRCLE

2

2

6

2

2

7

2

2

8

2

2

9

2

3

0

2

2

4

2

3

1

0 1 5 10m

N

1
L09

3
L05

3
L09

5
L05

5
L05

SUPPLY AND INSTALL 3 FREE

STANDING ENAMELTEC SIGN

STRUCTURE

EXISTING PLAQUE

TO REMAIN

RELOCATE EXISTING SIGN

SUPPLY & INSTALL

100mm THK.

ENVIRO MULCH

REINSTALL SALVAGED PAVERS

QUANTITY: 95m2

ENSURE LEVEL SURFACE WITH

POSITIVE DRAINAGE AND

SMOOTH TRANSITION WITH

EXISTING GRADES

90 PINNACLE BIRCH

@ 1.8m O.C.

SUPPLY & INSTALL 100mm

THK. ENVIRO MULCH

INSTALL 6 SALVAGED LIMESTONE

BLOCKS ON 250mm DEPTH

COMPACTED GRANULAR BASE.

EXACT LOCATION TO BE

FINALIZED ON SITE BY

DEPARTMENTAL

REPRESENTATIVE

SUPPLY AND INSTALL

CRUSHED GRANULAR

SURFACING. FEATHER TO

MATCH EXISTING PATHWAY

QUANTITY: 107m2

SUPPLY AND INSTALL

2.0m± WIDE CRUSHED

GRANULAR SURFACING.

WIDTH AND GRADE TO

MATCH EXISTING

CONCRETE RAMP

223 HUGHES JUNIPER

@ 900mm O.C.

3% MAX

5
%

5
%

 
M

A

X

SUPPLY AND INSTALL

BOULDER RIP RAP

QUANTITY: 66m2

SUPPLY AND INSTALL

CHAIN EYES, QUICK

LINK CONNECTOR &

CHAIN AT TOP OF RAMP

4
L05

3
L08

4
L09

6
L05

PATCHING OF ALL

DEMOLISHED FIXTURES

THAT WERE RECESSED

IN CONCRETE (3

LOCATIONS). REFER TO

STRUCTURAL DRAWINGS

PLACE ALL REMAINING

SALVAGED LIMESTONE BLOCKS

ALONG PATHWAY. EXACT

LOCATION TO BE FINALIZED ON

SITE BY DEPARTMENTAL

REPRESENTATIVE

FINISH GRADE

230.50

TYPICAL SHRUB

BED PLANTING

SALVAGED

UNIT PAVERS

SALVAGED LIMESTONE

BLOCK ON 250mm

COMPACTED LIMESTONE

BASE COURSE (19mm DOWN)

150

4
L09

4
L05

15
0

VARIES

LIMESTONE BOULDER RIP RAP,

REFER TO SPEC.

6mm (1/4") DOWN LIMESTONE

GRANULAR BETWEEN RIP RAP

TO COVER FILTER FABRIC

FILTER FABRIC. TRIM ALL

EDGES SO AS NOT TO BE

VISIBLE ABOVE RIP RAP

COMPACTED SUBGRADE

EXISTING SUBGRADE

EXISTING WALL (LOWER

PROMENADE SIDE)

EXISTING

WALL

(UPPER

RAMP SIDE)

10
0

12

1

VARIES

150

COMPACTED SUBGRADE

150

50mm CRUSHED LIMESTONE

BASE COURSE (20mm DOWN)

150mm CRUSHED LIMESTONE

SUB-BASE (50mm DOWN)

GEOTEXTILE FABRIC TO BE

PLACED BETWEEN

SUBGRADE AND GRANULAR

BASE

SOD & TOPSOIL

150mm SOD

REPAIRS

25.4mm CRUSHED LIMESTONE

SURFACE (6mm DOWN)

MIN. 1% - MAX. 2%

NOTES

GENERAL NOTES:

1. ALL EXISTING TREES, SHRUBS,

SIDEWALKS, CURBS, SOD, UTILITIES AND

PAVING TO BE PROTECTED (UNLESS

OTHERWISE NOTED) DURING

CONSTRUCTION TO CITY OF WINNIPEG

STANDARDS.  CONTRACTOR TO MAKE

GOOD ALL DAMAGED AREA DURING

CONSTRUCTION BOTH ON AND OFF SITE

TO CITY OF WINNIPEG STANDARDS AT THE

CONTRACTORS COST.

2. EXACT LOCATION OF UNDERGROUND

SERVICES SHOULD BE CHECKED WITH THE

UTILITIES PRIOR TO CONSTRUCTION OR

EXCAVATION.

3. EXISTING GRADES, BUILDINGS LOCATIONS

AND LAYOUTS ARE GIVEN AS

INFORMATION ONLY AND SHOULD BE

VERIFIED ON SITE.

4. REPORT ANY DISCREPANCIES TO

DEPARTMENTAL REPRESENTATIVE PRIOR

TO CONSTRUCTION.

5. LAYOUT TO BE APPROVED BY

DEPARTMENTAL REPRESENTATIVE PRIOR

TO ANY CONSTRUCTION OR REMOVAL.

6. LOCATIONS OF LIMESTONE BLOCKS AND

PATH SHALL BE LAID OUT ON SITE WITH

DEPARTMENTAL REPRESENTATIVE PRIOR

TO CONSTRUCTION

7. REFER ALSO TO WRITTEN

SPECIFICATIONS.

GRADING NOTES:

8. EXISTING GRADE TO BE MAINTAINED AT

ALL PROPERTY LINES AND CITY

SIDEWALKS AND WITHIN 3m OF TREES.

9. ALL GRADING TO BE APPROVED BY

DEPARTMENTAL REPRESENTATIVE PRIOR

TO ANY CONSTRUCTION.

10. ENSURE POSITIVE DRAINAGE IN ALL

AREAS TO CATCH BASINS AND CURB

INLETS.

11. ELEVATIONS OF ALL EXISTING TREES AND

UTILITIES TO REMAIN, UNLESS NOTED

OTHERWISE.

12. SLOPE TOLERANCE:

 PAVED AREA SLOPES:  MAX. 5%, MIN. 1%;

MAX. CROSS SLOPE 2%

 SODDED AREA SLOPES:  MAX. 25%, MIN. 2%

 ANY DEVIATION FROM THE ABOVE SLOPES

TO BE APPROVED BY DEPARTMENTAL

REPRESENTATIVE PRIOR TO

CONSTRUCTION

L05 - PLANT COUNT

(REFER TO L09 FOR FULL PLANT

SCHEDULE, DETAILS & NOTES)

COMMON NAMEQTY.

DECIDUOUS TREES

PINNACLE BIRCH90

CONIFEROUS SHRUB

HUGHES JUNIPER223

10.07

8.51

9.13

9.09

7.76

2.0
0

9.16

PAVED AREA

2.0 - 5.4m WIDE

CENTRE LINE TO

SOUTH POINT TO BE

VERIFIED ON SITE

BY DEPARTMENTAL

REPRESENTATIVE

SECONDARY CONTROL

LINE TO BE VERIFIED

ON SITE BY

DEPARTMENTAL

REPRESENTATIVE

10.59

8.88

90°

2.0
0

TY
P.

10.77

10.61

10.09

17
.79

±

9.19

9.57

8.96

10.17

9.62

SOD & TOPSOIL

COMPACTED SUBGRADE

PROOF ROLL TO ENSURE

THERE ARE NO SILT POCKETS

150mm COMPACTED

LIMESTONE BASE

COURSE (19mm DOWN) -

15mm SAND

LEVELLING LAYER

SALVAGED UNIT

PAVERS

PLASTIC SNAP EDGE HELD

IN PLACE WITH 450mm

LENGTH STEEL PINS

Public Works and

Canada

Government Services

Canada

Services gouvernementaux

Travaux publics et

Western Region

OF

Région de l'ouest

PUBLIC WORKS AND 

GOVERNMENT SERVICES 

CANADA
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Christina Kovacs

DETAILED SITE PLAN -

NORTH POINT

R.075208.001

L05

24

0
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A000

1

L05

NORTH POINT SITE PLAN

SCALE - 1:250

2

L05

NORTH POINT LAYOUT PLAN

SCALE - 1:100

3

L05

RIP RAP DETAILS

SCALE - 1:25

4

L05

SALVAGED PAVERS DETAILS

SCALE - 1:25

5

L05

CRUSHED GRANULAR PAVING DETAILS

SCALE - 1:25

6

L05

SALVAGED LIMESTONE BLOCK DETAILS

SCALE - 1:25


