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NO EXISTING BENCH AT THIS LOCATION. 
PROVIDE NEW BENCH TO MATCH EXISTING 
BENCHES AT THIS LOCATION ONLY. 
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NEW ROOF/TRELLIS PLAN
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A02

ALL TIMBERS IN THIS AREA 
TO BE REMOVED AND 
REPLACED WITH NEW. 
EXISTING TIMBERS 
DEEMED STRUCTURALLY 
ACCEPTABLE TO BE 
REUSED ELSEWHERE IN 
RENOVATION.

PRE-CAST CONC. SPLASHPAD - REFER TO SPEC. & 
DETAIL 3/A02.1

SITE PLAN KEYNOTES

2

EXISTING PAY PHONE TO REMAIN3

EXISTING STEEL SHIPPING/STORAGE TO REMAIN4

EXISTING SIGNAGE TO REMAIN- REFER TO 
LANDSCAPE DRAWINGS  

5

EXISTING SCULPTURE TO REMAIN6

EXISTING LIMESTONE VENEER TO REPAIR. SEE 
STRUCTURAL FOR CLEANING/REPAIR INSTRUCTIONS.7

EXISTING STEEL BENCH SUPPORTS TO REMAIN. 
REMOVE FOR REFINISHING. SANDBLAST TO REMOVE 
OLD PAINT AND RUST. POWDER COAT WITH NEW 
HIGH PERFORMANCE PAINT FINISH - REFER TO 
SPEC. RE-INSTALL AS PER EXISTING WITH EXISTING 
FASTENERS. 

8

NEW PRE-FINISHED RAIN WATER LEADER. REFER TO 
SPEC. & DETAIL 3/A02.9

EXISTING LIMESTONE BLOCKS TO REMAIN. SEE 
STRUCTURAL FOR CLEANING/REPAIR INSTRUCTIONS. 

10

EXISTING WATER FOUNTAIN TO REMAIN11

EXISTING FLAG POLE TO REMAIN, REFER TO 
LANDSCAPE (L02).

EXISTING ENGRAVED WALL PANELS TO REMAIN. 
REFER TO STRUCT. FOR CLEANING/REPAIR 
INSTRUCTIONS.

12

NEW WOOD BENCH BOARDS TO MATCH EXISTING. 
REFER TO DETAIL 6/A06. 13

NEW STEEL BENCH SUPPORT TO MATCH EXISTING. 
REFER TO DETAIL 6/A06. 14

NEW STEEL POST - REFER TO STRUCT. 15

EXISTING ROOFING AND CAP FLASHING TO 
REMAIN1

ROOF/TRELLIS PLAN KEYNOTES

NEW TRELLIS. DETAILS TO MATCH EXISTING. 
REFER TO TRELLIS NOTE A02, DETAILS 4/A06 
AND 5/A06, AND SPEC. 

2

NEW STEEL POSTS - REFER TO STRUCT. (S02)3

NEW LIGHT FIXTURE - REFER TO ELEC.4

REMOVE OLD PAINT AND RUST WITH 
ABRASIVE BLASTING. PROVIDE ALL EXISTING 
EXPOSED STEEL STRUCTURE WITH HIGH 
PERFORMANCE PAINT FINISH - REFER TO 
SPEC. 

5

NEW RAIN WATER LEADER/ROOF DRAIN TO 
SUIT NEW STEEL POST 

6

PATCH/REPAIR EXISTING ROOF SCUPPER TO 
RECEIVE NEW RAIN WATER LEADER 
ASSEMBLY.

7

NEW STEEL STRUCTURE - REFER TO 
STRUCT. (S02).8

REFER TO MECH/ELECT. REGARDING ALL 
ROOF TOP EQUIPMENT.9

TYPE: DIMENSION: QUANTITY:

LONG  100 x 285 x 4600 x58

MEDIUM 100 x 285 x 3200 x44

SHORT 100 x 200 x 2100 x59

TRELLIS WOOD SIZES/QUANTITY
(SITE CONFIRM QUANTITIES)

900

300

SLOPING

PRE-CAST CONCRETE SPLASHPAD - 
REFER TO SPEC.

24 GAUGE 100 mm x 100 mm PRE-FIN 
(ALL SIDES) MTL. RAIN WATER LEADER 
(OPEN FACE)

HSS COLUMN - REFER TO STRUCT.
BASE PLATE - 
REFER TO STRUCT.

RAIN WATER LEADER PLAN DETAIL 
Scale: 1:10
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TRELLIS

THE EXISTING OAK TRELLIS TIMBERS ARE WEATHERED AND 
IN SOME CASES ROTTEN. ANY TIMBERS WITH MORE THAN 
5% ROT WILL NOT BE DEEMED ACCEPTABLE, AND WILL BE 
REPLACED WITH SALVAGED MANITOBA OAK CUT ±6mm (1/4") 
LARGER THAN FINISHED SIZE AND PLANED TO MATCH 
REPURPOSED EXISTING. ANY TIMBERS WITH EQUAL TO OR 
LESS THAN 5% ROT WILL BE REPURPOSED IN THE 
RENOVATION. MARINE GRADE EPOXY WILL BE APPLIED TO 
ALL STRUCTURAL CRACKS, KNOTS, AND OTHER 
CHARACTER MARKS. TIMBERS WILL BE PLANED DOWN 
±3mm PER SIDE. - REFER TO SPEC. 

CONTRACTOR TO REVIEW THE CONDITION OF EXISTING 
TIMBERS TO DETERMINE QUANITITY THAT CAN BE 
REPURPOSED FOR PLANING AND REFINISHING. FOR 
BIDDING PURPOSES INCLUDE FOR 50% OF THE MEMBERS 
BEING REPURPOSED. REVIEW CONDITION ASSESSMENT OF 
EXISTING WITH DEPARTMENTAL REPRESENTATIVE FOR 
APPROVAL. 

NOTE: REFER TO LANDSCAPE FOR ALL INFORMATION 
RELATED TO TREATMENT OF ALL GROUND SURFACES. 


