1900 x 1000mm STEEL FRAME, FIELD MEASURE FOR FRAME
SIZE. SECURE FRAME TO LIMESTONE BLOCKS PRIOR TO
INSTALLATION OF SIGN PANEL. ENSURE HARDWARE DO NOT
EXTEND BEYOND DEPTH OF PLYWOOD PANEL BACKING

0 1 s '/—EXISTING LIMESTONE BLOCK
1 .
1
™~ 1900 x 1000mm ENAMELTEC PANEL WITH MARINE GRADE
| PLYWOOD PANEL BACKING. PLYWOOD TO BE PAINTED

WITH WATER-PROOF COATING, COLOUR: DARK GREY

PLAN
SCALE-1:25

®

1900 x 1000mm STEEL FRAME [MADE WITH 76 x 76 x
6mm (3" x 3" x 1/4") TUBE], CHAMFER CORNERS.
WELDED TABS AT CORNERS AND BOLTED TO
EXISTING LIMESTONE BLOCKS. DRILL HOLE TO
ACCEPT SIGN PANEL. COLOUR: DARK GREY

| _——1900 x 1000mm ENAMELTEC PANEL WITH
MARINE GRADE PLYWOOD PANEL BACKING.

. S 3 ; PLYWOOD TO BE PAINTED WITH WATER-PROOF

2 - ol L - COATING, COLOUR: DARK GREY

\

: /—EXISTING LIMESTONE BLOCK

ELEVATION

SECTION

SCALE-1:25

©

m LARGE ENAMELTEC SIGNS ON EXISTING LIMESTONE BLOCK DETAILS

@ SCALE - AS SHOWN

©

EXISTING REVEAL IN LIMESTONE BLOCK

EXISTING LIMESTONE LIMESTONE BLOCK DIMENSION T.B.C.

BLOCK

— PRE-DRILL HOLE, STUD
CONCEALED MOUNT TO
EXISTING LIMESTONE BLOCK.
ENSURE MIN. 50mm (2") FROM
EX. CAVITY

510 X 510 x 12mm (20 x 20 x 1/2") )
BRONZE PLATE, DRILLED AND x 5 FILL EXISTING CAVITY
TAPPED TO ACCEP TREADED STUD. XWITH SPRAY EOAM
CONTRACTOR MUST FIELD '

MEASURE AND CONFIRM SIZE AND
QTY. PRIOR TO ORDER

WATER TIGHT SEAL,
CAULK EDGES WITH CLEAR OUTDOOR
GRADE SILICONE SEALANT

510

!lk— WATER TIGHT SEAL, CAULK
L EDGES WITH CLEAR OUTDOOR
GRADE SILICONE SEALANT

FINISH
GRADE
A 4

LIMESTONE BLOCK DIMENSION T.B.C.
510

SCALE-1:25

. /—510 x 510mm BRONZE PLATE

C/W PARKS CANADA LOGO,
EXACT GRAPHIC DESIGN TBD.
CONTRACTOR MUST FIELD
MEASURE AND CONFIRM SIZE
AND QTY. PRIOR TO ORDER

FINISH
GRADE
A 4

SECTION
SCALE-1:25

ELEVATION
SCALE-1:25

®
/ 2>\ PLATE ON LIMESTONE BLOCK DETAILS

@ SCALE - AS SHOWN

O,

NOTES:

Six (6) Interpretive panels in total.
Panels to include:

- three (3) - 450mm x 815mm;

- two (2) - 405mm x 915mm; and
- one (1) 1000mm x 1900mm.

FLOW OF WATER - ECOULEMENT DE LEAU

S e
ey “H "
ﬁi i~ A2
The Red and Assiniboine
rivers dominate the

history of The Forks.
Regular spring flooding

Les riviéres Rouge et
Assinibaine dominent I'histoire

de The Forks. printemps
régulier inondations dévaste

¢ PILE & POST

#-103 ﬂr

devastates the land but
enriches the soil. For
6,000 years people have
been drawn here for fresh
water and fish, for trade
and travel, for shelter
from the prairie winter.
What drew you here?

la terre, mais enrichit le sol.
Pour 6000 ans, les gens ont
&té établis ici pour 'eau
douce et les poissons, pour le
commerce et Voyage, a l'abri
de I hiver des Prairies. Qu'est-
ce qui vous a attiré ici?

All panels to be Enameltec and
include full colour graphic images,
maps, and text. Content for
graphics and text varies between

BASE PLATE \

#4100 +

panels. Graphic design for panels to
be supplied to Contractor.

NOTES: CONCRETE BASE—"

PANEL GRAPHIC VARIES AT

|
®

DIFFERENT LOCATIONS. EXACT

DESIGN TO BE DETERMINE.
ALSO REFER TO WRITTEN SPEC.

SAMPLE OF PANEL GRAPHIC

-— % PILE & POST

BASE PLATE ENLARGEMENT - BOLT LOCATION

® ©

SCALE - NTS SCALE-1:10

610 x 610mm (24" x 24")
ENAMELTEC PANEL OVER
MARINE GRADE PLYWOOD
PANEL BACKING. PLYWOOD
TO BE PAINTED BLACK WITH
WATER-PROOF COATING

\55 X 55 x 13mm PANEL PLATE

¢ PILE & POST

370

4 -75x75x5mm SQ. TUBE,

WELDED TO BASE PLATR

\ /—4 -75x75x5mm SQ. TUBE, | & PANEL PLATE
WELDED TO BASE PLATR

PANEL PLATE

330 x 260 x 13mm (TOP) & ———

o

o—
N

o
S— % PILE & POST

BASE PLATE ENLARGEMENT - DETAILS

35 —
N fa__n,/ BASE PLATE. REFER TO e’ FINISH 370 x 300 x 13mm (BOTTOM)
= ENLARGEMENT CReDE BASE PLATE WELDED
' ! P TOGETHER, MOUNT TO
i ~~—300mm@ x 3.0m CONCRETE PILE : CONCRETE BASE WITH 4
ﬂ|/ 440 | Ja 870 ﬂL TAMPER PROOF BOLTS.
SEAL TO PREVENT WATER
Z ENTRY
COMPACTED SUBGRADE] 440 x 370mm
¢ PILE & POST ¢ PILE & POST CONCRETE BASE
3 BACK ELEVATION C SECTION c
SCALE -1:25 SCALE -1:25 SCALE -1: 10

m FREE STANDING ENAMELTEC SIGN STRUCTURE DETAILS

@ SCALE - AS SHOWN

330 TYP.

400 x 900mm ENAMELTEC PANEL OVER MARINE
GRADE PLYWOOD PANEL BACKING. PLYWOOD
TO BE PAINTED BLACK WITH WATER-PROOF
COATING

VIEWFINDER
HT VARIES 1.4M - 1.5M
UNIVERSALLY ACCESSIBLE

][ ]

VIEWFINDER
HT VARIES 1.1M - 1.2M

FINISH
GRADE
A 4

PLAN
SCALE-1:25

®

\ O

il Lot

INTERPRETIVE
VIEWFINDER

50x50x5mm SQ. TUBE STEEL
WITH WELDED TOP PLATE,
WELDED TO ANCHOR PLATE.
COLOUR: BLACK

/_TUBE STEEL COLOUR: BLACK

WELD STAND TO 150 x 150mm (6" x 6")
STEEL PLATE AND PREDRILL HOLES
FOR M12 (OR SEA EQ.) SS CONCRETE,
TAMPER PROOF BOLT. ENSURE BOLT

EXTENDS 75mm INTO CONCRETE SLAB.

SEAL TO PREVENT WATER ENTRY
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CROSS SECTION

O,

CONTRACTOR TO PROVIDE
MOCK-UP FOR APPROVAL,
PRIOR TO FABRICATION

GALV. STEEL PIPE

GALV. STEEL
RING

DRAIN HOLE ——4

INTERNAL RING —

SCALE-1:25

SS. SCREW X 3,
TAMPER PROOF

METAL STOP

SET SCREW X 2

ETCHED ACRYLIC GRAPHIC
DISC MOUNTED INTERNALLY.
MOUNTED SO THAT ACRYLIC
CAN BE REPLACED IF
DAMAGED

SUPPORT

DRAIN HOLE
SCREW

VIEWFINDER SCHEMATIC

©

SCALE-1:25

NOTES:

TOTAL QUANTITY: 12 INSTALLED &
12 EXTRAS MADE FOR FUTURE
REPLACEMENT.

ETCHED ACRYLIC GRAPHIC VARIES
AT DIFFERENT HEIGHT, 6
DIFFERENT GRAPHICS IN TOTAL.
EXACT DESIGN TO BE SUPPLIED BY
D.R. ALSO REFER TO WRITTEN
SPEC.

SAMPLE OF ETCHED GRAPHIC

©®

SCALE - NTS

©

©
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LONGITUDINAL SECTION
SCALE-1:25

REFERENCE IMAGE - ELEVATION

SCALE - NTS

m AMPHITHEATRE INTERPRETIVE SIGN STRATEGY

W SCALE - AS SHOWN

NOTES:

POUR IN PLACE CONCRETE PAD,
PILE COMPACTED GRANULAR BASE
TO BE ENGINEER

ALL METAL STRUCTURES TO BE HOT DIPPED GALVANIZED, PAINTED WITH 3 COATS
"RUSTOLEUM" ENAMEL, BLACK, AS PER MANUFACTURER'S SPECIFICATIONS.

11

Public Works and
Government Services
Canada

Travaux publics et
Services gouvernementaux
Canada

REAL PROPERTY SERVICES
Western Region

SERVICES IMMOBILIERS
Région de l'ouest

NOTES

1. CONTRACTOR TO SUBMIT SHOP
DRAWINGS WITH ENGINEER STAMPS
FOR ALL STRUCTURES AND
FABRICATION FOR REVIEW AND
APPROVAL BY LANDSCAPE ARCHITECT
PRIOR TO CONSTRUCTION

2. ALSO REFER TO WRITTEN
SPECIFICATIONS

©
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