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Part 1 General

1.1 DEFINITIONS

1.2 Geodetic markers; mark engraved or sealed plate on a stable foundation, materializing a

point and determined latitude, longitude and altitude

13 MEASUREMENT PROCEDURES

1 Geodesic marks minimum B2 or C4 class will be measured and paid in the unit, will be
taken into account only item effectively install and integrate into Geodec database of the
Province of Quebec.

Part 2 Products
2.1 REFERENCES
1 Ministry of Natural Resources and Wildlife of Quebec; Instructions for the

establishment of geodetic networks. (April 2012). Available online in French at
the following link:

http://mern.gouv.gc.ca/publications/territoire/instructions etablissement reseaux geod.p
df

2 Department of Natural Resources and Wildlife of Quebec; Instructions for the
materialization of geodetic point. (April 2012). Available online in French at the
following link:
http://mern.gouv.gc.ca/publications/territoire/instructions materialisation.pdf

2.2 GEODETIC MARKERS

1 Marker frost proof composed of a double pipe as the TT2 model of Morasse
company or equivalent.

Part 3 Execution
3.1 INSTALLATION
A Follow the instructions and recommendations of the manufacturer about the installation
of markers.
2 Follow the instructions outlined above in article 2.1.

3 All the required data to incorporate the new geodetic markers in the GEODEC database
shall be send to the Department of Natural Resources and Wildlife of Quebec.

3.2 DATA SHEET

A Provide to the departmental representative the preliminary datasheet for all new marker
from the surveyor.
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2 Provide to the departmental representative the final datasheets for each new marker from
Department of Natural Resources and Wildlife of Quebec GEODEC database.

END OF SECTION



