


consultant

expert-conseil

sheet no.

no. de la feuille

NCC project no.

no. du projet de la CCN

scale

échelle

date

drawn by 

dessiné par

designed by 

conçu par

approved by 

approuvé par

drawing

dessin

project 

projet

issued or revised

émis ou revisé

director  -  Daniel Miron  -  directeur

Design and Construction Division

Division design et construction

sheet size: ISO_A1

Direction de la gestion de l’immobilier, design et construction

National Capital Commission - Commission de la capitale nationale

no.
description date

PLAN AND PROFILE
STA.0+050 TO 0+350

J.V.G.

J.V.G.

J.N.

October 22, 2010 AS SHOWN

AL1179 2 of 3

M
a
y
-
1
8
-
1
6
 
1
:
1
8
:
1
8
 
P
M

 
C
:
\
U

s
e
r
s
\
m

a
v
i
l
l
e
n
\
D

o
c
u
m

e
n
t
s
\
N

C
C
-
C
C
N

\
P
r
o
j
e
c
t
s
\
B
i
n
a
\
I
c
e
 
p
r
o
t
e
c
t
i
o
n
 
a
t
 
L
a
u
r
i
e
r
 
d
r
a
i
n
\
1
6
3
4
0
0
9
6
6
_
O

U
T
F
A
L
L
 
E
X
T
E
N

S
I
O

N
.
d
w

g

Real Estate Management, Design and Construction Branch

N

1 ISSUED FOR TENDER/ADDENDUM 10.10.22

No.1

2 ADDENDUM No.2 10.10.22

RIDEAU CANAL WASTE
WATER MANAGEMENT-

INSTALLATION OF A
STORM SEWER

EXTENSION AT LAURIER



National Capital Commission - Commission de la capitale nationale
sheet size: ISO_A1

NCC project no.

no. du projet de la CCN

sheet no.

no. de la feuille

scale

échelle

date

drawn by 

dessiné par

designed by 

conçu par

approved by 

approuvé par

drawing

dessin

project 

projet

no.
description date

issued or revised

émis ou revisé

Direction de la gestion de l’immobilier, design et construction

Design and Construction Division

Division design et construction

director  -  Daniel Miron  -  directeur

consultant

expert-conseil

RIDEAU CANAL WASTE
WATER MANAGEMENT-

INSTALLATION OF A
STORM SEWER

EXTENSION AT LAURIER

SECTIONS AND DETAILS

3 of 3

AS SOWN

J.N.

J.V.G.

J.V.G.

1 ISSUED FOR TENDER/ADDENDUM 10.10.22

A
p
r
i
l
-
2
6
-
1
6
 
1
0
:
1
8
:
1
1
 
A
M

 
C
:
\
U

s
e
r
s
\
m

a
v
i
l
l
e
n
\
D

e
s
k
t
o
p
\
1
6
3
4
0
0
9
6
6
_
O

U
T
F
A
L
L
 
E
X
T
E
N

S
I
O

N
.
d
w

g

Real Estate Management, Design and Construction Branch

N

SECTIONS

OUTLET STRUCTURE

OUTLET STRUCTURE
N.T.S.

A

ELEVATION A

No.1

October 22, 2010
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OUTLET OPENING INSIDE OUTLET INSIDE OUTLET

NOTES FOR CLEANING OF OUTLET:

SITE PHOTOGRAPHS

THE USE OF A HYDROVAC TRUCK WILL BE REQUIRED TO CLEAN THE AREA 
INSIDE THE EXISTING OUTLET STRUCTURE IN OCTOBER WHEN THE STORM
SEWER EXTENSION IS BEING INSTALLED. EFFORT TO REMOVE AS MUCH 
SEDIMENT BEFORE THE CANAL WATER IS RAISED IS CRITICAL TO THE 
SUCCESS OF THIS SYSTEM.
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