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DETAIL 1-D5
OVERLAPPED FLAT BAR
FOR STIFFENER REPAIR
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NOTES

1. DIMENSION IN GREY FOR INFORMATION ONLY. TO BE VALIDATED BY THE CONTRACTOR AFTER
THE HVAC UNIT REMOVAL,

2. ALL MATERIAL TO BE STEEL LLOYD'S GRADE "A".

3. PLATE WELDING TO BE 316" DOUBLE CONTINIOUS,

4. OVERLAPPED FLAT BAR WELDING TO BE 316" DOUBLE CONTINUOUS,

5. STIFFENER WELDING TO BE 7 32" STAGGERED. 3"-6".

6. WELDING SHALL BE PERFORMED BY A WELDER CERTIFIED BY THE CANADIAN WELDING BUREAU
(CWB) IN ACCORDANCE WITH THE REQUIREMENTS OF THE FOLLOWING CANADIAN STANDARDS
ASSOCIATION (CSA) STANDARDS, (CSA W47.1 MINIMUM DIVISION LEVEL 2.0)

7. MAGNETIC PARTICLE TESTING TO BE PERFORMED ON NEW PLATES WELDING

8. ADEQUATE TEMPORARY PROTECTION SHALL PROVIDED FOR ANY EQUIPMENT OR AREAS
AFFECTED BY THIS REFIT.


