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ELOOR PLAN NOTES:
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i 9550 e @ EXISTING WINDOW TO BE REMOVED / REPLACED.
PATCH AND REPAIR GYPSUM BOARD RETURN
__________ - @ EXISTING VINYL WINDOW TO REMAIN. WEATHER SEAL
|
. /ROOF
B |/ OVERHANG AT PERIMETER.
ABOVE
o818 { (8) EXISTING OVERHEAD DOOR TO BE REMOVED.
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PREPARE OPENING FOR DOOR. C/IW OPERATOR.
WALL (TYPE ¢) /W DOOR AND FRAME.

@ REPLACE EXISTING GLAZING UNIT IN EXISTING WINDOW
FRAME.

(&) EXISTING DOOR TO REMAIN (PAINTED).

@ REMOVE EXISTING VINYL TILE, PREPARE FLOOR TO

RECEIVE EPOXY FINISH.
GRIND ANGLE ON EDGE OF PLATFORM, PAINT.
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PATCH AND REPAIR ALL WALLS AND PREPARE TO
RECEIVE PAINT FINISH.
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EXISTING FLOOR PLAN / NEW CONS
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PREPARE FLOOR SURFACE TO RECEIVE EPOXY FINISH.

WATER

| ENTRANCE @ CUT / PATCH AND REPAIR WALLS AT DUCTHORK.

(2) REMOVE SINK AND TOILET, PATCH WALLS / FLOOR AS
REQUIRED TO ACCOMMODATE FIXTURES.

(@) INSTALL Idmm PLYWOOD BACKER BOARD C/W
INTUMISCENT PAINT (ALL SIDES) FOR ELECTRICAL
PANELS.

TRENCHING IN CONCRETE SLAB TO ACCOMMODATE
MECHANICAL SERVICES. SEE ALSO MECHANICAL.

(5) OIL INTERCEPTOR (SEE ALSO MECHANICAL).

CUT FLOOR FOR TRAP PRIMER.

([T) REMOVE WALL TO ACCOMMODATE VENT TO ROOF AND
REPAIR.
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ELOOR PLAN | EGEND:

GENERAL NOTES:

o PATCH AND REPAIR ALL WALLS CEILINGS AND
FLOORS, PREPARE SURFACES TO RECEIVE
FINISH.

o REPAIR DAMAGED INTERIOR WALLS, REFLACE
SYPSUM BOARD WITH IMPACT RESISTANT
MATERIAL TO A HEIGHT OF 2400mm.

o EXTERIOR WALLS TO BE SCRAPED / CLEANED.
PRIME AND PAINT.

* CLEAN ALL STRUCTURE TO RECEIVE FINISH.

NOTES

WALL TYPE
EXISTING WALL TO REMAIN

WALL

MAKE GOOD EXISTING

EXISTING DOOR TO REMAIN WALL AND PAINT.

GYPSUM BOARD RETURN.
DOOR AND FRAME

\

CONCRETE SLAB REPAIR C/W CRUSHED

FOAM ROD AND CAULK.

136

STONE AND VAPOUR BARRIER.

RAISE WINDOW SILL.

L

SYPSUM BOARD RETURN.

WOOD BLOCKING TO SUIT.

EXISTING &YPSUM BOARD, VAPOUR
BARRIER AND CONCRETE BLOCK.

MAKE GOOD EXISTING
WALL AND PAINT.

WINDOW

EAD /
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SILL

SCALE

1:10

Omm

1Bmm SHIM.
EXISTING PARGING RETURNED,

OUTSIDE FACE OF NEW WINDOW TO
MATCH EXISTING.

SPRAY APPLIED INSULATION.
FOAM ROD AND CAULK.

IBmm SHIM.

EXISTING CONCRETE BLOCK SILL.

METAL FLASHING.

MAKE GOO0D EXISTING PARGING AND
PAINT.
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WALLS

EX - EXISTING
GB - &YPSUM BOARD, PAINTED
P - PAINT

CEILING

ES - EXPOSED STRUCTURE

GB - &YPSUM BOARD, PAINTED

SEB - SUSPENDED &YPSUM
BOARD, PAINTED

]
: REFLECTED CEILING NOTES: CEILING PLAN LEGEND: - EXISTING PARGING PATCHED AND PAINTED
d @ GYPSUM BOARD CEILING @ 2700imm AFF PATCH, - 190mm EXISTING CONCRETE BLOCK
@ NOTES - 22mm STRAPPING @ 400mm O/C
ToOL BM REPAIR AND PAINT. 0 - 6mil POLY VAPOUR BARRIER
- - 16mm TYPE X GYPSUM BOARD (PAINTE
@ EXISTING EXPOSED STEEL STRUCTURE AND DECKING TO =  LIGHT FIXTURE o © © ¢ o)
BE CLEANED AND PAINTED. PAINT ALL MECHANICAL 4 SUFPLY DIFFUSER (SEE ALSO-MECHANICAL)
ELECTRICAL INFRASTRUCTURE AS REQUIRED. ] RETURN DIFFUSER (SEE ALSO MECHANICAL)
@ REMOVE REDUNDANT PIPING FROM JOIST SPACE. GYPSUM BOARD CEILING (PAINTED) N
CUT / PATCH AND REPAIR WALLS AT DUCTHORK. e
EXPOSED STRUCTURE (PAINTED) - 16mm TYPE X 6YPSUM BOARD (PAINTED)
9 - 22mm STRAPPING @ 400mm O/C
——¢ 9 - 190mm EXISTING CONCRETE BLOCK
_ 22mm STRAPPING @ 400mm O/C
- l6mm TYPE X GYPSUM BOARD (PAINTED)
N
) @
SERVICE SERVICE
BAY BAY N—= - 16mm TYPE X GYPSUM BOARD (PAINTED)
90-2 q0-] © 8 - d2mm STEEL STUDS @ 400mm O/C
S Qo | - &dmm BATT INSULATION
k— _16mm TYPE X GYPSUM BOARD (PAINTED)
REFLECTED CEILING PLAN WALL TYPES
‘ SCALE : 1:100 SCALE : 1:10
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