GALVANIZED CHANNEL 22mm (7/8")

VARIES

oz

ADJUST CLAMP TO
ACCOMMODATE CONDUIT
SIZE

THREADED ROD

CE PLATE

LOOSE LAY PIECE OF
CAP SHEET MEMBRANE
UNDER CONDUIT
SUPPORT TO PROTECT
FINISHED MEMBRANE

NOTE:

ONE SUPPORT EVERY
2000mm OR AS
REQUIRED BY
CONSULTANT TO FULLY
SUPPORT PIPE/CONDUIT.

/"2 TYPICAL PIPE SUPPORT DETAIL

@ N.T.S.

EXISTING CABLES

- SEE 1/R—4.1 FOR
TYPICAL NEW ROOF
ASSEMBLY DETAIL

150 MIN.

200 MIN.

MECHANICALLY FASTEN OVERLAY BOARD
AT PERIMETER OF SUMP

——DRAIN
— FLAT INSULATION

MINERAL WOOL
SLOPED TO ZERO
AT DRAIN SUMPS.

|
TAPERED INSULATION —/

SUMP

NOTES:
1. REFER TO PLANS AND SHOP
THICKNESS
2. CONTRACTOR TO VERIFY SECUREMENT

OF DRAIN PIPE PRIOR TO
COMMENCING WORK.

DRAWINGS FOR SLOPE AND INSULATION

DRAIN BODY SET TO ———
ELEVATION OF INSULATION
BASE SHEET.

MECHANICALLY FASTEN
SUMP PERIMETER @
200 mm 0/C.

T "’m
‘u_M‘N I

CLAMP MEMBRANE WITH
CLAMP RING

%
% :
Snsassosssodyedd

CUT OUT TOP LAYER OF
PROTECTION BOARD AROUND
IXTENTS OF DRAIN FLANGE TO
CREATE LOW SPOT

ADDITIONAL LAYER OF OVERLAY IN
FLAT SUMP AREA ONLY

SET DRAIN FLANGE IN A FULL BED
OF MASTIC SEALANT

VY l\\\\\\\\\\\\\\\\\‘?:

VARIES ! \—

2 LAYERS OF COVERBOARD.
CUT AROUND DRAIN FLANGE, BOTTOM
LAYER CUT AROUND DRAIN PIPE

BOTTOM LAYER OF——]
COVERBOARD WITH HOLE
CUT OUT FOR DRAIN PIPE

TOP LAYER

// \\
e
AN /7

\N 7/
v

l——TOP LAYER OF
COVERBOARD WITH
HOLE CUT OUT
FOR DRAIN FLANGE

KEEP MEMBRANE STRIPPING BACK
25 MIN. TO KEEP OPENINGS AT
BASE OF STRAINER DOME CLEAR

SEE 1/R-4.1 FOR———
TYPICAL NEW ROOF
ASSEMBLY DETAIL

INANANARARARNR

A

T

1 10 maTCH |/
| EexisTnG |

T R
s

% J
%
.
S

1 FILL VOIDS WITH SPRAY FOAM
INSULATION
i SEALANT ALL AROUND

————— DRAIN STEM

M.J. CONNECTION

\— EXISTING DRAIN PIPE

7“3\ TYPICAL ROOF DRAIN

Q:Z/ N.T.S.

GOOSENECK COVER

3"-2 PLY DECK MOUNT ALUMINUM
ELECTRICAL FLASHING

S5 SKIN FLASHING

CLOSED CELL, LOW EXPANSION
URETHANE SPRAY FOAM INSULATION

REINFORCING FLASHING PLY
EMBED FLASHING INTO MASTIC

SEALANT ALL AROUND

I
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EXISTING PLYWOOD ——————

SHEATHING

EXISTING TONGUE
AND GROOVE
DECKING

EXISTING NAILER

N 4—NO. 8 PANCAKE HEAD SCREWS

SEALANT ALL AROUND

TYPICAL DECK MOUNTED ELECTRICAL

8

CABLE PENETRATION DETAIL

NOTE:

MODIFY ROOF ASSEMBLY DETAIL TO SUIT
ROOF ASSEMBLY AT ROOF AREA A DRAINS

SEE 1/R—4.1 FOR TYPICAL ——
NEW ROOF ASSEMBLY DETAIL

EXISTING STEEL DECK—

2% SLOPE

EXISTING MECHANICAL UNIT ——

TO BE DISCONNECTED /
RECONNECTED / LIFTED TO
ACCOMMODATE WORK.

NEOPRENE GASKET '—'—'——\

CAP FLASHING —\\\JL | -
COUNTER FLASHING ——_|

200 MIN.

— SEE 1/R-4.1 FOR
TYPICAL NEW ROOF
ASSEMBLY DETAIL

«-27" SLOPE __ /
TO DRAIN

»
-~

—FHLASHING FASTENER

<—— BUILD UP CURB AS
REQUIRED TO ACHIEVE
MINIMUM HEIGHT ABOVE
FINISHED ROOF. BUILD
UP WITH SIMILAR
MATERIALS AS EXISTING.

OVERLAY BOARD

EXISTING CURB
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TYPICAL EXHAUST
VENT/MECHANICAL CURB OPENING

NOTE:

MODIFY ROOF ASSEMBLY DETAIL TO SUIT
ROOF ASSEMBLY AT ROOF AREA A VENT
STACKS.

4.8mm TORCHABLE OVERLAY BOARD
/ BUILD UP CURB WITH P.T. WOOD
AS REQUIRED TO ACCOMMODATE

“~T0 DRAIN

SLOPED INSULATION.

!IHIHHHI

PRE—FINISHED METAL FLASHING

'gjl‘llkltlllll‘illmt'i‘\ml’
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FLASHING CLIP AND FASTENER

NOTE: TYPICAL AT ROOF AREA B AND E

m TYPICAL ROOF EDGE DETAIL

4.8mm TORCHABLE OVERLAY BOARD

SEE 1/R—4.1 FOR TYPICAL ———
NEW ROOF ASSEMBLY DETAIL

EXISTING PLYWOOD ——+—

SHEATHING

EXISTING TONGUE
AND GROQVE
DECKING

EXISTING NAILER

SLOPE TO GUTTER

MEMBRANE

SLOPED INSULATION.
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WITH NEW
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NOTE: TYPICAL AT ROOF AREAS C, D AND F

m TYPICAL ROOF EDGE GUTTER DETAIL

e

-’:—————F'I/‘REPLACE PERIMETER GUTTER

SEALANT

BOND BREAKER
TAPE

——FLASHING IN BETWEEN LAYERS OF

—BUILD UP CURB WITH P.T. WOOD
AS REQUIRED TO ACCOMMODATE

SEALANT

BOND BREAKER

SPUN ALUMINUM CAP FLASHING

Public Works and Travaux publics et
Govemment Services

Canada Canada
REAL PROPERTY SERVICES
Pacific Region
SERVICES IMMOBILIERS
Région de Pacifique

Services gouvernementaux

—

SEALANT ALL AROUND

SPUN ALUMINUM VENT FLASHING

Bee 4

19

PROVIDE M.J. COUPLING AS
REQUIRED TO EXTEND VENT STACK

REINFORCING FLASHING PLY.

SEE 1/R—4.1
FOR TYPICAL
NEW ROOF

ASSEMBLY L 150 MIN.

DETAIL
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200 MIN
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OVERLAY BOARD

EMBED VENT FLASHING INTO ——

HEATED MEMBRANE
SEALANT ALL AROUND

PR,

WDWM
=—EXISTING VENT STACK

«««««««««

/"1°\ TYPICAL VENT STACK DETAIL

9.5mm MIN. l_
#

L |

OR

6mm MiIN.

[Q.Smm MIN. |
A 4

Fl JOINT

BOND BREAK

NOTE:

MODIFY ROOF ASSEMBLY DETAIL TO SUIT
ROOF ASSEMBLY AT ROOF AREA A VENT
STACKS.

3mm_ MAX.

MAINTAIN 1:2 DEPTH—TO—-WIDTH RATIO SHOULD
JOINT EXCEED DIMENSIONS SHOWN ABOVE.

SEALANT RENEWAL TO BE COMPLETED AS
DIRECTED BY CONSULTANT. UNIT PRICE ITEM.

MATCH EXISTING SEALANT PROFILES.

BUTT JOINT

75\ TYPICAL SEALANT JOINT DETAILS

\iy N.T.S.

Creative Thinking
Practical Results

Read Jones Christoffersen Ltd.

Engineers
ric.ca

1285 West Broadway, Suite 300
Vancouver, BC V6H 3X8 Canada

tel 604-738-0048
fax 604-738-1107

Drawing Notes

1. All drawings, plans, models, designs, specifications and other documents
prepared by Read Jones Christoffersen Ltd. ("RJC") and used in connection
with this project are instruments of service for the work shown in them (the
"Work") and as such are and remain the property of RJC whether the Work
is executed or not, and RJC reserves the copyright in them and in the Work
executed from them, and they shall not be used for any other work or project.

2. These drawings are "design drawings" only. They may not be suitable for
use as shop drawings. Use of these drawings as base drawings for "shop
drawings" is not permitted unless written permission containing certain
conditions and limitations is obtained from RJC. The work "as constructed"

may vary from what is shown on these drawings.

3. Use of these drawings is limited to that identified in the Revision column.

Do not construct from these drawings unless marked "Issued for

Construction” by RJC in the Revision column, and then only for the parts
noted. The drawings shall not be used for "pricing", "costing", or "tender”
unless so indicated in the Revision column. "Pricing" or "Costing" drawings
are not complete and any prices based on such drawings must allow for this.
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