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NOTES:

CONSIDER DIMENSIONS SHOWN TO BE APPROXIMATE.

1
2, PICTURES OF THE
3. IMPLEMENT MEASURES TO LIMIT OCCUPATIONAL EXPOSURE TO LEAD DURING ABRASIVE
BLASTING OPERAHONS MINIMUM REOUIREMENTS INCLUDE AN ENCLOSED WORK AREA
CLEAN R DIRTY

SITE_ARE INCLUDED IN THE SPECIFICATIONS.

ROOM, WITH NEGATIVE AR
UN|TS IN WORK AREA.  FOR THE PURPOSES OF TRANSPORTAT]ON AND DISPOSAL,

SPENT ABRASIVES, WHICH WOULD INCLUDE THE LEAD PAINT REMOVED FROM THE
SURFACES OF THE TOWER, ARE CONSIDERED TO BE HAZARDOUS WASTE AND IS
ESTRICTED FROM DISPOSAL IN THE PROVINC

IOVINCE,
4. ALL SCAFFOLDING USED IN THE WORK IS TO BEAR THE STAMP OF A PROFESSIONAL
ENGINEER, LICENSED BY PEG-NL TO
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swm & s-mm protection et slourid
GALYANIZED. STEEL SECTIONS: CAST_ 1RGN SECTIONS: NOTE: HCH 80, % JRH X JOmmTH.. CALYS STEEL ANGLE
AROUND PERIMETER OF WINDOW SHAPED TO
1. EXTERIOR GALVANIZED STEEL SECTIONS: PRESSURE WASH OR ABRASIVE BLAST TO 1. PRESSURE WASH USING FRESH WATER TO REMOVE ALL CHLORIDES AND CONTAMINANTS THAT 1. GLAZING TO BE COLD FORMED ON SITE TO MATCH ?QUUS’UFS‘IMM&FQEEEEESOE?S fIOWER CSING
REMOVE ALL EXISTING COATING THAT ARE ON THE STEEL SURFACE. POWER TOOL CLEAN ARE ON THE SURFACE. ABRASVE BLAST THE SUBSTRATE TO SSPC-SP—10 NEAR WHITE METAL CURVATURE OF EXISTING PANELS/GLAZING. CONFIRM mm .
SSPC-SP—11 TO ROUGHEN THE EXPOSED GALVANIZED SURFACE AND TO REMOVE ALL TO ACHIEVE AN ANCHOR PROFILE OF 2.0 MILS. THE SSPC-SP10°S DEFINITION OF A ALL DIMENSIONS ON STTE (COJ).
RUST THAT HAS DEVELOPED ON THE SURFACE. TO MEET THE REQUIREMENTS OF NmﬂHHITE MEIN. BLAST CLEAN RECURRES THE SURFACE TO BE FREE OF ALL VISIBLE OIL, B EXISTING TOWER WALL.
SSPC-SP—11, THE SURFACE IS TO BE POWER TOOL CLEANED TO BARE METAL WHEN GREASE, DI [NRT, MILL SCALE, RUST, COATING, GXIDES, CORROSION PRODUCTS, AND OTHER BOG{C0S) SPACING TYPICAL (CAST IRON PLATE)
VIEWED WITHOUT MAGNIFIGATION, THE SURFACE SHALL BE FREE OF ALL VISIBLE OIL FOREIGN MATTER, WHEN, VIEWED WITHODT MAGMFICATION. THE STANDARD ALS0. PROVIORS TOP AND BOTTOM
GREASE, DIRT, DUST, MiLL SCALE, RUST, PAINT, OXIDES, CORROSION PRODUCTS, AND REQUIREMENTS FOR *RANDOM STAINING® ON THE SURFACE WHICH SHALL NOT EXCEED FIVE =
OTHER FOREIGN MATTER. SUGHT RESIDUES OF RUST AND PAINT MAY BE LEFT IN THE PERCENT OF EACH UNIT AREA OF SURFACE, THE SURFACE SHALL BE CLEANED OF OIL, GREASE, = PCRPC NEW ALUMINUM WINDOW
LOWER PORTION OF PITS IF THE ORIGINAL SURFACE IS PITTED. THE SURFACE PROFILE AND DUST AFTER THE NEAR-WHITE METAL BLASTING PROCEDURE. L~ G/ GLAZING AS SPECIFIED
SHALL NOT BE LESS THAN 1 MIL (25 MICRONS). 2. ANY BLASTED AREAS THAT SHOW PITTING ARE TO BE FILLED WITH BELZONA 1111 SUPER METAL 1
2. DEPARTMENTAL REPRESENTATIVE WILL CONDUCT AN INSPECTION PRIOR TO RE—PAINTING PASTE GRADE METALLIC FILLER (OR APPROVED EQUIVALENT}. PITS SHOULD BE FILLED FLUSH FLANGE OF ANOLE
TO CONFIRM THAT THE SURFACES HAVE BEEN PREPARED PROPERLY. NO RE—PAINTING WITH SURROUNDING STEEL AREA PRIOR TO PRIMING, EXTERIOR FACE OF i
IS TO BE INITIATED WITHOUT THE APPROVAL OF THE DEPARTMENTAL REPRESENTATIVE. 3. ONCE ALL PITTING HAS BEEN ADDRESSED APPLY ONE COAT OF AMERCOAT 370 EPOXY (OR ] 1 i TOWER L
APPROVED EQUIVALENT) AT 5 MILS DRY FILM THICKNESS. g caulmg  CXISTING OPENING—
ACCERTABLE PAINT PRODUCTS (OR APPROVED EQUVALENTS) FOR GALVANIZED STEEL SECTIONS. 4. APPLY ONE COAT (BY PLURAL SPAKY) OF PPG AMERTHANE 490 ELASTOMERIC POLYUREA HIBRO
ARE AS FOL GOATING (OR APPROVED EQUMALENT) AT B0 MILS DRY FILM THICKNESS, E |_—12mm 9 STANLESS N ORI BETEEN NoLE
L. [FERETSUREitE BT Atre ShCooLOr ANERTEeR 2 ire e DT oy 5. APPLY ONE COAT OF PPO AMERSHIELD HIGH SOLIDS POLYURETHANE (OR APFROVED 5 o STEEL BOLTS T0 BE
t EQUNALENT) AT 3 MILS DRY FILM THICKNESS. INSTALLED TO_MATCH NEW ALUMINUM WINDOWS TO BE KAWNEER SERIES 517
COATING (OR APPROVED EQUIVALENT) AT 5-7 MILS DRY FILM THICKNESS PER COAT. EXISTING BOLT GLAZMNG SHALL BE AS FOLLOWS:
APPLY ONE COAT OF AMERSHIELD HIGH SOLIDS POLYURETHANE COATING (OR APPROVED LOCATIONS o -
EQUIVALENT) AT 3—5 MILS DRY FILM THICKNESS. INNER PANE — 6mm CLEAR TEMPERED
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DEMOLITION NOTES
1 ON_INTERIOR WALLS AND FLOORS, TO BE REMOVED
N

. ALL PAINT

USING HIGH PRESSURE JET BLAST CLEANING. REFER TO SPECIFICATIONS.
ALL GLAZING AT LANTERN ROOM TO BE REMOVED AND
REPLACED.
ALL EXISTING WOODEN LADDERS / RAILS TO BE REMOVED.
ALL EXISTING WOODEN LANDINGS TO BE REMOVED.
ALL EXISTING ELECTRICAL INCLUDING UGHT FIXTURES CABLES,

AND CONDUIT TO BE DETACI STRUCTURE PRIOR -
TO COMMENCING WORI, M REIBT&TED WHEN WORK IS
COMPLETE. ENSURE ELECTRICAL PANELS ARE FULLY PROTECTED
WITH TEMPORARY ENCLOSURE.
STRUCTURAL DRAWINGS DESCRIBE THE COMPLETED STRUCTURE ONLY AND
DO NOT INCLUDE ELEMENTS WHICH MAY BE NECESSARY FY
WORKS AND CONTRACTOR IS RESPONSIBLE FDR THE DESIGN
AND ERECTION OF ALL REQUIRED TEMPORARY WORKS SUCH AS BRACING,
SHORING, ETC, AND FOR THE SAFETY IN AND AROUND THE JOBSITE DURING
CONSTRUCTION.

GENERAL NOTES

1. CONTRACTOR TO CARRY OUT A THOROUGH INSPEC’TION

OF THE JOB SITE TO FAMILIARIZE HIMSELF WITH THI

NATURE OF THE WORK INVOLVED BEFORE

SUBMITTING TENDER .
2. ANY DAMAGE THAT MAY OCCUR TO THE EXISTING STRUCTURE,

EQUIPMENT OR ELECTRICAL EQUIPMENT DURING THIS CONTRACT

WILL BE THE RESPONSIBILITY OF THE CONTRACTOR. REPAIR

AND MAKE LIKE NEW.
3. CONTRACTOR SHALL BE RSPONSIBLE FOR DISPOSAL OF ALL
ITEMS IN AN APPROVED MAN|
. ALL DIMENSIONS TO BE CONFIRMED PRIOR TO CONSTRUCTION
OF LADDERS AND LANDINGS.
. LIGHT IS TO BE PROTECTED FROM DUST AND DAMAGE
AT ALL TIMES. IF LIGHT IS TO BE TURNED OFF, 72 HOURS NOTICE
MUST BE GIVEN TO OWNER.
ALL AREAS OF LIGHT TOWER AND PORCH, INCLUDING ALL ELECTRICAL
TO BE COMPLETELY PROTECTED DURING ANY WORK. ANY DAMAGE THAT
OCCURS WILL BE THE RESPONSIBILTY OF THE CONTRACTOR AND WILL
BE REPAIRED AT THE CONTRACTORS EXPENSE
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NOTES:
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HANDRAIL (TYP.) HANDRAIL (TYP.)
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