Issued for Tender

Project No. R.067476.064 Section 31 05 16
AGGREGATE MATERIALS
Page 1
Part 1 General
1.1 REFERENCES

1.2

1.3

ASTM International

1 ASTM D4791-10, Standard Test Method for Flat Particles, Elongated Particles,
or Flat and Elongated Particles in Coarse Aggregate.

ACTION AND INFORMATIONAL SUBMITTALS
Submit in accordance with Section 01 33 00 - Submittal Procedures.
Product Data:

1 Submit manufacturer's instructions, printed product literature and data sheets for
aggregate and include product characteristics, performance criteria, physical size,
finish and limitations within 5 days before commencing work.

Samples:

A Submit 3 samples within 5 days before commencing work.
Allow continual sampling by Departmental Representative during production.

3 Provide Departmental Representative with access to source and processed
material for sampling.

4 Install sampling facilities at discharge end of production conveyor, to allow
Departmental Representative to obtain representative samples of items being
produced. Stop conveyor belt when requested by Departmental Representative to
permit full cross section sampling.

5 Provide front end loader or other suitable equipment including trained operator
for stockpile sampling as necessary. Move samples to storage place as directed
by Departmental Representative.

6 Supply new or clean sample bags or containers according appropriate to
aggregate materials.

i Pay cost of sampling and testing of aggregates which fail to meet specified
requirements.

DELIVERY, STORAGE AND HANDLING

Deliver, store and handle materials in accordance with manufacturer's written
instructions.

Transportation and Handling: handle and transport aggregates to avoid segregation,
contamination and degradation.

Storage: store washed materials or materials excavated from underwater 24 hours
minimum to allow free water to drain and for materials to attain uniform water content.

For every delivery where payment is based on mass, provide a ticket containing
information about the type of material, weight of the truck empty and with material and
date and time of when the material was loaded.
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Part 2 Products
2.1 MATERIALS

2.2

Part 3

3.1

3.2

Aggregate quality: sound, hard, durable material free from soft, thin, elongated or
laminated particles, organic material, clay lumps or minerals, free from adherent coatings
and injurious amounts of disintegrated pieces or other deleterious substances.

Flat and elongated particles of coarse aggregate: to ASTM D4791.

.1 Greatest dimension to exceed 5 times least dimension.

SOURCE QUALITY CONTROL

Inform Departmental Representative of proposed source of aggregates and provide access
for sampling 5 days minimum before starting production.

If materials from proposed source do not meet, or cannot reasonably be processed to
meet, specified requirements, locate alternative source.

Advise Departmental Representative 5 days minimum in advance of proposed change of
material source.

Acceptance of material at source does not preclude future rejection if it fails to conform
to requirements specified, lacks uniformity, or if its field performance is found to be
unsatisfactory.

Execution

PREPARATION

Process aggregate uniformly using methods that prevent contamination, segregation and
degradation.

When operating in stratified deposits use excavation equipment and methods that produce
uniform, homogeneous aggregate gradation.

Where necessary, screen, crush, wash, classify and process aggregates with suitable
equipment to meet requirements.

.1 Use only equipment approved in writing by Departmental Representative.

There will be no stockpiling on site.

CLEANING
Progress Cleaning: clean in accordance with Section 01 74 11 - Cleaning.
N Leave Work area clean at end of each day.

Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment
in accordance with Section 01 74 11 - Cleaning.

For temporary or permanent abandonment of aggregate source, restore source to
condition meeting requirements of authority having jurisdiction.
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