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TENDEUR DU CABLE INOXYDABLE, FIXE
MECANIQUEMENT DANS LE POTEAU AU

PREALABLEMENT FILETE / STAINLESS STEEL
TENSION CABLE, PREVIOUSLY FIXED
MECHANICALLY IN THE POST
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DETAIL GARDE-CORPS TYPE-1 (VUE EXTERIEURE A LA TRANCHEE)
/ 1\ RAILING TYPE-1 (VIEW OUTSIDE THE TRENCH) DETAIL

MAIN-COURANTE CARREE, 44,5 x 44,5 x 2,54 mm, EN ACIER GALVANISE,
SOUDE AU POUTEAU / GALVANIZED HANDRAIL SQUARE, 44,5 x 44,5 x 2,54 mm,

WELDED AT THE POST

PLAQUE D'ACIER EN ACIER GALVANISE, 250 x 44,5 x 9,53 mm, SOUDE AU
POTEAU / GALVANIZED PLATE, 250 x 44,5 x 9,563 mm, WELDED AT THE POST

CABLE EN ACIER INOXYDABLE, 4 mm @&/ STAINLESS STEEL CABLE, 4 mm@

TREILLIS DE FILS, 4,5 mm @, SOUDES, MAILLES 75 x 75 mm, REVETEMENT
ANTI-CORROSION ALUMINIUM ZINC CRAPAL PREMIUM, PANNEAU DE FORMAT

1000 X 1000 mm, SOUDE AU CADRE / LATTICE OF THREAD, 4,5 mm @, WELDED,

MESH 75 x 76 mm, COATING CORROSION ALUMINIUM

PANEL FORMAT 1000 x 1000 mm, WELDED AT THE FRAME

CADRE EN ACIER GALVANISE, 31,8 x 9,53 mm, FIXE MECANIQUEMENT AU POTEAU /
GALVANIZED FRAME, 31,8 x 9,53 mm, MECHANICALLY ATTACHED TO THE POST

PLAQUES EN ACIER GALVANISE, 31,8 x 61 x 4,76 mm, SOUDES AUX
POTEAUX, PERCEE OBLONGUE POUR FIXATION MECANIQUE AVEC DES
BOULONS EN ACIER GALVANISE AUX DIMENSIONS APPROPRIEES /

GALVANIZED PLATE, 31,8 x 61 x 4,76 mm, WELDED AT

OBLONG FOR MECHANICAL ANCHOR WITH GALVANIZED BOLTS
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ANCRAGE / ANCHOR %

BOULON TIRE-FOND GALVANISE, 6 X POTEAU /
GALVANIZED BOLTS, 6 X POST

PLAQUE EN ACIER GALVANISE, SOUDEE A TOUS LES
ANCRAGES, DIMENSIONS: 200 x 300 x 7,95 mm /
GALVANIZED PLATE, WELDED ALL ANCHOR,
DIMENSIONS: 200 x 300 x 7,95 mm

CHAQUE EXTREMITE AU TUBE RECTANGULAIRE
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OU SELON LES DIMENSIONS DU PLAN C05/ OR
ACCORDING TO THE DIMENSIONS OF THE PLAN C05
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ZINC CRAPAL PREMIUM,
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THE POST, DRILLED

PLAQUE EN ACIER GALVANISE, SOUDE A

H.S.S, DIMENSIONS: 200 x 140 x 7,95 mm /
GALVANIZED PLATE, WELDED AT EACH END
OF H.S.S RECTANGULAR,

DIMENSIONS: 200 x 140 x 7,95 mm
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TUBE RECTANGULAIRE H.S.S EN ACIER,

SOUDE A CHAQUE EXTREMITE A L'ANCRAGE DE
TYPE-3, DIMENSIONS 203,2 x 101,6 x 7,95 mm /
STEEL H.S.S RECTANGULAR WELDED AT EACH
END OF ANCHOR TYPE-3, DIMENSIONS:

203,2 x 101,6 x 7,95 mm

MUR DE BOIS (VOIR SPEC ING.)/
WOODEN WALL (SEE ING. SPEC.)

EXTREMITE DE LA MAIN
COURANTE FERMEE PAR
SOUDURE D'UNE PLAQUE EN
ACIER GALVANISE / END OF
HANDRAIL CLOSED BY WELDING
OF GALVANIZED PLATE

ANCRAGE TYPE-3/

ANCHOR TYPE-3 W

BOULON TIRE-FOND GALV., 6 X
POTEAU / GALVANIZED BOLTS, 6 X
POST

PLAQUE EN ACIER GALVANISE,
SOUDEE A TOUS LES
ANCRAGES, DIMENSIONS: 200 x
300 x 7,95 mm / GALVANIZED
PLATE, WELDED ALL ANCHOR,
DIMENSIONS: 200 x 300 x 7,95 mm

DETAIL GARDE-CORPS TYPE-2 (VUE EXTERIEURE A LA TRANCHEE)
/ 2\ RAILING TYPE-2 (VIEW OUTSIDE THE TRENCH) DETAIL
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/ 3\ RAILING TYPE-3 (VIEW OUTSIDE THE TRENCH) DETAIL

/ 4\ ANCHOR DETAIL
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PLAQUE TYP. EN D'ACIER GALVANISE,
9,53 mm D'EPAISSEUR, SOUDEE AU POTEAU,
PERCEE POUR FIXATION DES BOULONS TIRE-FOND / PLAQUE EN ACIER GALVANISE, SOUDEE A TOUS LES
GALVANIZED PLATE, 9,53 mm THICKNESS, ANCRAGES, DIMENSIONS: 200 x 300 x 7,95 mm /
WELDED AT THE POST, DRILLED FOR GALVANIZED BOLTS GALVANIZED PLATE, WELDED ALL ANCHOR,
DIMENSIONS: 200 x 300 x 7,95 mm
MUR DE BOIS (VOIR SPEC ING.) /
WOODEN WALL (SEE ING. SPEC.)
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200 GALVANIZED POST, 92 /44,5 x 1016 x 12,7 mm,
BOULON TIRE-FOND GALV., 6 X POTEAU / WELDED AT THE ANCHOR
GALVANIZED BOLTS, 6 X POST
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CLOSED BY WELDING OF GALVANIZED PLATE MECHANICAL ANCHOR WITH GALVANIZED BOLTS DIMENSIONS WELDED AT THE POST, DRILLED FOR S —N
. APPROPRIATE GALVANIZED BOLTS | =, 3 o
PLAQUE D'ACIER EN ACIER GALVANISE, : °
150 x 44,5 x 9,53 mm, SOUDE AU POTEAU / NN
GALVANIZED PLATE, 150 x 44,5 x 9,53 mm, 1334 o
WELDED AT THE POST
L 1200 TYP. L o
7 — ENTRAXE SELON LES DIMENSIONS DU PLAN CO05 / c
£ . LENGTH DESIGN AXIAL ACCORDING TO THE PLAQUE TYP. EN D'ACIER GALVANISE, S
e DIMENSIONS OF THE PLAN C05 9,53 mm D'EPAISSEUR, SOUDEE AU POTEAU, /I,
. T PERCEE POUR FIXATION DES BOULONS
TIRE-FOND / |—— ANCRAGE TYPE-2 / ANCHOR TYPE-2
9 || © © GALVANIZED PLATE, 9,53 mm THICKNESS
—— WELDED AT THE POST DRILLED FOB CABLE EN ACIER INOXYDABLE, 4 mm @ /
Lm GALVANIZED BOLTS B STAINLESS STEEL CABLE, 4 mm @
7 XiEe © | . o ‘V%
PLAQUE EN ACIER GALVANISE, SOUDEE A CHAQUE %% .
N L61 EXTREMITE AU TUBE RECTANGULAIRE H.S.S, \(@ TREILLIS DEFILS, 4,5 mm @ SOUDES,
GALVANIZED PLATE, WELDED AT EACH END 2 o N8 ANTI-CORROSION ALUMINIUM ZING
OF H.S.S RECTANGULAR < R CRAPAL PREMIUM, PANNEAU DE FORMAT
90 |},100 [}, 90 5 DIMENSIONS: 200 x 140 x 7,95 mm 1000 X 1000 mm, SOUDE AU CADRE /
M g LATTICE OF THREAD, 4,5 mm @, WELDED,
e MESH 75 x 75 mm, COATING CORROSION
TUBE RECTANGULAIRE H.S.S EN ACIER, ALUMINIUM ZINC CRAPAL PREMIUM,
SOUDE A CHAQUE EXTREMITE A L'ANCRAGE PANEL FORMAT 1000 x 1000 mm, WELDED
\ DE TYPE-3, DIMENSIONS 203,2 x 101,6 x 7,95
©) mm / STEEL H.S.S RECTANGULAR WELDED AT
EACH END OF ANCHOR TYPE-3, DIMENSIONS: ANCRAGE TYPE-3 / ANCHOR TYPE-3
203,2 x 101,6 x 7,95 mm
2 O 9 PLAQUE TYP. EN D'ACIER GALVANISE,
\ 9,53 mm D'EPAISSEUR, SOUDEE AU POTEAU, SOL FINI/ GROUND FINISH
PERCEE POUR FIXATION DES BOULONS
@ @)
@E E - — ] E E [ © Bl TIRE-FOND / /
| | — GALVANIZED PLATE, 9,53 mm THICKNESS, W
.~ | MURDEBOIS (VOIR SPEC ING.)/ 1 — | WELDED AT THE ZSE\ZAZI/QZIELDESOFL(;I;
WOODEN WALL (SEE ING. SPEC.) | © S o
H il R
\ J 80TYP. |, |,
N — — — — 77
T — - © _— 0 1
I— o < | oo 0 O < ,
I MUR DE BOIS (VOIR SPEC ING.)/ |
1097 986 TYP. WOODEN WALL (SEE ING. SPEC.) |
20 1yP OU SELON LES DIMENSIONS DU PLAN CO05 / 20 TYP. 200
ANCRAGE TYPE 4, SOUDE AU POTEAU GARDE CORPS / ' OR ACCORDING TO THE DIMENSIONS OF THE PLAN C05
| ANCHOR TYPE-4, WELDED AT RAIL POST . , _ .
ENTREE DE LA TRANCHEE / ANCRAGE TYPE-4 /| ANCHOR TYPE-4
] ] . ] ENTER THE TRENCH ]

COUPE GARDE-CORPS TYP.
/ 5\ RAILING DETAIL

MAIN-COURANTE CARREE, 44,5 x 44,5 x 2,54 mm,

EN ACIER GALVANISE, FIXE MECANIQUEMENT AU
POTEAU / GALVANIZED HANDRAIL SQUARE, 44,5 x
44,5 x 2,54 mm, FIXED MECHANICALLY AT THE POST

PLAQUE D'ACIER EN ACIER GALVANISE,

44,5 x 200 x 9,53 mm, SOUDE AU POTEAU /
GALVANIZED PLATE, 44,5 x 20 x 9,563 mm,
WELDED AT THE POST

VIS A TETES ENCAVEES / INCISED SCREW

CADRE EN ACIER GALVANISE, 31,8 x 9,53 mm,

FIXE MECANIQUEMENT AU POTEAU /
GALVANIZED FRAME, 31,8 x 9,53 mm,
MECHANICALLY ATTACHED TO THE POST

POTEAU EN ACIER GALVANISE,

92 /44,5 x 1016 x 12,7 mm, SOUDE A 'ANCRAGE /
GALVANIZED POST, 92 /44,5 x 1016 x 12,7 mm,
WELDED AT THE ANCHOR

—— ANCRAGE / ANCHOR n

PLAQUE EN ACIER GALVANISE, SOUDEE A TOUS LES
ANCRAGES, DIMENSIONS: 200 x 300 x 7,95 mm /
GALVANIZED PLATE, WELDED ALL ANCHOR,
DIMENSIONS: 200 x 300 x 7,95 mm

BOULON TIRE-FOND GALV., 6 X POTEAU /
! GALVANIZED BOLTS, 6 X POST
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