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REMOVE EXISTING SIGN AND

TURN OVER TO
DEPARTMENTAL

REPRESENTATIVE

EXISTING ELECTRICAL SERVICE
BELOW GRADE. LOCATE AND
PROTECT PRIOR TO WORK.

REMOVE EXISTING PARKING
CURBS AND TURN OVER TO
DEPARTMENTAL
REPRESENTATIVE

EXISTING ELECTRICAL PLUGS
TO REMAIN.

——
%9 |

%5

L4

ATCH EXISTING
AFTER WORK \COMPLETION.

EXISTING TREE TO REMAIN

REMOVE EXISTING GRASS AND EXCAVATE FOR
NEW WORK. PATCH AND MAKE GOOD TO MATCH
EXISTING AFTER WORK COMPLETION.

REMOVE EXISTING RAIN GARDEN WITH MULCH
AND ROCK, LANDSCAPE EDGER, PREPARE FOR
NEW WORK. PATCH AND MAKE GOOD TO MATCH
EXISTING AFTER WORK COMPLETION.

DX

EXISTING SLOPE DN

V4
\

REMOVE EXISTING PAVERS,
GRAVEL BALLAST, PREPARE
FOR INSTALLATION OF NEW
CONCRETE PAVERS

REMOVE EXISTING GRAVEL
BALLAST, PREPARE FOR
INSTALLATION OF NEW
CONCRETE PAVERS

EXISTING SLOPE DN

\
/

1800

\ Y/
/| \

EXISTING SLOPE DN

REMOVE EXISTING GRAVEL
BALLAST, PREPARE FOR
INSTALLATION OF NEW
CONCRETE PAVERS

EXISTING| SLOPE DN

i

RO

PHR

e}
o)
7

7T\ DEMOLITION PLAN
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SCALE: 1:100

@ EXISTING ELECTRICAL PEDESTAL
— EXISTING PARKING SIGN

1 EXISTING CONCRETE PARKING CURB

SITE LEGEND

4
i

GENERAL NOTES:

AND INSTALLATION.

N

AFFECTED BY CONSTRUCTION.

MAINTAIN EXISTING DRAINAGE PATTERN
PATCH AND MAKE GOOD ALL EXISTING HARD AND SOFT LANDSCAPES.
PROVIDE AND INSTALL NEW SOD TO MATCH EXISTING TO ALL AREAS

5. ALL REQUIRED HEATING, HOARDING AND SNOW REMOVAL TO BE
INCLUDED IN CONTRACT DOCUMENTS TO COMPLETE WORK.

1. CONTRACTOR TO VERIFY ALL DIMENSIONS ON SITE PRIOR TO ORDERING

ENSURE NEW CONCRETE PAD IS
FLUSH| WITH EXISTING ASPHALT

PARKING LOT — GRADE TO BE

MATCHED TO EXISTING ASPHALT
SURFACE. ASPHALT TO BE SAW CUT
TO HAVE SMOOTH STRAIGHT LINE
JOINT | BETWEEN EXISTING AND NEW.

@
QHSL

™~
EXISTING 150mm WIDTH ~

C.I.P. CONCRETE EDGE
TO REMAIN ™
N

EXISTING CLAY PAVERS ON
CONCRETE TO REMAIN -

EXISTING C.I.P. CONCRETE
SITE WALL TO REMAIN T~
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." SLOPE "DN . -

7000

I

PATCH AND MAKE GOOD EXISTING
PLANTING TO MATCH EXISTING AFTER
WORK COMPLETION.

RAIN GA DEN WITH MULCH AND

—ROCK, LANDSCAPE EDGER, TO MATCH

EXISTING AFTER| WORK COMPLETION.

SHADED AREA AROUND NEW SLAB INDICATES
LANDSCAPE THAT COULD BE AFFECTED BY

PATCH AND MAKE GOOD EXISTING GRASS TO
MATCH EXISTING AFTER WORK COMPLETION.

WORK. EXTENT OF RE—LANDSCAPING WILL

VARY. ENSURE ALL LANDSCAPE IS PATCHED

AND MADE GOOD TO MATCH EXISTING.

2 NEW PRECAST
CONCRETE CURBS

AOX

%o

-~

~

600UV

EXISTING SLOPE DN

V4
\

15600

NEW FREE STANDING ROOF
EDGE RAILING SYSTEM

CENTRE RAIL OPENING WITH
CENTRE OF CONCRETE SLAB

11 BELOW. PROVIDE SWING GATE
o I c/w HARDWARE & LATCH.
N1

=P - NEW FREE STANDING ROOF

EDGE RAILING SYSTEM

NEW 600x600x50 CONCRETE

PAVERS. ENSURE EDGES ARE
TIGHT, FLUSH, LEVEL WITH NO
GAPS BETWEEN PAVERS.

NEW 600x600x50 CONCRETE

PAVERS CUT TO FIT. ENSURE
EDGES ARE TIGHT, FLUSH,
LEVEL WITH NO GAPS
BETWEEN PAVERS.

EXISTING SLOPE DN

\
/

1 160p0

3000

\ /
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1800

EXISTING SLOPE DN
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EXISTING| SLOPE DN
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77\ CONSTRUCTION PLAN
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SCALE:

1:100

HHH A A

R40 = R5.0/25mm

ROOFING MEMBRANE

73\ PAVER DETAIL

@ SCALE: 1:10

13mm ROOF DECK COVER BOARD
EXISTING STEEL DECK, PATCH AS REQUIRED
EXISTING STRUCTURAL ROOF FRAMING

REMOVE EXISTING GRAVEL BALLAST WHERE NEW
CONCRETE PAVERS ARE TO BE INSTALLED.
PATCH AND MAKE GOOD EDGE BETWEEN
MATERIAL TO MATCH EXISTING.

EXISTING ROOF — INVERTED ROOF MEMBRANE ASSEMBLY

2X 600mm X 600mm X 50mm PRECAST CONCRETE ROOF BALLAST
PAVERS AT ROOF PERIMETER, TYP.

GRAVEL BALLAST — RECYCLED CONTENT
\ FILTER CLOTH

102mm R20 EXTRUDED POLYSTYRENE RIGID INSULATION
REUSED 102mm R20 EXTRUDED POLYSTYRENE RIGID INSULATION
CONTINUOUS PROTECTED HOT APPLIED RUBBERIZED ASPHALT LIQUID
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EXISTING ASPHALT
PARKING AREA

T.0. EXISTING STEEL JOISTS
104 978

NEW CONCRETE SLAB

ALIGN SLAB WITH
BUILDING FACE

EXISTING ROOF

FRSCETRE NPT WPRTTR7Y (RO R NPT T

|||(

T.0. CONG

N =S

NEW PRECAST CONC. —/
CURBS, CONFIRM EXACT
LOCATION ON SITE. PIN
TO SLAB WITH 2 — 13
DIA. EPOXY COATED
REBAR RODS PER

CURB. FILL HOLES WITH
EPOXY GROUT.

FILL GAP WITH GRAVEL

/4 CONCRETE SLAB SECTION

A2 D SCALE: 1:20
SLOPE 1% @ SLOPE 1%
<. “ 4 4 < a4 a2 9
X /\\/ < 4 N * g . 4 4 . a . 4
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5\ CONCRETE SLAB SECTION

A2.2 ] SCALE: 1:20

25 BEVEL AT OUTER EDGES
OF SLAB, TYPICAL

NEW GRASS TO MATCH

EXISTING. SLOPE FROM T/0
SLAB TO EXISTING GRADE.
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