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ADMINISTRATION . ——
BUILDING - A1

ITE N :

. CONTRACTOR TO REFER TO SPECIFICATION SECTION O 50 OO
- TEMPORARY FACILITIES FOR SITE RELATED BARRIERS,
ENCLOSURES AND HOARDING. WHERE EXTERIOR ACCESS
STAIRS ARE REQUIRED FROM GROUND TO ROOF LEVEL,
FPROVIDE 3600mm HIGH PAINTED PLYWOOD HOARDING AROUND
BASE OF STAIR WITH SECURE, LOCKED DOOR.

2. ALL BUILDING ENTRANCES, EXITS, DRIVEWAYS AND FIRE
ROUTES MUST REMAIN OFPEN AND ACCESSIBLE AT ALL TIMES
DURING THE WORK.

3. CONTRACTOR TO PROVIDE COVERED PROTECTED FPEDESTRIAN
WALKIWATS AT BUILDING ENTRANCES, EXITS AND ALONG
SIDEWALK AREAS WHERE PEDESTRIAN TRAFFIC WILL OCCUR.

4. CONTRACTOR TO PROTECT EXISTING ASPHALT ROADKWAY AND
SIDEWALKS WITHIN THE WORK SITE AREA AND BE RESFPONSIBLE
TO REPAIR, RESTORE AND MAKE SOOD ANY DAMAGE TO
SATISFACTION OF CORRECTIONAL SERVICES CANADA.
A PHOTOGRAPHICALLY RECORD EXISTING CONDITIONS
PRIOR TO WORK AND SUBMIT RECORD TO DEPARTMENTAL
REPRESENTATIVE.

5. CONTRACTOR WILL ENSURE ALL CIVIL SERVICES (SUCH AS, BUT
NOT LIMITED TO: FIRE HYDRANTS, SEWERS, MANHOLES, WATER
VALVES, ETC.) REMAIN ACCESSIBLE AT ALL TIMES DURING
EXTENT OF THE CONTRACT.

6. EXISTING ROOF AREAS WHERE CONTRACTOR |S EXPECTED TO
TRAVERSE, OPERATE, SET UP SCAFFOLDING OR OTHERWISE
PERFORM WORK ARE TO BE PROTECTED FROM ALL DAMAGE
BY NEW WORK. '

A PROPOSED PROTECTION MUST MEET APPROVAL OF THE
DEPARTMENTAL REPRESENTATIVE. _

2 PHOTOGRAPHICALLY RECORD EXISTING CONDITIONS
PRIOR TO WORK AND SUBMIT RECORD TO DEPARTMENTAL
REPRESENTATIVE.

7. THE BUILDING ELEVATORS ARE NOT AVAILABLE FOR USE BY

THE CONTRACTOR. VERTICAL TRANSPORTATION FOR
PERSONNEL AND/OR MATERIALS TO BE BY OTHER MEANS ON
THE EXTERIOR OF THE BUILDING.

&. ROOF AREAS CANNOT BE USED AS GENERAL STORAGE AREA.

INCLUDE IN THE CONTRACT ALL COSTS FOR CAREFULLY
LOWERING TO GRADE ALL MATERIAL REMOVED FROM
BUILDING WHETHER INTENDED FOR REPAIR AND REASSEMBLY
OR FOR REMOVAL FROM SITE.

9. CONTRACTOR TO PROTECT GRASSED AREAS AND PLANTS AND

SHRUBS WITHIN THE WORK SITE AREA AND TO BE RESPONSIBLE
TO REPAIR, RESTORE AND MAKE &O0OD ANY DAMAGE TO
LANDSCAPING TO THE SATISFACTION OF CORRECTION
SERVICES CANADA.
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Public Works and
Government Services
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