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Jp—— — SYMBOL S: GENERAL NOTES:

REPOINT 100% OF ALL MASONRY JOINTS ON ALL WALLS OF l* Public Works and Travaux Publics et

@H PHOTOGRAPH NUMBER AND DIRECTION THE BUILDING. ALLOW FOR 20% DEEP REPOINTING Government Services  Services gouvemementatix
OF VIEW (GREATER THAN 150 mm. DEPTH) FOR EACH WALL. Canada Canada

N

LOCATION OF DRESSED STONE SHOWN VERIFY ALL DIMENSIONS ON SITE.

W

CONTRACTOR 1S RESPONSIBLE FOR ALL DAMAGE TO

— ] / BY DARKER OUTLINE.

DRESSED STONE TYPICAL ARCUND
WINDOW OPENINGS, AT EXTERNAL
CORNERS, PROJECTING CORNICE AND
STRING COURSE AND ON THE
WEST-FACING WALLS, UPFER LEVEL, OF
THE CENTRAL TOWER AND END

| PAVILLIONS. | 4. REMOVE AND CLEAN ALL STAINS, RUST STAINS, PIGEON DIRT,

55?2‘:'?'2%’&?’{;’&:?5% HAVE ROUGH MINERAL DEPOSITS, AND OTHER STAINS FROM STONE
' SURFACES - REFER TO SPECIFICATIONS FOR PRESCRIBED -
MATERIALS AND METHODS OF CLEANING. I saint John, NB | 75 Prince William Street, Suite 301
N ' Montréal, QC { saint John, New Brunswick E2L 2B2
REMOVE ALL BUILDING WALL MOUNTED SIGNS, LETTERING, T: (508} 634-8377 F: (506) 632-1741
- HANDRAILS, ETC. AS MAY BE REQUIRED TO FACILITATE NEW i dfsarch.com
| | REPOINTING AND STONE REPAIR WORK. STORE ALL | -
oy REMOVED ITEMS IN SECURE LOCATION AND RE-INSTALL
AFS 4 EXISTING ANT! PIGEON SPIKES ITEMS IN THEIR ORIGINAL LOCATIONS IN GOOD CONDITION
WHEN NEW WORK. IS COMPLETED AND ACCEPTED BY THE
LF EXISTING LIGHT FIXTURE TO BE PROTECTED DEPARTMENTAL REPRESENTATIVE. USE NEW STAINLESS
NI NOT IN CONTRACT STEEL FASTENERS SET IN CAULKING FOR REINGTALLATION,

EXISTING STONES SUCH AS, BUT NOT LIMITED TO, CHIFFED
EDGES AND OTHER DAMAGE INCURRED DURING REPOINTING
AND STONE REFPAIR WORK. PHOTOGRAPHICALLY RECORD
EXISTING CONDITIONS PRIOR TO START OF WORK AND
SUBMIT RECORD TO DEPARTMENTAL REPRESENTATIVE.

INC.
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ABBREVIATIONS:

WEST ELEVATION - BAY # 4.
S INNER CORNER MANSA

HWEST ELEVATION - BAY # 4: NW INNER CORNER
MANSARD ROOF AT WALL JUNCTION

GAFS IN PARAPET FLASHING - BAY 5

10

6. PROTECT EXISTING METAL ROOFING FROM DAMAGE DURING
NEW WORK. MAKE GOOD ALL DAMAGE TO METAL ROOFING
CAUSED BY NEW WORK.

1. PROTECT EXISTING WINDOWS FROM DAMAGE DURING NEW
. WORK. MAKE GOOD ALL DAMAGE TO WINDOW FRAMES,
EXIST. TOP OF TOW FINISHES AND GLAZING CAUSED BY NEW WORK.
ROOF PARAPET
| _ o g ¥22420 mm &, ENSURE ALL BUILDING ENTRANCES AND EXITS REMAIN
- - - - - - - y - B — - - - - - - - - - - - - - STt ' - - - - - y - - - T - - - - — Y- — - —- ACCESSIBLE AND OPERATIONAL DURING INSTITUTION'S
- ﬂ | . REGULAR OPERATING HOURS FOR THE ENTIRE COURSE OF
THE WORK. PROVIDE COVERED PROTECTIVE PEDESTRIAN
W HOARDING AT MAIN ENTRANCE - REFER TO SPECIFICATION
P | SECTION Ol 50 00 - TEMPORARY FACILITIES FOR
——————————— e REGQUIREMENTS,
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INTERVENTION LEGEND:
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I CHIMNEY # 2 /__t\ REPOINTING:

I REPOINT DAMAGED JOINTS IN THE DEFINED AREA, IN
|

|

i

DESCRIBED N THE SPECIFICATIONS, THE QUANTITY OF WORK
CAN VARY t |O% OF THE INDICATED GUANTITIES.

X
Qil—:xy ACCORDANCE WITH THE INDICATED PERCENTAGE, AS
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! PAIR:
INSERT THREADELD STAINLESS STEEL RODS (#I12MM X LEN&TH
AS REGUIRED) AND FLOOD IN PLAGE WITH EPOXY. FINISH
CRACKS WITH RESTORATION MORTAR, COLOUR AND TEXTURE
TO MATCH EXISTING STONE.. SEE TYPICAL DETAIL 9/A4.l,
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SURFACE CRACK REPAIR (DHL):
T @ REMOVE ANY EXISTING REPAIRS (SEALANT, EPOXY OR REPAIR
' MORTAR ETC) AND CLEAN OFF ALL DIRT. APPLY PIGMENTED
DISPERSED HYDRATED LIME (DHL) TO THE SURFACE CRACKS -
SEE TYPICAL DETAIL &/A4.l.

| CHIMNEY # |

EXIST. TOF OF
ROOF PARAPET

RBESCULPT STONE
- | | 16040 mm (3) CAREFULLY CUT STONE PROJECTION TO ALLOW WATER TO
I l S SN P 1 . 1 B B T T L - —— - FLOW FREELY DOWN THE STONE FACE. MATCH TEXTURE OF
AN 7 ] - EXISTING STONE.
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DUTCHMAN REPAIR:
W (Z) PARTIAL STONE REPLACEMENT WITH PIECE OF STONE

CARVED TO FIT. STONE TO MATCH TYPE, COLOR, TEXTURE
AND STRENGTH OF ORIGINAL STONE. ATTACH NEW STONE WITH -
EL. +14535 mm THREADED STAINLESS STEEL ROD; DIMENSIONS TO BE
= - - DETERMINED IN ACCORDANCE WITH THE STONE'S THICKNESS,
EX. U/S FINISHED FILL THE SPACE BETWEEN THE STONE AND THE DUTCHMAN WITH
CEILING (LVL 4) M-30 INIECTION GROUT. FINISH OFF THE CIRCUMFERENCE OF

NEIW STONE WITH A MIXTURE OF RESTORATION MORTAR. SEE

TYPICAL DETAILS 6/A4. AND T/A4.].
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THIS FACADE

HOLE TQ FllL:

° @ APPLY RESTORATION MORTAR MIXTURE TO CONCEAL THE
HOLES. IF THE OPENING EXCEEDS 35 MM, PROVIDE A
DUTCHMAN, SEE TYPICAL DETAIL 12/A4.1.
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T CARVE OVERHANGING FPIECE OF STONE S0 AS TO PROVIDE A
EL. +11785 mm SLOPE THAT WILL NOT ALLOKW RAINWATER OR SNOW TO
: ACCUMULATE ON THE STONE SURFACE.
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EX. FINISHED
FLOOR (LVL 4) 77 G

S

EBEPLACEMENT STONE:

REPLACEMENT STONES ARE TO HAVE THE SAME PROFILE AS
ORISINALS. COMPLETELY REMOVE EXISTING DAMAGED STONE
AND MORTAR. CUT NEW STONE ACCORDING TO EXISTING
PROFILE AND FINISH. POINT JOINTS WITH MORTAR, USE A NEW
STONE OF THE SAME KIND, COLOUR, TEXTURE, PROFILE, AND
A B : GUALITIES AS ORIGINAL. ENSURE STABILITY OF WALL DURING
(5) TR pry.n A A Sl WORKS, SEE TYP. STONE REPLACEMENT DETAIL {I/A4..
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o'v v VWAAAANY PROVIDE A SILICONE DRIP EDEE TO THE UNDERSIDE OF THE

Fevevve v
@~ NE} A E)E I W W - STONE WINDOW LINTEL WITH CLEAR SILICONE: IOMM X IOMM

A A _ AND 25MM FROM EDSE OF LINTEL. SEE TYPICAL DETAIL 5/A4..
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A\ v v < 4 ' : INSTALL NEW FLASHING:
SO | b ' Prav [mm (D) AN ALL SURF AL EE T NEW REGLET IN STONE COURSE

. d ——— [ == : ABOVE AND INSTALL NEW FLASHING AS PER TYPICAL DETAIL
{2\ l 3/A4.1.
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{13 > 7/ . /®/ Ve /@/ _ > ) VV@VVVVVV v 13 AARARAR] EL. +7740 mm
pd . hd vy TV vV YT T \
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STONE TO BE GENTLY REMOVED AND RESET, TAKE CARE NOT MAY 30

| By | | | | | | TS | | WY ] FLOOR (Lv1- 3) TO DAMAGE EXISTING STONE BEING RESET, REFER TO ISSUED FOR TENDER
SPECIFICATION SECTION 04 O3 OT AND 04 03 42. 2016
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P terhvroy 7 YavY, . revisions . - date

\Z1L il : ,LL_ ] REMOVE METAL ANCHORS:
vy & = < ' l ® (iTy REMOVE REMAINS OF EXISTING METAL ANCHORS AND project : projet
BRACKETS FROM WALL. APPLY RESTORATION MORTAR

v v, TYVVTRVTV : : - TE VY ki N
| R TE e | | .
! NS ; MIXTURE T0 CONCEAL THE HOLES. IF THE OPENING EXCEEDS BUILDIN(} A1. INSPECT!O_NS_
| (Water Infiltration Remediation)

7 > 171 T w0ttt @ SIS | CxSTING CAULKING FROM AROUND OPENINGS, DORCHESTER
Bl . ' AND CLEAN ALL SURFACES, PRIME SURFAGES TO BE CAULKED I NST'TUTI ON

Xipepame AND APPLY CONTINUOUS CAULKING ALONG PERIMETER OF
0 @ i . OPENINGS. SEE TYPICAL DETAIL 4/A4..
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e _ ﬂ;‘ _.72[) ' SARAALAL @ STONE TO BE MANUALLY AND GENTLY DRESSED BACK.
SELERER REMOVE RESIDUE AND PLATES OF SPALLED OR LOOSE ' drawing dessin

7 STONES AND DELICATELY DRESS BACK STONE SURFACE (WITH :
e L . EL. +3340 mm SMALL HAND TOOLS AND PRECISION CHISEL) DELICATELY AND
TN T /. %: _ i _ B _ — CONSISTENTLY TO THE SAME FINISH AS EXISTING STONE.
V=4 r— EX. FINISHED | |
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/ ) . . | i E\i/. @ @_..;t . . ’ 5{{3@; mm AREA AND SET SHARD IN PLACE WITH EPOXY
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O @ GENTLY REMOVE DAMAGED AREA AND LOOSE MATERIAL

MORTAR TC MATCH COLOUR AND TEXTURE OF EXISTING '

)_/ ' 13 ' ®w - il @ 4 @
o STONE.

R | B S ( . MAY 30, 2016
ki “J' WITH ARROW INDICATES SMALL REPAIR AREAS, AFFROX, date !
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_ | _ y 7 i | | . . < i , 30 MM, X 30 MM,, ON SURFACES WHICH ARE NOT VISIBLE ON drawn - MP. CADD dessing
. : ELEVATION DS, '

date MAY 30, 2016

METAL HANDRAIL REPAIRS: : ‘

REMOVE ALL PAINT FINISH AND RUST SCALE FROM EXISTING approved G, KAPKIN approuveé
METAL HANDRAIL, SAND AND CLEAN ALL SURFACES. PRIME MAY 30. 2016
AND REAPAINT WITH NEW RUST-INHIBITING COATING (SEE : date v 0.

EL. -750 SPECIFICATION SECTION 04 4l oo _ ' Tender”™) - Soumission
p——— - U (ol 200606
EX. FINISHED i PARAPET FLASHING PWGSC Project Manager Administrateur de pr:jits TPSGC |

FLOOR (LVL 1) M () RENGTE EXIoTING, PEESMISHED METAL PARAPET FLASHING. posor— pr—
- INSTALL NEW WATERPROOFING MEMBRANE, PLYWOOD AND NEW :

1\ BAY#4-WEST WALL | 2\  BAY#4- NORTH WALL 3\  BAY#5-WEST WALL PRI METAL FLAGHNG | ~ R.061890.001

@ | SCALE: 1:50 @ © SCALE: 1:50 | @ SCALE: 1:50 EXSTING ANIPISEONSPIES: - Fomingo. y—
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