SYMBOLS: | GENERAL NOTES:

REPOINT 100% OF ALL MASONRY JOINTS ON ALL WALLS OF I*l Public Works and Travaux Publics et

@-—9 PHOTOGRAPH NUMBER AND DIRECTION THE BUILDING. ALLOW FOR 20% DEEF REPOINTING Govemnment Services Services gouvernementalix
OF VIEW (GREATER THAN 50 mm. DEPTH) FOR EACH WALL. Canada Canada

N

LOCATION OF DRESSED STONE SHOWN VERIFY ALL DIMENSIONS ON SITE.

— [/ BT DARKER OUTLINE.
DRESSED STONE TYPICAL ARGCUND

/  WINDOW OPENINGS, AT EXTERNAL

CORNERS, PROIECTING CORNICE AND
STRING COURSE AND ON THE
WEST-FACING WALLS, UPPER LEVEL, OF
THE CENTRAL TOWER AND END
PAVILLIONS, |
REMAINING WALL AREAS HAVE ROUGH
FACED STONE UNITS.

W

CONTRACTOR 1S RESPONSIBLE FOR ALL DAMAGE TO
EXISTING STONES SUCH AS, BUT NOT LIMITED TO, CHIPPED
EDEGES AND OTHER DAMAGE INCURRED DURING REPOINTING
AND STONE REPAIR WORK. PHOTOGRAPHICALLY RECORD
EXISTING CONDITIONS PRIOR TO START OF WORK AND
SUBMIT RECORD TO DEPARTMENTAL REPRESENTATIVE.

INC.

A

REMOVE AND CLEAN ALL STAINS, RUST STAINS, PIGEON DIRT,
MINERAL. DEPOSITS, AND OTHER STAINS FROM STONE
SURFACES - REFER TO SPECIFICATIONS FOR PRESCRIBED
MATERIALS AND METHODS OF CLEANING. _ Saint John, NB | 75 Prince William Street, Suite 301
Montréal, QC | saint John, New Brunswick E2L 2B2
REMOVE ALL BUILDING WALL MOUNTED SIGNS, LETTERING, T: (506) 634-8377 F: (506) 632-1741
REPOINTING AND STONE REFPAIR WORK. STORE ALL
REMOVED ITEMS IN SECURE LOCATION AND RE-INSTALL
ITEMS IN THEIR ORIGINAL LOCATIONS IN &O0D CONDITION
. WHEN NEW WORK 15 COMPLETED AND ACCEPTED BY THE
LF EXISTING LIGHT FIXTURE TO BE PROTECTED DEPARTMENTAL REPRESENTATIVE. USE NEW STAINLESS
NIC NOT IN CONTRACT STEEL FASTENERS SET IN CAULKING FOR REINSTALLATION,

w

ABBREVIATIONS:

vl
APS W EXISTING ANTI PIGEON SPIKES

CRACK IN STONE LINTEL | EXAMPLE OF STONE TEXTURE: ROUSH AND DRESSED SURFACE CRACKS AND CRACK IN CORNER OF LINTEL

3

6. PROTECT EXISTING METAL ROOFING FROM DAMAGE DURING
NEW WORK. MAKE GOOD ALL DAMAGE TO METAL ROOFING
CAUSED BY NEW WORK.

T PROTECT EXISTING WINDOWS FROM DAMAGE DURING NEW
' _ HORK. MAKE GOOD ALL DAMAGE TO HWINDOW FRAMES,
EXIST. TOP OF TOWER : _ - FINISHES AND GLAZING CAUSED BY NEW WORK.
ROOF PARAFET '
EL. +22419 mm : ' ' : : _ &. ENSURE ALL BUILDING ENTRANCES AND EXITS REMAIN
- - - - - - - - - - - - - - - - - - - - - - - = - - - - - - - - - - - - - - - - - - - - - - - - - - - ACCESSIBLE AND OFPERATIONAL DURING INSTITUTION'S
' ' ' REGULAR OPERATING HOURS FOR THE ENTIRE COURSE OF
THE WORK. PROVIDE COVERED PROTECTIVE PEDESTRIAN
HOARDING AT MAIN ENTRANCE - REFER TO SPECIFICATION
SECTION Ol 50 0O - TEMPORARY FACILITIES FOR
REQUIREMENTS.

INTERVENTION LEGEND:

BEPQINTING:

@ REPOINT DAMAGED JOINTS IN THE DEFINED AREA, IN
ACCORDANCE WITH THE INDICATED PERCENTAGE, AS
PESCRIBED IN THE SPECIFICATIONS. THE QUANTITY OF HORK
CAN VARY % |O% OF THE INDICATED QUANTITIES.

6350 +

famariy

| ] i | PIN AND Ell | REPAIR:
) o \I _ | _ -I./{._ (1) INSERT THREADED STAINLESS STEEL RODS (612MM X LENGTH

AS REQUIRED) AND FLOOL IN PLACE WITH EPOXY, FINISH
CRACKS WITH RESTORATION MORTAR, COLOUR AND TEXTURE
i TC MATCH EXISTING STONE.. SEE TYPICAL DETAIL 9/A4.l1.

T @ REMOVE ANY EXISTING REPAIRS (SEALANT, FPOXY OR REPAIR
—— : MORTAR ETC) AND CLEAN OFF ALL DIRT, APPLY PIGMENTED
— DISPERSED HYDRATED LIME (DHL) TO THE SURFACE CRACKS -

SEE TYPICAL DETAIL &/A4..
EXIST. TOP OF

ROOF PARAPET
EL. +16041 mm
y—_————

—  RESCULPT STONE
\ } : @ CAREFULLY CUT STONE PROIECTION TO ALLOW WATER TO
Y - - - Fl.OW FREELY DOWN THE STONE FACE. MATCH TEXTURE OF
\ EXISTING STONE.

& % %%& @ PARTIAL STONE REPLACEMENT WITH PIECE OF STONE
CARVED TO FIT. STONE TO MATCH TYPE, COLOR, TEXTURE
jj . AND STRENSTH OF ORIGINAL STONE. ATTACH NEW STONE WITH

510 +
—
4
Y/
ey
f
-

_ . _ - THREADED STAINLESS STEEL ROD; DIMENSIONS TO BE

/ _ _ _ _ i DETERMINED IN ACCORDANCE WITH THE STONE'S THICKNESS,

7 \ 7 7 \ FILL THE SPACE BETWEEN THE STONE AND THE DUTCHMAN WITH
L < < > M-30 INJECTION GROUT, FINISH OFF THE CIRCUMFERENCE OF

J | |/ " NEW STONE WITH A MIXTURE OF RESTORATION MORTAR, SEE

: _ _ ' _ TYPICAL DETAILS &/A4.1 AND T/A4.l.
@& | —
HOLE TO FllL:

. 1
| | | ] _ - 0 @ APPLY RESTORATION MORTAR MIXTURE TO CONCEAL THE
7/ —_— n HOLES, IF THE OFPENING EXCEEDS 35 MM, PROVIDE A
) (i s) DUTCHMAN. SEE TYPICAL DETAIL 12/A4).
.——III-“. / .

e —— TABLETTE:
X NEW ROOF T CARVE OVERHANGING PIECE OF STONE S0 AS TO PROVIDE A
4 | DEVIATOR SLOPE THAT WILL NOT ALLOW RAINWATER OR SNOW TO
1 ACCUMULATE ON THE STONE SURFACE.
CR Y E—

4 J

T Y 7 REPLACEMENT STONE:
F ——— ]’ V7] (3) REPLACEMENT STONES ARE TO HAVE THE SAME PROFILE AS

>
w [ | \ @v T ‘ &
XL A ORIGINALS. COMPLETELY REMOVE EXISTING DAMAGED STONE
s SIM. | - 5 }:{,}j}i’%{{& ) e '\?“@ ~ AND MORTAR. CUT NEW STONE ACCORDING TO EXISTING

R AL A Y _@ PROFILE AND FINISH. POINT JOINTS WITH MORTAR. USE A NEW
\ ww@ ul @‘< d| £ STONE OF THE SAME KIND, COLOUR, TEXTURE, PROFILE, AND
- ahdlECa X Y| AL mid ] GUALITIES AS ORIGINAL. ENSURE STABILITY OF WALL DURING
WORKS, SFE TYP. STONE REFPLACEMENT DETAIL (I/A4.1.
- &Y |
/7

L @/ [ A o VAW ' ,

= / / T Ll PROVIDE A SILICONE DRIP EDESE TO THE UNDERSIDE OF THE

: ; STONE HWINDOW LINTEL WITH CLEAR SILICONE: 1OMM X IOMM

| | ) " AND 258MM FROM EDGE OF LINTEL, SEE TYPICAL DETAIL 5/A4.).
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i INSTALL NEW FLASHING:
i %_r 43| | mmmm (@) A sl NEIW REGLET IN STONE COURSE
N\lg \b ) | ' 3/A4.).

ABOVE AND INSTALL NEW FLASHING AS PER TYPICAL DETAIL
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STONE TO BE GENTLY REMOVED AND RESET. TAKE CARE NOT VAY 30
TO DAMAGE EXISTING STONE BEING RESET. REFER TO ISSUED FOR TENDER

SPECIFICATION SECTION 04 O3 O7 AND O4 O3 42. 2018

’ revisions . date
N

@ REMOVE REMAINS OF EXISTING METAL ANCHORS AND project projet
ERACKETS FROM WALL. APPLY RESTORATION MORTAR

S L@t Sal i MIXTURE TO CONCEAL THE HOLES. |F THE OPENING EXCEEDS BUILDING A1 INSPECTIONS

? | 35 MM, PROVIDE A DUTCHMAN. =2 Al A
o ' 2E | f@ 55l (Water Infiltration Remediation)
= | REMOVE/;LL EXISTING CAULKING FROM AROUND OFPENINGS, DO RCH ESTER

S)8 : . 17 : @:"}:":":"Z":{% : @y ' AND CLEAN ALL SURFACES. PRIME SURFACES TO BE CAULKED
| O AND APPLY CONTINUOUS CAULKING ALONG PERIMETER OF INSTITUTION

. I OPENINGS. SEE TYPICAL DETAIL 4/A4..
@ ~ /-J : . - 7-@vvvvvv : : DorCheSter, N-B-
/ 0 g h 7< : > . . L OO0 :
. v TYVEVYEVY TEOEVOYVY Wi
\ pEl) I 2 g pE A4 = . @ _ @—— | @) e © Faew BE MANUALLY AND GENTLY DRESSED BACK.
\ : . ' _ ) 4 . ,. REMOVE RESIDUE AND PLATES OF SPALLED OR LOOSE drawing : dessin

_ = _ _ . — = 7 STONES AND DELICATELY DRESS BACK STONE SURFACE (WITH :

NN | () —— [=—x(1) fl /\ [l—11> 1 1) o SMALL HAND TOOLS AND PRECISION CHISEL) DELICATELY AND

EL- +334 mm - CAEACE A B vwwY 4 . - B
| e g L ] _ 1/ j N x| j _ ) ) ) . _ _ _ I L T E D j o _ _ _ L . _ j o B | j ] _ _ j _ i o ) _ . CONSISTENTLY TO THE SAME FINISH AS EXISTING STONE,

EX. FINISHED - 7 - | _ o | WEST ELEVATION
FLOOR (LVL 2) \\ )\ ~— | ol "‘9‘@ | | EXIST— 5 BETAN BROKEN PIECE OF STONE. GENTLY CLEAN | BAYS # 1 AND # 2

&
/ ~ : _ _ VENTS \[j :I ' - SURROUNDING AREA AND SET SHARD IN PLACE WITH EPOXY
. T | | | ' s ; ' RESIN REPAIR. _ |
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. . ] RESTORATION MORTAR REFAIR:
@ m @ GENTLY REMOVE DAMAGED AREA AND LOOSE MATERIAL
: UNTIL SOUND SURFACE 1S REACHED AND AFPPLY RESTORATION designed  MP GK
/ : i Py MORTAR TO MATCH COLOUR AND TEXTURE OF EXISTING :

congu

STONE.
EL. +0 mm . _ "' WITH ARROW INDICATES SMALL REPAIR AREAS, APPROX. date MAY 30, 2016

: : —— 30 MM. X 30 MM, ON SURFACES WHICH ARE NOT VISIBLE ON — D, GADD
EX. FINISH ' ' _— ' ELEVATION D&, - : : ,

GRADE _ _ ' ' date MAY 30, 2016

[ ——— - —
: approuvé
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dessing

REMOVE ALL PAINT FINISH AND RUST SCALE FROM EXISTING - approved G KAPKIN
METAL HANDRAIL, SAND AND CLEAN ALL SURFACES, PRIME MAY 30. 2016
AND REAPAINT WITH NEW RUST-INHIBITING COATING (SEE date : _

EL -750 | - | | SPECIFICATION SECTION 04 4l 00). . Te _ Ey——
e ———— ———— Hom oo 2ot 04
EX. FINISHED ) @ GSC Project Mafiager Administrateur de projets TPSGC

. 1
FLOOR (LVL 1) : _ M REMOVE EXISTING PREFINISHED METAL PARAPET FLASHING. project number .
- - INSTALL NEW WATERPROOFING MEMBRANE, PLYWOOD AND NEW '

1 BAY # 1 - WEST WALL | | 2\ BAY#1-SOUTHWALL (3 BAY#2-WESTWALL | PRI VETAL FLAGHNG, ! R.061890.001

W SCALE: 1:50 w | SCALE: 1:50 : w SCALE: 1:50 EXSTNG ANILPISEONSPIKES, ; drawing o P, d dessin

om 1m 2m 3m am 5m om 1m 2m 3m am 5m . : om m Zm am am 5m REPAIRS IN THE AREA TO AVOID DAMAGING THE ANTI-PIGEON A3 .1
- | SPIKES. - .
| Tt

no. du projet
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