
EXISTING BEAM

EXISTING 300x150x200 LONG BENT  x 10
THICK @ 1220 o.c. WELDED TO STEEL BEAM

Z GIRTS (TYP.) (REFER TO ARCH.)

EXISTING COLUMN BEYOND)

CLADDING (REFER TO ARCH.)

STUDS/CLADDING (REFER TO ARCH.)

EXISTING CONT. 75x75x6 WELDED
TO STEEL DECK

EXISTING S130x15

EXISTING BEAM

EXISTING 350 DP. OWSJ

PARAPET (REFER TO ARCH.)

L 152x152x13 CONT. WELDED
TO HSS STUB

HSS 102x102x6.4 STUB
WELDED ALL AROUND TO
EXISTING COLUMN

C100x9 @ 1200 o.c. (MAX.)
c/w: 125x75x10 B  WELDED
TO BASE ANGLE

EXISTING BEAM

EXISTING 300x150x200 LONG BENT  x 10
THICK @ 1220 o.c. WELDED TO STEEL BEAM

Z GIRTS (TYP.) (REFER TO ARCH.)

EXISTING COLUMN BEYOND)

CLADDING (REFER TO ARCH.)

STUDS/CLADDING (REFER TO ARCH.)

EXISTING CONT. 75x75x6 WELDED
TO STEEL DECK

EXISTING BEAM

EXISTING 350 DP. OWSJ

PARAPET (REFER TO ARCH.)

EXISTING 350 DP. OWSJ

L 152x152x13 CONT. WELDED
TO HSS STUB

HSS 102x102x6.4 STUB
WELDED ALL AROUND TO
EXISTING COLUMN

C100x9 @ 1200 o.c. (MAX.)
c/w: 125x75x10 B  WELDED
TO BASE ANGLE

200x4x75 BENT PLATE

100mm HOUSE KEEPING PAD

EXISTING C CHANNEL

EXISTING BEAM

EXISTING BEAM

C100x9 @ 1200 o.c. (MAX.)
c/w: 125x75x10 B  WELDED
TO BASE ANGLE

450 DP. OWSJ

CLADDING (REFER TO ARCH.)

Z-GIRTS @ 2000 MAX. (REFER TO ARCH.)

REMOVE EXISTING
L50x50x3 PERIMETER ANGLE.
ADD NEW L 102x102x6.4 CONT.
CONNECTED TO C100x9 WITH SELF
TAPPING SCREWS

PARAPET (REFER TO ARCH.)

L 152x152x13 CONT. WELDED
TO EXISTING COLUMNS

Z-GIRTS (REFER TO ARCH.)

C100x9 @ 900 o.c.

300x300x51mm PLATE WELDED TO
EXISTING COLUMN

HSS 203x102x13 WELDED TO
300x300x51mm PLATE

10mm FULL DEPTH STIFFENERS EACH
SIDE @ EXTENT OF NEW PLATE
CONNECTION

10mm FULL DEPTH STIFFENERS EACH
SIDE @ EXTENT OF NEW PLATE
CONNECTION

300x300x51mm PLATE WELDED TO
EXISTING COLUMN

HSS 203x102x13 WELDED TO
300x300x51mm PLATE

Z-GIRTS (REFER TO ARCH.)

C100x9 @ 900 o.c.

CLADDING (REFER TO ARCH.)

Z-GIRTS @ 2000 o.c. MAX.

203Z76-144M @ 900 o.c. MAX.
-  CONNECT TO MASONRY w/ 6.4mm
THREADED RODS @ 200 o.c.
-  c/w PLASTIC-MESH SCREEN TUBES AND
ADHESIVE MORTAR

CLADDING (REFER TO ARCH.)

Z-GIRTS @ 2000 o.c. MAX.

203Z76-144M @ 900 o.c. MAX.
-  CONNECT TO MASONRY w/ 6.4mm
THREADED RODS @ 200 o.c.
-  c/w PLASTIC-MESH SCREEN TUBES AND
ADHESIVE MORTAR
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