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AECOM PROJECT No. 60480648

This drawing has been prepared for the use of AECOM's client and may not
be used, reproduced or relied upon by third parties, except as agreed by
AECOM and its client, as required by law or for use by governmental
reviewing agencies. AECOM accepts no responsibility, and denies any liability
whatsoever, to any party that modifies this drawing without AECOM's express
written consent. Do not scale this document. All measurements must be
obtained from stated dimensions.
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SCOPE OF WORK

A. REPLACE MISSING STONE ~ 125.0 Lm. LENGTH X 750 mm WIDTH X 150-300 mm
HEIGHT 50 LOCATIONS ALONG WALL ~ 2.5 I.m. PER LOCATION REPLACE ROCK AND
REPAR MORTAR. TOTAL = 125.0 IL.m. OF REPARR

@

REPLACE ROCK AND REPAIR MORTAR

o

REPLACE ROCK AND REPAIR MORTAR

o

REPLACE ROCK AND REPAIR MORTAR

m

. REPLACE MISSING STONE ~ 150 mm LENGTH X 150 mm WIDTH X 75 mm HEIGHT.
. REPLACE MISSING STONE ~ 200 mm LENGTH X 150 mm WIDTH X 75 mm HEIGHT.
. REPLACE MISSING STONE ~ 500 mm LENGTH X 150 mm WIDTH X 75 mm HEIGHT.

. REBUILD TOP HALF OF WALL TO A MAX. HEIGHT OF EXISTING WALL (~ 900 mm ABOVE

FINISH GRADE) ~ 3.75 Lm. LENGTH X 750 mm WIDTH X 900 mm HEIGHT

-

REPLACE ROCK AND REPAIR MORTAR

[

WIDTH X 750 mm HEIGHT. ASSUME FOUNDATION IS STABLE

OVERALL WORK

— REPOINT LOOSE MORTAR - MATCH EXISTING

FINISH GRADE —\

. REPLACE MISSING STONE ~ 500 mm LENGTH X 150 mm WIDTH X 75 mm HEIGHT.

. TOP OF WALL ADJACENT TO ROAD TO BE REBUILT 60 Lm. LENGTH X 150-300 mm

750 — 900 mm MATCH
EXISTING HEIGHT

—

NOTE:

1) ALL WORK FOR THIS CONTRACT IS BASED ON
THE ASSUMPTION THE WALL FOUNDATION IS IN
GOOD SHAPE

2) ANY FOUNDATION WORK WILL BE APPROVED
BY DEPARTMENTAL REPRESENTATIVE PRIOR TO
MOVING FORWARD WITH CONSTRUCTION

EXTENT OF WORK
/ /— FINISH GRADE

NATURAL STONE WALL - SECTION

MASONRY NOTES:

. ALL DIMENSIONS ARE IN MILUMETRES UNLESS NOTED OTHERWISE,
. MASONRY:

— MORTAR TYPE S — REFER TO SPECIFICATIONS
THE WORK SHALL BE DONE IN ACCORDANCE WITH THE FOLLOWING
STANDARDS:

~

bl

~ MASONRY: CSA A371-14 MASONRY
CONSTRUCTION FOR BUILDING
. MATERIALS SHALL MEET THE FOLLOWING SPECIFICATIONS:
~ MORTAR AND GROUT: CSA A179-14, MORTAR AND
GROUT FOR UNIT MASONRY
- REINFORCED STEEL: CAN/CSA G30. 18-09, GRADE
400
NORMAL JOINT SIZE TO BE 10 mm
. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGES TO
UNDER OR ABOVE GROUND SERVICES.

>

oo

GENERAL NOTES:

SITE_WORK.

. CONTRACTOR TO CALL ALBERTA ONE CALL AT 1-800-242-3447,
AND ALL OTHER UTILITIES, AS REQUIRED, TO HAVE EXISTING
UTILITIES LOCATED PRIOR TO START OF ANY CONSTRUCTION.

. CONTRACTOR IS TO VISIT THE SITE TO CONFIRM ALL SITE
CONDITIONS PRIOR TO SUBMITTING BIDS. ANY DISCREPANCIES ARE
TO BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR
CLARIFICATION.

. CONTRACTOR IS RESPONSIBLE FOR THE HOARDING OF ALL TREES
WITHIN OR ADJACENT TO CONSTRUCTION AREAS, TO THE
SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE.

. CONTRACTOR IS RESPONSIBLE FOR HAULING OF ALL EXCESS
MATERIALS OFF THE SITE TO A LOCATION APPROVED BY THE
DEPARTMENTAL REPRESENTATIVE.

. CONTRACTOR IS RESPONSIBLE FOR GENERAL SITE CLEANUP.

. CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO LANDSCAPED
AREAS AND MUST MAKE ALL NECESSARY RESTORATIONS AND
REPAIRS, TO THE SATISFACTION OF THE DEPARTMENTAL
REPRESENTATIVE.

. CONTRACTOR IS RESPONSIBLE FOR ALL CONSTRUCTION METHODS

[N

o

IS

o o

~

PERMITS AND STANDARI
1. ALL ANCILLARY WORK NORMALLY ASSQOCIATED WITH THIS TYPE OF

CONSTRUCTION SHALL BE DEEMED TO BE PART OF THE CONTRACT.

YRR

MATERIALS

1. THE CONTRACTOR SHALL SUPPLY ALL MATERIAL IN QUANTITIES
SUFFICIENT TO COMPLETE THE WORK SHOWN ON THE DRAWINGS.
ANY DISCREPANCIES IN QUANTITIES SHALL BE REPORTED TO THE
DEPARTMENTAL REPRESENTATIVE FOR DIRECTION.

. NO SUBSTITUTION OF MATERIAL, PRODUCTS OR QUANTITIES SHALL
BE PERMITTED WITHOUT PRIOR CONSENT OF THE DEPARTMENTAL
REPRESENTATIVE.

~

GENERAL

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH THE WRITTEN
SPECIFICATIONS, DRAWINGS AND DETAILS FOR THIS PROJECT.

. ANY AMBIGUITY IN THIS DRAWING OR ACCOMPANYING DETAILS IS TO
BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR
DIRECTION.  THE CONTRACTOR IS NOT TO PROCEED IN
UNCERTAINTY.

. LIMITS OF THE WORK ARE TO BE CLEARLY UNDERSTQOD BY THE
CONTRACTOR PRIOR TO ANY WORK TAKING PLACE ON SITE. THE
CONTRACTOR IS TO CONTACT THE DEPARTMENTAL REPRESENTATIVE
FOR CLARIFICATION IF REQUIRED.

. THE CONTRACTOR IS TO VERIFY ALL DIMENSIONS AND REPORT ANY
DISCREPANCIES TO DEPARTMENTAL REPRESENTATIVE.

. ALL MEASUREMENTS ARE IN MILLIMETRES UNLESS OTHERWISE
SPECIFIED.

~

[

IS

o

This drawing has been prepared for the use of AECOM's client and may not
be used, reproduced or relied upon by third parties, except as agreed by
AECOM and its client, as required by law or for use by governmental
reviewing agencies. AECOM accepts no responsibility, and denies any liability
whatsoever, to any party that modifies this drawing without AECOM's express
written consent. Do not scale this document. All measurements must be
obtained from stated dimensions.

[ PERMIT TO PRACTICE
i&%cmﬁull.'n
I}
b i“ .{ﬁ_u—'—
oo TR

PERMIT NUMBER: P10450
T P

T o
Enginears and Geoscantish of Albeds

1 16/03/23 Issued for Tender J.G.
0 16/02/22 | Issued for 95% Submission J.G.
Wi roved
No. | Date Description e | AFErored

Revision / Revision

A Numéro de detall
B Numéro de lo feuille

‘:‘ Detail number
‘:’ Sheet number

Linear dimensions
Tn millimetres

Dimensions linéaires
en millimétres

Consultant’s Name Eng. Stamp

Nom de I'expert-conseil —
ﬁ/}%‘i"‘h
( : ]

ASCOM |z

18- MAR-3ce

)
s

\{@

I“ Parks Canada Parcs Canada

Asset Management Gestion des biens
Western and Région de 1'Ouest et
Northern du Nord

Region

Canada

Project title/Titre du projet

ROCK WALL PROJECT
BANFF NATIONAL PARK

Drowing title/Titre du dessin

CASTLE MOUNTAIN VIEWPOINT
ROCK WALL

Surveyed by/Arpenté par | Drawn by/Dessiné par | Date

J.G. 16/03/23
Designed by/Concept par | Reviewed by/Revisé par | Scale/Echelle
TW.IL.T. AS SHOWN

Cilent Acceptance/Acceptation du cllent

Approved by/Approuvé par

Date Date
Project No./No du projet Asset No./NO du bien Sheet No.,
NOde Ia feullle
Drawing Sef No./NO de série du dessin L-100

60480648




SCOPE OF WORK

>

PORTION OF WALL HAS BROKEN OFF FROM EXISTING STRUCTURE - 1.75 I.m. LENGTH X
200 mm WDTH X 250 mm HEIGHT(z). REBUILD WITH EXISTING STONE, AND ENSURE
'NEW PORTION OF WALL IS TIED INTO EXISTING WALL — REFER TO DETAIL THIS SHEET
DAMAGE AT TOP OF WALL — 1.5 Lm. LENGTH X 150 mm WIDTH X 200 mm HEIGHT -
REBUILD WITH EXISTING STONE

CAIRN — REPLACE MISSING STONE ~ 150 mm LENGTH X 150 mm WIDTH X 50 mm
HEIGHT. REPLACE ROCK AND REPAIR MORTAR

REPOINT LOOSE MORTAR — MATCH EXISTING

. RESTORATION AND CLEANING (WALL 4.0 I.m.) ~ 6 m2 OF WALL FACE

o

me

Back of Cairn

FINISH GRADE

UNKNOWN BASE
CONDITIONS

NATURAL STONE WALL

MASONRY NOTES:

. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE,
2. MASONRY:

— MORTAR TYPE S — REFER TO SPECIFICATIONS
THE WORK SHALL BE DONE IN ACCORDANCE WITH THE FOLLOWING
STANDARDS:

“

~ MASONRY: CSA A371-14 MASONRY
CONSTRUCTION FOR BUILDING
MATERIALS SHALL MEET THE FOLLOWING SPECIFICATIONS:
— MORTAR AND GROUT: CSA A179-14, MORTAR AND
GROUT FOR UNIT MASONRY
— REINFORCED STEEL: CAN/CSA G30. 18-09, GRADE
400
NORMAL JOINT SIZE TO BE 10 mm
CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGES TO
UNDER OR ABOVE GROUND SERVICES.

bl

BATTER 50 mm FOR EVERY 300
mm OF HEIGHT

FINISH GRADE - 150 mm DEPTH
TOPSOIL AND SEED

oo

NOTE:
1) ALL WORK FOR THIS CONTRACT IS BASED ON
THE ASSUMPTION THE WALL FOUNDATION IS IN
GOOD SHAPE

2) ANY FOUNDATION WORK WILL BE APPROVED
BY DEPARTMENTAL REPRESENTATIVE PRIOR TO
MOVING FORWARD WITH CONSTRUCTION

Scale: 1:20

GENERAL NOTES:

SITE_WORK

1. CONTRACTOR TO CALL ALBERTA ONE CALL AT 1-800-242-3447,
AND ALL OTHER UTILITIES, AS REQUIRED, TO HAVE EXISTING
UTILITIES LOCATED PRIOR TO START OF ANY CONSTRUCTION.

2. CONTRACTOR IS TO VISIT THE SITE TO CONFIRM ALL SITE

CONDITIONS PRIOR TO SUBMITTING BIDS. ANY DISCREPANCIES ARE

TO BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR

CLARIFICATION.

CONTRACTOR IS RESPONSIBLE FOR THE HOARDING OF ALL TREES

WITHIN OR ADJACENT TO CONSTRUCTION AREAS, TO THE

SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE.

CONTRACTOR IS RESPONSIBLE FOR HAULING OF ALL EXCESS

MATERIALS OFF THE SITE TO A LOCATION APPROVED BY THE

DEPARTMENTAL REPRESENTATIVE.

CONTRACTOR IS RESPONSIBLE FOR GENERAL SITE CLEANUP.

. CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO LANDSCAPED

AREAS AND MUST MAKE ALL NECESSARY RESTORATIONS AND

REPARS, TO THE SATISFACTION OF THE DEPARTMENTAL

REPRESENTATIVE.

CONTRACTOR IS RESPONSIBLE FOR ALL CONSTRUCTION METHODS

Ll

-~

o o

~

PERMITS AND STANDAI
1. ALL ANCILLARY WORK NORMALLY ASSOCIATED WITH THIS TYPE OF

CONSTRUCTION SHALL BE DEEMED TO BE PART OF THE CONTRACT.

MATERIALS

1. THE CONTRACTOR SHALL SUPPLY ALL MATERIAL IN QUANTITIES
SUFFICIENT TO COMPLETE THE WORK SHOWN ON THE DRAWINGS.
ANY DISCREPANCIES IN QUANTITIES SHALL BE REPORTED TO THE
DEPARTMENTAL REPRESENTATIVE FOR DIRECTION.

2. NO SUBSTITUTION OF MATERIAL, PRODUCTS OR QUANTITIES SHALL
BE PERMITTED WITHOUT PRIOR CONSENT OF THE DEPARTMENTAL
REPRESENTATIVE.

GENERAL

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH THE WRITTEN
SPECIFICATIONS, DRAWINGS AND DETAILS FOR THIS PROJECT.

2. ANY AMBIGUITY IN THIS DRAWING OR ACCOMPANYING DETAILS IS TO
BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR
DIRECTION.  THE CONTRACTOR IS NOT TO PROCEED IN
UNCERTAINTY.

3. LIMITS OF THE WORK ARE TO BE CLEARLY UNDERSTOOD BY THE
CONTRACTOR PRIOR TO ANY WORK TAKING PLACE ON SITE. THE
CONTRACTOR IS TO CONTACT THE DEPARTMENTAL REPRESENTATIVE
FOR CLARIFICATION IF REQUIRED.

4. THE CONTRACTOR IS TO VERIFY ALL DIMENSIONS AND REPORT ANY
DISCREPANCIES TO DEPARTMENTAL REPRESENTATIVE.

5. ALL MEASUREMENTS ARE IN MILLIMETRES UNLESS OTHERWISE
SPECIFIED.

This drawing has been prepared for the use of AECOM's client and may not
be used, reproduced or relied upon by third parties, except as agreed by
AECOM and its client, as required by law or for use by governmental
reviewing agencies. AECOM accepts no responsibility, and denies any liability
whatsoever, to any party that modifies this drawing without AECOM's express
written consent. Do not scale this document. All measurements must be
obtained from stated dimensions.
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This drawing has been prepared for the use of AECOM's client and may not
be used, reproduced or relied upon by third parties, except as agreed by
AECOM and its client, as required by law or for use by governmental
reviewing agencies. AECOM accepts no responsibility, and denies any liability

A whatsoever, to any party that modifies this drawing without AECOM's express
written consent. Do not scale this document. All measurements must be
obtained from stated dimensions.
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SCOPE_OF WORK CONCRETE_NOTES: MASONRY NOTES: GENERAL NOTES: Canada
A. REBUILD CORNER ~ 450 mm LENGTH X 650 mm WIDTH X 750 mm HEIGHT. REPLACE SITE_WORK MATERIALS
ROCK AND REPAIR MORTAR 1. PROVIDE CONCRETE AND PERFORM WORK IN ACCORDANCE WITH 1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE, 1. CONTRACTOR TO CALL ALBERTA ONE CALL AT 1-800-242-3447, 1. THE CONTRACTOR SHALL SUPPLY ALL MATERIAL IN QUANTITIES
B. REMOVE REBAR, EXPOSED PORTION TO BE GROUND SMOOTH WITH TOP OF STONE CSA-A23 2. MASONRY: AND ALL OTHER UTILITIES, AS REQUIRED, TO HAVE EXISTING SUFFICIENT TO COMPLETE THE WORK SHOWN ON THE DRAWINGS.
C. REPLACE MISSING STONE ~ 250 mm LENGTH X 200 mm WIDTH X 150 mm HEIGHT. 2. CONCRETE SHALL BE NORMAL DENSITY WITH NORMAL DENSITY ~ MORTAR TYPE S — REFER TO SPECIFICATIONS UTILITIES LOCATED PRIOR TO START OF ANY CONSTRUCTION. ANY DISCREPANCIES IN QUANTITIES SHALL BE REPORTED TO THE
REPLACE ROCK AND REPAIR MORTAR FINE AND COARSE AGGREGATE 3. THE WORK SHALL BE DONE IN ACCORDANCE WITH THE FOLLOWNG 5 CoNTRACTOR IS TO VISIT THE SITE TO CONFIRM ALL SITE DEPARTMENTAL REPRESENTATIVE FOR DIRECTION.
D REPONT LOOSE MORTAR = MATCH EXSTNG > aﬂcﬁgkzzﬁgzzgrux . DAA::ISJ’ :‘ A;(zvﬁ(lRRAn(): o SIS MASONRY: CSA A371-14 MASONRY CONDITIONS PRIOR T0_SUBMITING BIDS. ANY DISGREPANGES ARE 3. NO SUBSTITUTION OF MATERIAL, PRODUCTS OR QUANTITES SHALL
mm, - - ; -
CONSTRUCTION FOR BUILDING T0 BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR BE PERMITTED WITHOUT PRIOR CONSENT OF THE DEPARTMENTAL
OVERALL WORK 4. MATERIALS SHALL MEET THE FOLLOWING SPECIFICATIONS CLARFICATION. REPRESENTATIVE.
. ' 3. CONTRACTOR IS RESPONSIBLE FOR THE HOARDING OF ALL TREES
~ WALL HT. ~ 450-600 mm ~ MORTAR AND GROUT: CSA A179-14, MORTAR AND WITHIN OR ADUACENT TO CONSTRUCTION AREAS, 10 THE GENERAL
~ FIRE BRICK IN GOOD CONDITION, NO WORK REQUIRED GROUT FOR UNIT MASONRY "
- A OF CHMAEY ~ N 500D CONOITN, 0 WO REQURED - RENFORCED STEEL CAV/CSA G0 18-08, GROE 0 ol FOR HAUUNG OF AL DXGESS  SPECHOATINS, RANINGS A DETALS FOR THS PROBCT, |72 /7" o
= CHINEY AND FLUE — REFER TO DETAILS THIS SHEET 5 NORMAL'?&’NT SZE 0 BE 10 mm MATERIALS OFF THE SITE TO A LOCATION APPROVED BY THE 2. ANY AMBIGUITY IN THIS DRAWING OR ACCOMPANYING DETAILS IS Tof ROCK WALL PROJECT
& CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGES T0 DEPARTMENTAL REPRESENTATIVE. BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR BANEE NATIONAL PARK
330 mm X 330 mm BLACK GALVANIZED " UNDER OR ABOVE GROUND SERVICES 5. CONTRACTOR IS RESPONSIBLE FOR GENERAL SITE CLEANUP. DIRECTION.  THE CONTRACTOR IS NOT TO PROCEED IN
CONCRETE SINGLE FLUE CAP — GELCO 13907 ) ) 6. CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO LANDSCAPED UNCERTAINTY.
CHIMNEY CROWN Ban) GALVANIZED CAP MOUNTING BRACKETS AREAS AND MUST MAKE ALL NECESSARY RESTORATIONS AND 3. LIMITS OF THE WORK ARE TO BE CLEARLY UNDERSTOOD BY THE
~ COPPERFIELD 13407 REPAIRS, TO THE SATISFACTION OF THE DEPARTMENTAL CONTRACTOR PRIOR TO ANY WORK TAKING PLACE ON SITE. THE
REPRESENTATIVE. CONTRACTOR IS TO CONTACT THE DEPARTMENTAL REPRESENTATIVE
7. CONTRACTOR IS RESPONSIBLE FOR ALL CONSTRUCTION METHODS FOR CLARIFICATION IF REQUIRED.
Drawing fitle/Titre du dessin
4. THE CONTRACTOR IS TO VERIFY ALL DIMENSIONS AND REPORT ANY
RMITS AND_STANDAR ISCREPANCIES TO DEPARTMENTAL REPRESENTATIVE.
1.7 AL ANCLLARY WORK NORMALLY ASSOCIATED WIH THIS TYPE OF l:LSLCMiASU(l:?E;EN?'SDiRE N fAILu:-AETiESEzﬁlLESSV(}):mERMSE FIRESIDE DAY USE AREA
CONSTRUCTION SHALL BE DEEMED TO BE PART OF THE CONTRACT. = (oo oo FIREPLACE
REPLACE MISSING AND
DAMAGED STONES
REPOINT LOOSE MORTAR T
L 70 MATCH EXISTNG 23
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SCOPE OF WORK

A. REPLACE MISSING STONE ~ 600 mm LENGTH X 150 mm WIDTH X 150 mm HEIGHT.
REPLACE STONE AND REPAIR MORTAR

REPLACE MISSING STONE ~ 2.5 I.m. LENGTH X 200 mm WIDTH X 300 mm HEIGHT.
REPLACE STONE AND REPAIR MORTAR

OPENING OF PATH REPLACE MISSING STONE 50-100 mm LENGTH X 50 mm WIDTH X
100-150 mm HEIGHT (BOTH SIDES). REPLACE STONE AND REPAR MORTAR
REPLACE MISSING STONE ~ 300 mm LENGTH X 250 mm WIDTH X 100 mm HEIGHT.
REPLACE STONE AND REPAIR MORTAR

REPLACE MISSING STONE ~ 150 mm LENGTH X 50 mm WIDTH X 50 mm HEIGHT.
REPLACE STONE AND REPAIR MORTAR

REPLACE MISSING STONE ~ 2.0 I.m. LENGTH X 150 mm WIDTH X 200 mm HEIGHT.
REPLACE STONE AND REPAIR MORTAR

REPLACE MISSING STONE ~ 600 mm LENGTH X 150 mm WIDTH X 150 mm HEIGHT.
REPLACE STONE AND REPAIR MORTAR

REPLACE MISSING STONE ~ 600 mm LENGTH X 150 mm WIDTH X 150 mm HEIGHT.
REPLACE STONE AND REPAIR MORTAR

®

©

=

m

m

23

B

IS FUNCTIONING AND INTACT.
J. REPLACE MISSING STONE ~ 300 mm LENGTH X 250 mm WIDTH X 100 mm HEIGHT.
REPLACE STONE AND REPAIR MORTAR

OVERALL WORK

~ REPOINT LOOSE MORTAR - MATCH EXISTING
~ TOTAL WALL LENGTH 125 I.m.

VARIES - MATCH
EXISTING HEIGHT_,

. SEAM REPAIR — REPOINT LOOSE MORTAR, ENSURE ASPHALT IMPREGNATED FIBRE BOARD

/— FINISH GRADE

NOTE:

1) ALL WORK FOR THIS CONTRACT IS BASED ON
THE ASSUMPTION THE WALL FOUNDATION IS IN

GOOD SHAPE

2) ANY FOUNDATION WORK WILL BE APPROVED

BY DEPARTMENTAL REPRESENTATIVE PRIOR TO

MOVING FORWARD WITH CONSTRUCTION

NATURAL STONE WALL - SECTION

Scale: 1:20

MASONRY NOTES:

. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE,
. MASONRY:
— MORTAR TYPE S - REFER TO SPECIFICATIONS
. THE WORK SHALL BE DONE IN ACCORDANCE WITH THE FOLLOWING
STANDARDS:

~

w

— MASONRY: CSA A371-14 MASONRY
CONSTRUCTION FOR BUILDING
MATERIALS SHALL MEET THE FOLLOWING SPECIFICATIONS:
— MORTAR AND GROUT: CSA A179-14, MORTAR AND
GROUT FOR UNIT MASONRY
— REINFORCED STEEL: CAN/CSA G30. 18-09, GRADE
400
. NORMAL JOINT SIZE TO BE 10 mm
. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGES TO
UNDER OR ABOVE GROUND SERVICES.

bl

o v

SEAM REPAIR - ENSURE ASPHALT
IMPREGNATED FIBRE BOARD IS
FUNCTIONING AND INTACT

GENERAL NOTES:

SITE_WORK
. CONTRACTOR TO CALL ALBERTA ONE CALL AT 1-800-242-3447,
AND ALL OTHER UTILITIES, AS REQUIRED, TO HAVE EXISTING
UTILITIES LOCATED PRIOR TO START OF ANY CONSTRUCTION.

. CONTRACTOR IS TO VISIT THE SITE TO CONFIRM ALL SITE
CONDITIONS PRIOR TO SUBMITTING BIDS. ANY DISCREPANCIES ARE
TO BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR
CLARIFICATION.

. CONTRACTOR IS RESPONSIBLE FOR THE HOARDING OF ALL TREES
WITHIN OR ADJACENT TO CONSTRUCTION AREAS, TO THE
SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE.

. CONTRACTOR IS RESPONSIBLE FOR HAULING OF ALL EXCESS
MATERIALS OFF THE SITE TO A LOCATION APPROVED BY THE
DEPARTMENTAL REPRESENTATIVE.

. CONTRACTOR IS RESPONSIBLE FOR GENERAL SITE CLEANUP.

. CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO LANDSCAPED
AREAS AND MUST MAKE ALL NECESSARY RESTORATIONS AND
REPAIRS, TO THE SATISFACTION OF THE DEPARTMENTAL
REPRESENTATIVE.

. CONTRACTOR IS RESPONSIBLE FOR ALL CONSTRUCTION METHODS
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~

PERMITS AND _STANDARDS
1. ALL ANCILLARY WORK NORMALLY ASSOCIATED WITH THIS TYPE OF
CONSTRUCTION SHALL BE DEEMED TO BE PART OF THE CONTRACT.

e — mr——

/— W-BEAM GUARDRAIL CONTRACTOR

TO ENSURE NO DAMAGE. IF DAMAGE

DOES OCCUR CONTRACTOR TO

REPAIR/REPLACE AS REQUIRED
=y

MATERIALS

1. THE CONTRACTOR SHALL SUPPLY ALL MATERIAL IN QUANTITIES
SUFFICIENT TO COMPLETE THE WORK SHOWN ON THE DRAWINGS.
ANY DISCREPANCIES IN QUANTITIES SHALL BE REPORTED TO THE
DEPARTMENTAL REPRESENTATIVE FOR DIRECTION.

2. NO SUBSTITUTION OF MATERIAL, PRODUCTS OR QUANTITIES SHALL
BE PERMITTED WITHOUT PRIOR CONSENT OF THE DEPARTMENTAL
REPRESENTATIVE.

GENERAL

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH THE WRITTEN
SPECIFICATIONS, DRAWINGS AND DETAILS FOR THIS PROJECT.

2. ANY AMBIGUITY IN THIS DRAWING OR ACCOMPANYING DETAILS IS TO
BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR
DIRECTION.  THE CONTRACTOR IS NOT TO PROCEED IN
UNCERTAINTY.

3. LIMITS OF THE WORK ARE TO BE CLEARLY UNDERSTOOD BY THE
CONTRACTOR PRIOR TO ANY WORK TAKING PLACE ON SITE. THE
CONTRACTOR IS TO CONTACT THE DEPARTMENTAL REPRESENTATIVE
FOR CLARIFICATION IF REQUIRED.

4. THE CONTRACTOR IS TO VERIFY ALL DIMENSIONS AND REPORT ANY
DISCREPANCIES TO DEPARTMENTAL REPRESENTATIVE.

5. ALL MEASUREMENTS ARE IN MILLIMETRES UNLESS OTHERWISE
SPECIFIED.

This drawing has been prepared for the use of AECOM's client and may not
be used, reproduced or relied upon by third parties, except as agreed by
AECOM and its client, as required by law or for use by governmental
reviewing agencies. AECOM accepts no responsibility, and denies any liability
whatsoever, to any party that modifies this drawing without AECOM's express
written consent. Do not scale this document. All measurements must be
obtained from stated dimensions.
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SCOPE OF WORK

A. REPLACE MISSING STONE ~ 400 mm LENGTH X 100 mm WDTH X 50 mm HEIGHT.

REPLACE ROCK AND REPAIR MORTAR

REPLACE MISSING STONE ~ 250 mm LENGTH X 50 mm WIDTH X 300 mm HEIGHT.

REPLACE ROCK AND REPAIR MORTAR

REPLACE MISSING STONE ~ 1.0 I.m. LENGTH X 500 mm WIDTH X 150 mm HEIGHT.

REPLACE ROCK AND REPAIR MORTAR

REMOVE SPALLING PORTION OF ROCK AND REPLACE WITH SINGLE ROCK TO FILL VOID

AND MORTAR

. REPLACE MISSING STONE ~ 75 mm LENGTH X 25 mm WIDTH X 50 mm HEIGHT.
REPLACE ROCK AND REPAIR MORTAR

. REPOINT LOOSE MORTAR — MATCH EXISTING

OVERALL WORK

~ REPOINT LOOSE MORTAR — MATCH EXISTING
— TOTAL WALL LENGTH ~ 40 L.m

w

o

e

m

-

MASONRY NOTES:

. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE,

2. MASONRY:

[

IS

o v

— MORTAR TYPE S - REFER TO SPECIFICATIONS

. THE WORK SHALL BE DONE IN ACCORDANCE WITH THE FOLLOWING

STANDARDS:
— MASONRY: CSA A371-14 MASONRY
CONSTRUCTION FOR BUILDING

. MATERIALS SHALL MEET THE FOLLOWING SPECIFICATIONS:

— MORTAR AND GROUT: CSA A179-14, MORTAR AND
GROUT FOR UNIT MASONRY

— REINFORCED STEEL: CAN/CSA G30. 18-09, GRADE
400

. NORMAL JOINT SIZE TO BE 10 mm
. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGES TO

UNDER OR ABOVE GROUND SERVICES.

CENERAL NOTES:

SITE_WORK

. CONTRACTOR TO CALL ALBERTA ONE CALL AT 1-800-242-3447,
AND ALL OTHER UTILITIES, AS REQUIRED, TO HAVE EXISTING
UTILITIES LOCATED PRIOR TO START OF ANY CONSTRUCTION.
CONTRACTOR IS TO VISIT THE SITE TO CONFIRM ALL SITE
CONDITIONS PRIOR TO SUBMITTING BIDS. ANY DISCREPANCIES ARE
TO BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR
CLARIFICATION.

CONTRACTOR IS RESPONSIBLE FOR THE HOARDING OF ALL TREES
WITHIN OR ADJACENT TO CONSTRUCTION AREAS, TO THE
SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE.

. CONTRACTOR IS RESPONSIBLE FOR HAULING OF ALL EXCESS
MATERIALS OFF THE SITE TO A LOCATION APPROVED BY THE
DEPARTMENTAL REPRESENTATIVE.

CONTRACTOR IS RESPONSIBLE FOR GENERAL SITE CLEANUP.
CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO LANDSCAPED
AREAS AND MUST MAKE ALL NECESSARY RESTORATIONS AND
REPARS, TO THE SATISFACTION OF THE DEPARTMENTAL
REPRESENTATIVE.

CONTRACTOR IS RESPONSIBLE FOR ALL CONSTRUCTION METHODS

N

“

IS

o o
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PERMITS_AND_STANDARDS
1. ALL ANCILLARY WORK NORMALLY ASSOCIATED WITH THIS TYPE OF

CONSTRUCTION SHALL BE DEEMED TO BE PART OF THE CONTRACT.

MATERIALS

1. THE CONTRACTOR SHALL SUPPLY ALL MATERIAL IN QUANTITIES
SUFFICIENT TO COMPLETE THE WORK SHOWN ON THE DRAWINGS.
ANY DISCREPANCIES IN QUANTITIES SHALL BE REPORTED TO THE
DEPARTMENTAL REPRESENTATIVE FOR DIRECTION.

NO SUBSTITUTION OF MATERIAL, PRODUCTS OR QUANTITIES SHALL
BE PERMITTED WITHOUT PRIOR CONSENT OF THE DEPARTMENTAL
REPRESENTATIVE.

»

GENERAL

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH THE WRITTEN
SPECIFICATIONS, DRAWINGS AND DETAILS FOR THIS PROJECT.

. ANY AMBIGUITY IN THIS DRAWING OR ACCOMPANYING DETAILS IS TO

BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR

DIRECTION. THE CONTRACTOR IS NOT TO PROCEED IN

UNCERTAINTY.

LIMITS OF THE WORK ARE TO BE CLEARLY UNDERSTOOD BY THE

CONTRACTOR PRIOR TO ANY WORK TAKING PLACE ON SITE. THE

CONTRACTOR IS TO CONTACT THE DEPARTMENTAL REPRESENTATIVE

FOR CLARIFICATION IF REQUIRED.

THE CONTRACTOR IS TO VERIFY ALL DIMENSIONS AND REPORT ANY

DISCREPANCIES TO DEPARTMENTAL REPRESENTATIVE.

ALL MEASUREMENTS ARE IN MILLIMETRES UNLESS OTHERWISE

SPECIFIED.
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This drawing has been prepared for the use of AECOM's client and may not
be used, reproduced or relied upon by third parties, except as agreed by
AECOM and its client, as required by law or for use by governmental
reviewing agencies. AECOM accepts no responsibility, and denies any liability
whatsoever, to any party that modifies this drawing without AECOM's express
written consent. Do not scale this document. All measurements must be
obtained from stated dimensions.
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SCOPE OF WORK

A. STONE LOOSE ADJACENT TO THE MISSING STONE, REPOINT LOOSE MORTAR - MATCH
EXISTING

. REPLACE MISSING TOP STONE ON THE CORNER OF THE WALL AND REPAR WITH MORTAR

REPLACE TWO MISSING STONES, RUNDLE SLAB SURFACE TREATMENT

. SMALL PIECE OF UP—STAND WALL MISSING STONE. REPLACE ROCK AND REPAIR MORTAR

. REPOINT LOOSE MORTAR - MATCH EXISTING

OVERALL WORK

~ MINIMAL AMOUNTS OF MORTAR CRACKING.

moowm

MASONRY NOTES:

1.

g

“w

bl

oo

ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE,
MASONRY:
— MORTAR TYPE S — REFER TO SPECIFICATIONS
THE WORK SHALL BE DONE IN ACCORDANCE WITH THE FOLLOWING
STANDARDS:
~ MASONRY: CSA A371-14 MASONRY
CONSTRUCTION FOR BUILDING
MATERIALS SHALL MEET THE FOLLOWING SPECIFICATIONS:
— MORTAR AND GROUT: CSA A179-14, MORTAR AND
GROUT FOR UNIT MASONRY
— REINFORCED STEEL: CAN/CSA G30. 18-09, GRADE
400
NORMAL JOINT SIZE TO BE 10 mm
CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGES TO
UNDER OR ABOVE GROUND SERVICES.

GENERAL NOTES:

SITE_WORK

. CONTRACTOR TO CALL ALBERTA ONE CALL AT 1-800-242-3447,
AND ALL OTHER UTILITIES, AS REQUIRED, TO HAVE EXISTING
UTILITES LOCATED PRIOR TO START OF ANY CONSTRUCTION.
CONTRACTOR IS TO VISIT THE SITE TO CONFIRM ALL SITE
CONDITIONS PRIOR TO SUBMITTING BIDS. ANY DISCREPANCIES ARE
TO BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR
CLARIFICATION.

CONTRACTOR IS RESPONSIBLE FOR THE HOARDING OF ALL TREES
WITHIN OR ADJACENT TO CONSTRUCTION AREAS, TO THE
SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE.
CONTRACTOR IS RESPONSIBLE FOR HAULING OF ALL EXCESS
MATERIALS OFF THE SITE TO A LOCATION APPROVED BY THE
DEPARTMENTAL REPRESENTATIVE.

CONTRACTOR IS RESPONSIBLE FOR GENERAL SITE CLEANUP.
CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO LANDSCAPED
AREAS AND MUST MAKE ALL NECESSARY RESTORATIONS AND
REPAIRS, TO THE SATISFACTION OF THE DEPARTMENTAL
REPRESENTATIVE.

CONTRACTOR IS RESPONSIBLE FOR ALL CONSTRUCTION METHODS
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PERMITS AND STANDARI
1. ALL ANCILLARY WORK NORMALLY ASSOCIATED WITH THIS TYPE OF

CONSTRUCTION SHALL BE DEEMED TO BE PART OF THE CONTRACT.

MATERIA

1. THE CONTRACTOR SHALL SUPPLY ALL MATERIAL IN QUANTITIES
SUFFICIENT TO COMPLETE THE WORK SHOWN ON THE DRAWINGS.
ANY DISCREPANCIES IN QUANTITIES SHALL BE REPORTED TO THE
DEPARTMENTAL REPRESENTATIVE FOR DIRECTION.

2. NO SUBSTITUTION OF MATERIAL, PRODUCTS OR QUANTITIES SHALL
BE PERMITTED WITHOUT PRIOR CONSENT OF THE DEPARTMENTAL
REPRESENTATIVE.

GENERAL

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH THE WRITTEN
SPECIFICATIONS, DRAWINGS AND DETAILS FOR THIS PROJECT.

2. ANY AMBIGUITY IN THIS DRAWING OR ACCOMPANYING DETAILS IS TO
BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR
DIRECTION.  THE CONTRACTOR IS NOT TO PROCEED IN
UNCERTAINTY.

3. LIMITS OF THE WORK ARE TO BE CLEARLY UNDERSTOOD BY THE
CONTRACTOR PRIOR TO ANY WORK TAKING PLACE ON SITE. THE
CONTRACTOR IS TO CONTACT THE DEPARTMENTAL REPRESENTATIVE
FOR CLARIFICATION IF REQUIRED.

4. THE CONTRACTOR IS TO VERIFY ALL DIMENSIONS AND REPORT ANY
DISCREPANCIES TO DEPARTMENTAL REPRESENTATIVE.

5. ALL MEASUREMENTS ARE IN MILLIMETRES UNLESS OTHERWISE
SPECIFIED.

This drawing has been prepared for the use of AECOM's client and may not
be used, reproduced or relied upon by third parties, except as agreed by
AECOM and its client, as required by law or for use by governmental
reviewing agencies. AECOM accepts no responsibility, and denies any liability
whatsoever, to any party that modifies this drawing without AECOM's express
written consent. Do not scale this document. All measurements must be
obtained from stated dimensions.
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This drawing has been prepared for the use of AECOM's client and may not
be used, reproduced or relied upon by third parties, except as agreed by
AECOM and its client, as required by law or for use by governmental
reviewing agencies. AECOM accepts no responsibility, and denies any liability
whatsoever, to any party that modifies this drawing without AECOM's express
written consent. Do not scale this document. All measurements must be
obtained from stated dimensions.
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SCOPE OF WORK

— COMPLETE RECONSTRUCTION REQUIRED, REMOVE WALL AND REBUILD WITH EXISTING ROCK
(28.0 Lm. X 1,200 mm HEIGHT X 450-750 mm WDTH)

— REBUILD 6.0 I.m. SECTION OF THE WALL BETWEEN 300-350 mm HIGHER TO RETAIN
SOIL BEHIND

— SECTION NEXT TO GARAGE WAS IN GOOD CONDITION, REPOINT LOOSE MORTAR - MATCH
EXISTING ~ 6.0 I.m.

~ WALL HEIGHT 900-1200 mm BESIDE GARAGE ~ 750 mm

— TOTAL WALL LENGTH ~ 34 L.m.
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SITE_WORK MATERIALS
v 1. CONTRACTOR TO CALL ALBERTA ONE CALL AT 1-800-242-3447, 1. THE CONTRACTOR SHALL SUPPLY ALL MATERIAL IN QUANTITIES Project fitle/Titre du projet
_F 3 AND ALL OTHER UTILITIES, AS REQUIRED, TO HAVE EXISTING SUFFICIENT TO COMPLETE THE WORK SHOWN ON THE DRAWINGS.
4 1.0 m NATURAL ROCK UTUTIES LOCATED PRIOR TO START OF ANY GONSTRUCTION. ANY DISCREPANCIES IN QUANTITIES SHALL BE REPORTED TO THE ROCK WALL PROJECT
2 < WAL REFER T0 DETALL BATIER 50 mm FOR EVERY 300 2. CONTRACTOR IS TO VISIT THE SITE TO CONFIRM ALL SITE DEPARTMENTAL REPRESENTATIVE FOR DIRECTION. BANFF NATIONAL PARK
< S THIS SHEET oo OF HEIGHT :gN:Eng:o:igRTLOTiiEg‘ETPﬂA’;iMEEE;L ;Z;Rfé‘s;:f:%\c;‘iz;% 2. NO SUBSTITUTION OF MATERIAL, PRODUCTS OR QUANTITIES SHALL
S BE PERMITTED WITHOUT PRIOR CONSENT OF THE DEPARTMENTAL
= , PARKS CANADA FINISH GRADE - 150 mm DEPTH CLARIFICATION. REPRESENTATIVE
= ir- RESIDENCE TOPSOIL AND SOD — MATCH EXISTING
Z B SOD ON ADJACENT PROPERTY 3. CONTRACTOR IS RESPONSIBLE FOR THE HOARDING OF ALL TREES
= WITHIN OR ADJACENT TO CONSTRUCTION AREAS, TO THE GENERAL
= APPROX DEPTH £ 7 SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE. 1. THIS DRAWNG IS TO BE READ IN CONJUNCTION WITH THE WRITTEN  florowing titie/Titre du dessin
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4 EXISTING DRIVEWAY é SPD. DEPARTMENTAL REPRESENTATIVE. BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR ROCK WALL
E \ S R 5. CONTRACTOR IS RESPONSIBLE FOR GENERAL SITE CLEANUP. DIRECTION.  THE CONTRACTOR IS NOT TO PROCEED IN
2 X — 6. CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO LANDSCAPED UNCERTAINTY.
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SCOPE OF WORK
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OVERALL WORK

. SIDE OF BUILDING WALL # — TAKE DOWN AND REBUILD WITH PISA2Z MODULAR BLOCK IN
FRONT OF SPRUCE TREE. WALL HEIGHT ~ 300 mm. ~ 12 IL.m. (REFER TO
MANUFACTURERS SPECIFICATIONS)

. SIDE OF BUILDING WALL # — FILL MATERIAL ~ 5.0 m LENGTH X 1.0 m WIDTH X 0.45 m

. FRONT OF BUILDING WALL #2 — TAKE DOWN AND REBUILD WITH PISA2 MODULAR BLOCK.
WALL HEIGHT ~ 300-350 mm (REFER TO MANUFACTURERS SPECIFICATIONS)

. FRONT OF BUILDING WALL #3 — TAKE DOWN AND REBUILD WITH PISA2 MODULAR BLOCK.
WALL HEIGHT ~ 250-600 mm (REFER TO MANUFACTURERS SPECIFICATIONS)

. BACK OF BUILDING WALL #4 — TAKE DOWN AND REBUILD WITH PISA2 MODULAR BLOCK.
WALL HEIGHT ~ 300-350 mm (REFER TO MANUFACTURERS SPECIFICATIONS)

— REMOVE ROCK WALL, AND REBUILD USING PISA2 MODULAR BLOCK RETAINING WALL
MATERIAL. CONTRACTOR TO STORE ALL ROCK AND RE-USE ON OTHER SITES

WALL #4

DEPARTMENTAL REPRESENTATIVE
TO SELECT AND APPROVE STARR

3 LOCATION ON SITE
b

553 MARMO;STREET PLAN
0 Scale: 1:300

125 25
m IMAGE SOURCE: GOOGLE

Side of uildin

GENERAL NOTES

SITE_WORK

1. CONTRACTOR TO CALL ALBERTA ONE CALL AT 1-800-242-3447,
AND ALL OTHER UTILITIES, AS REQUIRED, TO HAVE EXISTING
UTILITIES LOCATED PRIOR TO START OF ANY CONSTRUCTION.

2. CONTRACTOR IS TO VISIT THE SITE TO CONFIRM ALL SITE
CONDITIONS PRIOR TO SUBMITTING BIDS. ANY DISCREPANCIES ARE
TO BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR
CLARIFICATION.

3. CONTRACTOR IS RESPONSIBLE FOR THE HOARDING OF ALL TREES
WITHIN OR ADJACENT TO CONSTRUCTION AREAS, TO THE
SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE.

4. CONTRACTOR IS RESPONSIBLE FOR HAULING OF ALL EXCESS
MATERIALS OFF THE SITE TO A LOCATION APPROVED BY THE
DEPARTMENTAL REPRESENTATIVE.

5. CONTRACTOR IS RESPONSIBLE FOR GENERAL SITE CLEANUP.

6. CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO LANDSCAPED
AREAS AND MUST MAKE ALL NECESSARY RESTORATIONS AND
REPAIRS, TO THE SATISFACTION OF THE DEPARTMENTAL
REPRESENTATIVE.

7. CONTRACTOR IS RESPONSIBLE FOR ALL CONSTRUCTION METHODS

PERMITS AND STANDARDS
1. ALL ANCILLARY WORK NORMALLY ASSOCIATED WITH THIS TYPE OF

CONSTRUCTION SHALL BE DEEMED TO BE PART OF THE CONTRACT.

Front of Building

MATERIALS

1. THE CONTRACTOR SHALL SUPPLY ALL MATERIAL IN QUANTITIES
SUFFICIENT TO COMPLETE THE WORK SHOWN ON THE DRAWINGS.
ANY DISCREPANCIES IN QUANTITIES SHALL BE REPORTED TO THE
DEPARTMENTAL REPRESENTATIVE FOR DIRECTION.

2. NO SUBSTITUTION OF MATERIAL, PRODUCTS OR QUANTITIES SHALL
BE PERMITTED WITHOUT PRIOR CONSENT OF THE DEPARTMENTAL
REPRESENTATIVE.

GENERAL

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH THE WRITTEN
SPECIFICATIONS, DRAWINGS AND DETAILS FOR THIS PROJECT.

2. ANY AMBIGUITY IN THIS DRAWING OR ACCOMPANYING DETAILS IS TO
BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR
DIRECTION.  THE CONTRACTOR IS NOT TO PROCEED IN
UNCERTAINTY.

3. LIMITS OF THE WORK ARE TO BE CLEARLY UNDERSTOOD BY THE
CONTRACTOR PRIOR TO ANY WORK TAKING PLACE ON SITE. THE
CONTRACTOR IS TO CONTACT THE DEPARTMENTAL REPRESENTATIVE
FOR CLARIFICATION IF REQUIRED.

4. THE CONTRACTOR IS TO VERIFY ALL DIMENSIONS AND REPORT ANY
DISCREPANCIES TO DEPARTMENTAL REPRESENTATIVE.

5. ALL MEASUREMENTS ARE IN MILLIMETRES UNLESS OTHERWISE
SPECIFIED.

This drawing has been prepared for the use of AECOM's client and may not

be used, reproduced or relied upon by third parties, except as agreed by
AECOM and its client, as required by law or for use by governmental

reviewing agencies. AECOM accepts no responsibility, and denies any liability
whatsoever, to any party that modifies this drawing without AECOM's express
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SCOPE OF WORK

A. REPAR MISSING STONE AT TOP OF CAIRN - PARKS CANADA HAS MISSING STONE FOR
THIS CAIRN. REPLACE ROCK AND REPAIR MORTAR.

B. REPOINT LOOSE MORTAR — MATCH EXISTING

C. MASONRY RESTORATION AND CLEANING OF CAIRN - REFER TO SPECIFICATIONS

MASONRY NOTES:

. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE,

2. MASONRY:

o

>

oo

~ MORTAR TYPE S — REFER TO SPECIFICATIONS
THE WORK SHALL BE DONE IN ACCORDANCE WITH THE FOLLOWING
STANDARDS:
~ MASONRY: CSA A371-14 MASONRY
CONSTRUCTION FOR BUILDING
MATERIALS SHALL MEET THE FOLLOWING SPECIFICATIONS:
~ MORTAR AND GROUT: CSA A179-14, MORTAR AND
GROUT FOR UNIT MASONRY
~ REINFORCED STEEL: CAN/CSA G30. 18-08, GRADE
400
NORMAL JOINT SIZE TO BE 10 mm
CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGES TO
UNDER OR ABOVE GROUND SERVICES.

GENERAL NOTES:

SITE_WORK

1. CONTRACTOR TO CALL ALBERTA ONE CALL AT 1-800-242-3447,
AND ALL OTHER UTILITIES, AS REQUIRED, TO HAVE EXISTING
UTILITIES LOCATED PRIOR TO START OF ANY CONSTRUCTION.

2. CONTRACTOR IS TO VISIT THE SITE TO CONFIRM ALL SITE

CONDITIONS PRIOR TO SUBMITTING BIDS. ANY DISCREPANCIES ARE

TO BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR

CLARIFICATION.

CONTRACTOR IS RESPONSIBLE FOR THE HOARDING OF ALL TREES

WITHIN OR ADJACENT TO CONSTRUCTION AREAS, TO THE

SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE.

CONTRACTOR IS RESPONSIBLE FOR HAULING OF ALL EXCESS

MATERIALS OFF THE SITE TO A LOCATION APPROVED BY THE

DEPARTMENTAL REPRESENTATIVE.

CONTRACTOR IS RESPONSIBLE FOR GENERAL SITE CLEANUP.

CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO LANDSCAPED

AREAS AND MUST MAKE ALL NECESSARY RESTORATIONS AND

REPAIRS, TO THE SATISFACTION OF THE DEPARTMENTAL

REPRESENTATIVE.

. CONTRACTOR IS RESPONSIBLE FOR ALL CONSTRUCTION METHODS

o

>~

o o

~

PERMITS AND STANDARI
1. ALL ANCILLARY WORK NORMALLY ASSOCIATED WITH THIS TYPE OF

CONSTRUCTION SHALL BE DEEMED TO BE PART OF THE CONTRACT.

MATERIALS

1. THE CONTRACTOR SHALL SUPPLY ALL MATERIAL IN QUANTITIES
SUFFICIENT TO COMPLETE THE WORK SHOWN ON THE DRAWINGS.
ANY DISCREPANCIES IN QUANTITIES SHALL BE REPORTED TO THE
DEPARTMENTAL REPRESENTATIVE FOR DIRECTION.

2. NO SUBSTITUTION OF MATERIAL, PRODUCTS OR QUANTITIES SHALL
BE PERMITTED WITHOUT PRIOR CONSENT OF THE DEPARTMENTAL
REPRESENTATIVE.

GENERAL

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH THE WRITTEN
SPECIFICATIONS, DRAWINGS AND DETAILS FOR THIS PROJECT.

2. ANY AMBIGUITY IN THIS DRAWING OR ACCOMPANYING DETAILS IS TO
BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR
DIRECTION. ' THE CONTRACTOR IS NOT TO PROCEED IN
UNCERTAINTY.

3. UMITS OF THE WORK ARE TO BE CLEARLY UNDERSTOOD BY THE
CONTRACTOR PRIOR TO ANY WORK TAKING PLACE ON SITE. THE
CONTRACTOR IS TO CONTACT THE DEPARTMENTAL REPRESENTATIVE
FOR CLARIFICATION IF REQUIRED.

4. THE CONTRACTOR IS TO VERIFY ALL DIMENSIONS AND REPORT ANY
DISCREPANCIES TO DEPARTMENTAL REPRESENTATIVE.

5. ALL MEASUREMENTS ARE IN MILLIMETRES UNLESS OTHERWISE
SPECIFIED.

This drawing has been prepared for the use of AECOM's client and may not
be used, reproduced or relied upon by third parties, except as agreed by
AECOM and its client, as required by law or for use by governmental
reviewing agencies. AECOM accepts no responsibility, and denies any liability
whatsoever, to any party that modifies this drawing without AECOM's express
written consent. Do not scale this document. All measurements must be
obtained from stated dimensions.
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This drawing has been prepared for the use of AECOM's client and may not
be used, reproduced or relied upon by third parties, except as agreed by
AECOM and its client, as required by law or for use by governmental
reviewing agencies. AECOM accepts no responsibility, and denies any liability
whatsoever, to any party that modifies this drawing without AECOM's express
written consent. Do not scale this document. All measurements must be
obtained from stated dimensions.

SCOPE OF WORK

REPLACE MISSING STONE ~ 350 mm LENGTH X 200 mm WIDTH X 75 mm HEIGHT.

REPLACE STONE AND REPAIR MORTAR

. REPLACE MISSING STONE ~ 350 mm LENGTH X 100 mm WIDTH X 75 mm HEIGHT.
REPLACE STONE AND REPAIR MORTAR

. REPLACE MISSING STONE ~ 350 mm LENGTH X 200 mm WIDTH X 75 mm HEIGHT.
REPLACE STONE AND REPAIR MORTAR

. REPLACE FIRE BRICK 2-3 COURSES OF 38-50 mm THICK

. REPLACE METAL LINTEL WITH 8 mm THICK PLATE, SIZED TO MATCH EXISTING. EXTEND
MIN. 200 mm EACH SIDE OF OPENING. BLACK PAINTED GALVANIZED STEEL FINISH

. REAR OF CHIMNEY - REPOINT LOOSE MORTAR - MATCH EXISTING

. REPLACE MISSING STONE ~ 350 mm LENGTH X 200 mm WIDTH X 75 mm HEIGHT.
REPLACE STONE AND REPAIR MORTAR

. REPOINT LOOSE MORTAR - MATCH EXISTING

OVERALL WORK

— REPOINT LOOSE MORTAR — MATCH EXISTING
— REPOINT CHIMNEY — MORTAR IN POOR CONDITION
— RESTORATION AND CLEANING OF WALL — REFER TO SPECIFICATIONS

A

>
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mo
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SCOPE OF WORK

>

REPLACE MISSING STONE ~ 100 mm LENGTH X 50 mm WIDTH X 50 mm HEIGHT.

REPLACE AND REPAIR MORTAR

REPLACE MISSING STONE — 400 mm LENGTH X 250 mm WIDTH X 100 mm HEIGHT.

REPLACE AND REPAIR MORTAR

REPLACE TWO MISSING STONES ~ 100 mm LENGTH X 75 mm WIDTH X 50 mm HEIGHT

AND 200 mm LENGTH X 250 mm WIDTH X 75 mm HEIGHT. REPLACE AND REPAIR

MORTAR

REPLACE MISSING STONE ~ 100 mm LENGTH X 75 mm WIDTH X 50 mm HEIGHT.

REPLACE AND REPAIR MORTAR

. REPLACE MISSING STONE ~ 75 mm LENGTH X 100 mm WIDTH X 50 mm
HEIGHT.REPLACE AND REPAIR MORTAR

. REPLACE MISSING STONE ~ 75 mm LENGTH X 100 mm WIDTH X 50 mm

HEIGHT.REPLACE AND REPAIR MORTAR

REPLACE FIVE MISSING SLABS ~ 50 mm LENGTH X 250-300 mm WIDTH X 200-250

mm HEIGHT. REPLACE AND REPAIR MORTAR

REPOINT LOOSE MORTAR - MATCH EXISTING ~ 40.0 I.m. OF WALL IN NEED OF MORTAR

REPARR

OVERALL WORK

izl

o

m

-

©

x

— REAR OF WALL ~ 2000-6000 mm TALL
~ TOTAL WALL LENGTH 60 I.m.

MASONRY NOTES:

. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE,

2. MASONRY:

o

EN

L]

— MORTAR TYPE S — REFER TO SPECIFICATIONS

. THE WORK SHALL BE DONE IN ACCORDANCE WITH THE FOLLOWING

STANDARDS:
~ MASONRY: CSA A371-14 MASONRY
CONSTRUCTION FOR BUILDING

. MATERIALS SHALL MEET THE FOLLOWING SPECIFICATIONS:

— MORTAR AND GROUT: CSA A179-14, MORTAR AND
GROUT FOR UNIT MASONRY
— REINFORCED STEEL: CAN/CSA G30. 18-09, GRADE
400

NORMAL JOINT SIZE TO BE 10 mm

. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGES TO

UNDER OR ABOVE GROUND SERVICES.

GENERAL NOTES:

SITE_WORK
. CONTRACTOR TO CALL ALBERTA ONE CALL AT 1-800-242-3447,
AND ALL OTHER UTILITIES, AS REQUIRED, TO HAVE EXISTING
UTILITIES LOCATED PRIOR TO START OF ANY CONSTRUCTION.

. CONTRACTOR IS TO VISIT THE SITE TO CONFIRM ALL SITE
CONDITIONS PRIOR TO SUBMITTING BIDS. ANY DISCREPANCIES ARE
TO BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR
CLARIFICATION.

. CONTRACTOR IS RESPONSIBLE FOR THE HOARDING OF ALL TREES
WITHIN OR ADJACENT TO CONSTRUCTION AREAS, TO THE
SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE.

. CONTRACTOR IS RESPONSIBLE FOR HAULING OF ALL EXCESS
MATERIALS OFF THE SITE TO A LOCATION APPROVED BY THE
DEPARTMENTAL REPRESENTATIVE.

. CONTRACTOR IS RESPONSIBLE FOR GENERAL SITE CLEANUP.

. CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO LANDSCAPED
AREAS AND MUST MAKE ALL NECESSARY RESTORATIONS AND
REPAIRS, TO THE SATISFACTION OF THE DEPARTMENTAL
REPRESENTATIVE.

. CONTRACTOR IS RESPONSIBLE FOR ALL CONSTRUCTION METHODS

>

o

ES

o v

~

PERMITS AND STANDAR
1. ALL ANCILLARY WORK NORMALLY ASSOCIATED WITH THIS TYPE OF

CONSTRUCTION SHALL BE DEEMED TO BE PART OF THE CONTRACT.

MATERIALS

1. THE CONTRACTOR SHALL SUPPLY ALL MATERIAL IN QUANTITIES
SUFFICIENT TO COMPLETE THE WORK SHOWN ON THE DRAWINGS.
ANY DISCREPANCIES IN QUANTITIES SHALL BE REPORTED TO THE
DEPARTMENTAL REPRESENTATIVE FOR DIRECTION.

2. NO SUBSTITUTION OF MATERIAL, PRODUCTS OR QUANTITIES SHALL
BE PERMITTED WITHOUT PRIOR CONSENT OF THE DEPARTMENTAL
REPRESENTATIVE.

GENERAL

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH THE WRITTEN
SPECIFICATIONS, DRAWINGS AND DETAILS FOR THIS PROJECT.

2. ANY AMBIGUITY IN THIS DRAWING OR ACCOMPANYING DETAILS IS TO
BE REPORTED TO THE DEPARTMENTAL REPRESENTATIVE FOR
DIRECTION. THE CONTRACTOR IS NOT TO PROCEED IN
UNCERTAINTY.

3. UMITS OF THE WORK ARE TO BE CLEARLY UNDERSTOOD BY THE
CONTRACTOR PRIOR TO ANY WORK TAKING PLACE ON SITE. THE
CONTRACTOR IS TO CONTACT THE DEPARTMENTAL REPRESENTATIVE
FOR CLARIFICATION IF REQUIRED.

4, THE CONTRACTOR IS TO VERIFY ALL DIMENSIONS AND REPORT ANY
DISCREPANCIES TO DEPARTMENTAL REPRESENTATIVE.

5. ALL MEASUREMENTS ARE IN MILLIMETRES UNLESS OTHERWISE
SPECIFIED.

This drawing has been prepared for the use of AECOM's client and may not
be used, reproduced or relied upon by third parties, except as agreed by
AECOM and its client, as required by law or for use by governmental
reviewing agencies. AECOM accepts no responsibility, and denies any liability
whatsoever, to any party that modifies this drawing without AECOM's express
written consent. Do not scale this document. All measurements must be
obtained from stated dimensions.
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