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Part 1 General 

1.1 RELATED REQUIREMENTS 

.1 Section 05 12 23. 

1.2 REFERENCES 

.1 CSA Group 

.1 CSA A23.1/A23.2-09, Concrete Materials and Methods of Concrete 
Construction/Test Methods and Standard Practices for Concrete. 

.2 CAN/CSA-A179-04(R2009), Mortar and Grout for Unit Masonry. 

.3 CAN/CSA-A370-04(R2009), Connectors for Masonry. 

.4 CAN/CSA-A371-04(R2009), Masonry Construction for Buildings. 

.5 CSA G30.18-09, Carbon Steel Bars for Concrete Reinforcement. 

.6 CSA S304.1-04(R2010), Design of Masonry Structures. 

.7 CSA W186-M1990(R2012), Welding of Reinforcing Bars in Reinforced 
Concrete Construction. 

1.3 ACTION AND INFORMATIONAL SUBMITTALS 

.1 Submit in accordance with Section 01 33 00 - Submittal Procedures. 

.2 Product Data: 

.1 Submit manufacturer's instructions, printed product literature and data sheets for 
anchorage and reinforcing materials and include product characteristics, 
performance criteria, physical size, finish and limitations. 

.3 Manufacturers' Instructions: submit manufacturer's installation instructions. 

1.4 DELIVERY, STORAGE AND HANDLING 

.1 Deliver, store and handle materials in accordance with Section 01 61 00 - Common 
Product Requirements with manufacturer's written instructions. 

.2 Delivery and Acceptance Requirements: deliver materials to site in original factory 
packaging, labelled with manufacturer's name and address. 

.3 Storage and Handling Requirements: 

.1 Store materials off ground and in accordance with manufacturer's 
recommendations in clean, dry, well-ventilated area. 

.2 Store and protect anchorage and reinforcing materials from scratches. 

.3 Replace defective or damaged materials with new. 
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Part 2 Products 

2.1 MATERIALS 

.1 Connectors: to CAN/CSA-A370 and CSA S304.1. 

.2 Corrosion protection: to CSA S304.1, galvanized to CSA S304.1 and CAN/CSA-A370. 

.3 Fasteners: installed post-construction: 

.1 Screw Shields and Plugs: plastic placed directly into solid masonry units. 

.2 Bolts and Screws: size and type to suit application, locate where indicated. 

.3 Powder-Driven Fasteners: pin styles and lengths to suit fastening application in 
accordance with manufacturers use, load and hold recommendations. 

.4 Adhesives: epoxies, mastics and contact cements for fastening applications, use 
in accordance with manufacturers' recommendations. 

.4 Anchors: to CAN/CSA-A370: 

.1 Wedge Anchors:  expansion anchors type wedge and bolt, sized to suit 
application. 

.2 Sleeve Anchors: type sleeve and bolt, sized to suit application. 

.3 Self-Contained Anchors: type with epoxy resin and hardener. 
. 

.5 Adhesive Anchors: proprietary systems, pre-mixed, self-contained system with double 
glass vial system to contain epoxy, consisting of resin, hardener and aggregate measure 
and mix system where epoxy materials are hand-measured and mixed in accordance with 
manufacturers' written instructions. 

2.2 FABRICATION 

.1 Fabricate reinforcing in accordance with CSA A23.1/A23.2 and Reinforcing Steel 
Manual of Standard Practice by the Reinforcing Steel Institute of Canada. 

.2 Fabricate connectors in accordance with CAN/CSA-A370. 

Part 3 Execution 

3.1 EXAMINATION 

.1 Verification of Conditions: verify that conditions of substrate previously installed under 
other Sections or Contracts are acceptable for anchorage and reinforcing materials 
installation in accordance with manufacturer's written instructions. 

.1 Visually inspect substrate in presence of Departmental Representative. 

.2 Inform Departmental Representative of unacceptable conditions immediately 
upon discovery. 

.3 Proceed with installation only after unacceptable conditions have been remedied 
and after receipt of written approval to proceed from Departmental 
Representative. 
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3.2 PREPARATION 

.1 Direct and coordinate placement of metal anchors for masonry supplied to other Sections. 

3.3 INSTALLATION 

.1 Supply and install masonry connectors and reinforcement in accordance with CAN/CSA-
A370, CAN/CSA-A371, CSA A23.1/A23.2 and CSA S304.1 unless indicated otherwise. 

.2 Prior to placing concrete mortar grout, obtain Departmental Representative's approval of 
placement of reinforcement and connectors. 

.3 Supply and install additional reinforcement to masonry as indicated. 

3.4 GROUTING 

.1 Grout masonry in accordance with CSA S304.1, CAN/CSA-A371 and CAN/CSA-A179 
and as indicated. 

3.5 ANCHORS 

.1 Supply and install metal anchors in accordance with CAN/CSA-A370 and CAN/CSA-
A371  

3.6 LATERAL SUPPORT AND ANCHORAGE 

.1 Supply and install lateral support and anchorage in accordance with CSA S304.1 and as 
indicated. 

3.7 FIELD QUALITY CONTROL 

.1 Site inspections in accordance with Section 04 05 00 - Common Work Results for 
Masonry. 

3.8 FIELD TOUCH-UP 

.1 Touch up damaged and cut ends of epoxy coated or galvanized reinforcement steel and 
connectors with compatible finish to provide continuous coating. 

3.9 CLEANING 

.1 Progress Cleaning: clean in accordance with Section 01 74 11 - Cleaning. 

.1 Leave work area clean at end of each day. 

.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment 
in accordance with Section 01 74 11 - Cleaning. 

END OF SECTION 
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