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GENERAL NOTES:

1. THIS DRAWING SHOWS BOTH EXISTING AND NEW POWER AND SIGNAL CONDUITS.
CONDUITS/JUNCTION BOXES ARE DIAGRAMMATIC FOR CLARITY.

2. VERIFY EXISTING CONDUITS, AND INFORM THE DEPARTMENTAL REPRESENTATIVE IF
INCORRECT.

3. REQUIRED POWER CONDUCTOR INSULATION COLORS ARE INDICATED. PROVIDE THIS
EXACT COLORED INSULATION CONDUCTORS.

4. ALL NEW CONDUIT DEPTH TO BE 450mm BELOW GRADE.
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KEYED NOTE:

EACH BOOTH IS FED WITH TWO (2) 120V, 15A DEDICATED CIRCUITS THAT ORIGINATE FROM
PANEL 'T-2EA' LOCATED IN THE ADJACENT BUILDING.

ALLOW FOR TIME IN THE TENDER TO WORK INSIDE EACH BOOTH TO TRACE AND IDENTIFY ALL
120V CIRCUITS IN EACH BOOTH. ALLOW FOR TIME AND MATERIALS TO MAKE ADJUSTMENTS TO
FREE UP ONLY ONE (1) 120V-15A CIRCUIT. THIS FREED-UP CIRCUIT TO BE THEN USED
EXCLUSIVELY FOR THE NEW IPIL/RFID EQUIPMENT IN EACH LANE.

WHERE CIRCUITS ARE REARRANGED IN THE BOOTH IN ORDER TO FREE UP THE ONE CIRCUIT,
PROVIDE UPDATED PANEL DIRECTORY IN THE BOOTH PANEL AFTER CONSTRUCTION.

INCLUDE CIRCUIT NUMBER INFORMATION IN THE LAMICOID LABEL FOR THE FIRST POWER JB IN
EACH LANE.
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