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NOTES GENERALES

1- NE PAS MESURER A L'ECHELLE SUR LES PLANS.

2- PREALABLEMENT, AU DEBUT DES TRAVAUX, L'ENTREPRENEUR DOIT
VERIFIER, AU CHANTIER, TOUT ENCOMBREMENT NON PREVU AUX DESSINS ET
POUVANT AFFECTER LES TRAVAUX. AVISER LE REPRESENTANT DU MINISTERE
LE CAS ECHEANT.

3- LENTREPRENEUR DOIT COORDONNER SES TRAVAUX AVEC CEUX DES
DIFFERENTES DISCIPLINES.

4- LORS DES TRAVAUX, LENTREPRENEUR DOIT UTILISER DES METHODES ET
DES EQUIPEMENTS APPROPRIES AFIN DE NE PAS ENDOMMAGER LES
OUVRAGES EXISTANTS ET MINIMISER L'IMPACT SUR LE SITE.

5- 'ENTREPRENEUR DOIT GARDER LES LIEUX PROPRES ET LIBRES DE TOUS
DEBRIS.

6- TOUS LES PRODUITS (ANCRAGES, GOUJONS, COULIS, ETC.) DOIVENT ETRE
POSES SELON LES RECOMMANDATIONS DU FABRICANT.

GENERAL NOTES

1- DO NOT MEASURE TRUE TO SCALE ON THE PLANS.

2- BEFOREHAND, AT THE BEGINNING OF THE WORK, THE CONTRACTOR
MUST VALIDATE THE OVERALL FOOTPRINT. IF SOMETHING NOT SHOWN
ON THE DRAWING COULD AFFECT THE WORK, THE DEPARTMENTAL
REPRESENTATIVE MUST BE NOTIFIED.

3- THE CONTRACTOR MUST COORDINATE THEIR WORK WITH THAT FROM
OTHER DISCIPLINES.

4- DURING THE WORK, THE CONTRACTOR MUST USE ADEQUATE
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NOTES POUR L'EXCAVATION ET LE REMBLAYAGE NOTES POUR LE BETON
1- UTILISER DES MATERIAUX DE REMBLAYAGE CONFORMES AUX SPECIFICATIONS CONTENUES DANS LE TABLEAU DU PLAN S02. 1- CARACTERISTIQUES DU BETON:

] ) , . -RESISTANCE EN COMPRESSION A 28 JOURS: 30 MPa
2- LE FOND DES EXCAVATIONS DOIT ETRE DE NIVEAU, CONSTITUE D'UN SOL SEC, EXEMPT DE DEBRIS ET DE MATIERE -CLASSE D'EXPOSITION: C-1

ORGANIQUE. EVITER DE REMANIER LE FOND DES EXCAVATIONS LORSQUE LE SOL EN PLACE EST DIFFICILE A COMPACTER. .

. ] . ] 2- ACIER D'ARMATURE GALVANISE A L'EXCEPTION DES FONDATIONS:
3- UNE FOIS LES EXCAVATIONS COMPLETEES, EN AVISER LE REPRESENTANT DU MINISTERE AFIN QU'IL PUISSE VERIFIER LA CAN/CSA-G30.18 NUANCE 400W.
NATURE ET L'ETAT DE LA SURFACE DE SOL ATTEINTE. SUIVRE SES DIRECTIVES SI LA SURFACE EST JUGEE INSATISFAISANTE.

4- EVACUER L'EAU DU FOND DES EXCAVATIONS ET GARDER SUR LES LIEUX DES POMPES EN DISPONIBILITE. EFFECTUER LES
REMBLAIS OU LES TRANCHEES NECESSAIRES POUR PERMETTRE LE DRAINAGE VERS LES PUITS DE POMPAGE. CONSTRUIRE,
S'ILY A LIEU, DES REMBLAIS AUTOUR DES EXCAVATIONS AFIN D'EVITER L'ECOULEMENT DE L'EAU DE SURFACE DANS LES
EXCAVATIONS.

5- FAIRE \[ERIFIER ET APPROUVER PAR LE REPRESENTANT DU MINISTERE LE FOND DES EXCAVATIONS, LA GRANULOMETRIE
DES MATERIAUX DE REMBLAYAGE ET LEUR COMPACTION EN PLACE.

6- TOUS LES MATERIAUX CONSIDERES NON ADEQUATS SELON LE REPRESENTANT DU MINISTERE POUR Y ASSEOIR LES NOTES POUR LE BOIS
FONDATIONS DOIVENT ETRE EXCAVES ET REMPLACES PAR DES MATERIAUX GRANULAIRES MG 112 COMPACTES A 95 % DU P.M.
PAR COUCHES DE 300 mm MAX.
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NOTES POUR L'ACIER

1- LES TRAVAUX DE SOUDAGE DOIVENT ETRE CONFORMES AUX NORMES W48.1 ET W59.
CEUX-CI DOIVENT ETRE REALISES PAR UN ENTREPRENEUR CERTIFIE W47 1.

2- TOUT JOINT DE SOUDURE EXPOSE A L'EXTERIEUR DOIT ETRE SCELLE SUR TOUTE LA
LONGUEUR.

3- NUANCES D'ACIER: ]

- PROFILES «C» ET «L»: CAN/CSA-G40.21 NUANCE 300W, EDITION EN VIGUEUR.

- SECTIONS «W» ET «WT»: CAN/CSA-G40.21 NUANCE 350W OU ASTM A992 NUANCE 50,
EDITION EN VIGUEUR. ] ]

- SECTION «HSS»: CAN/CSA-G40.21 NUANCE 350W CATEGORIE C, EDITION EN VIGUEUR OU
ASTM A500 CLASSE C. ]

- PLAQUES: CAN/CSA-G40.21 NUANCE 300W, EDITION EN VIGUEUR.

- BOULONS, ECROUS ET RONDELLES: ASTM A325.

4- S.I.C., TOUTES LES PJECES D'ACIER DEVRONT ETRE GALVANISEES SELON CAN/CSA G164
EDITION EN VIGUEUR, EPAISSEUR MIN. DE 75 um.

5- APRES LE MONTAGE, DES RETOUCHES AVEC UNE PEINTURE RICHE EN ZINC CONFORME

1- LE BOIS DE CONSTRUCTION DOIT ETRE CONFORME A LA NORME CSA-086- A CAN/CSA CG5B-1.181 DEVRONT ETRE FAITES AUX ENDROITS QUI AURONT ETE

7- PROTEGER LES TALUS D'EXCAVATION CONTRE LES EFFETS DE GEL, L'EROSION, LES GLISSEMENTS, LES EBOULEMENTS ET 09.
TOUT AUTRE PHENOMENE DE DEGRADATION NATURELLE OU ACCIDENTELLE DU SOL.

NOTES FOR THE EXCAVATION AND BACKFILLING NOTES FOR THE CONCRETE

1- USE THE BACKFILLING MATERIALS COMPLIANT WITH THE SPECIFICATIONS INCLUDED IN TABLE ON DRAWING S02. 1- CHARACTERISTICS OF CONCRETE:
-COMPRESSIVE STRENGTH AT 28 DAYS: 30 MPa.

2- BOTTOM OF EXCAVATIONS MUST BE LEVEL, COMPRISED OF DRY SOIL AND FREE OF DEBRIS OR ORGANIC MATTER. AVOID -EXPOSURE: C-1

REWORKING THE BOTTOM OF EXCAVATIONS WHILE THE SOIL IN PLACE IS DIFFICULT TO COMPACT.

2- GALVANIZED REINFORCING STEEL EXCEPT FOR FOUNDATION:
3- WHEN EXCAVATIONS ARE COMPLETED, NOTIFY THE DEPARTMENTAL REPRESENTATIVE SO THAT HE VERIFIES THE NATURE AND CAN/CSA-G30.18 GRADE 400W.
THE STATE OF THE AFFECTED SOIL AREA. FOLLOW HIS INSTRUCTIONS IF THE SURFACE AREA IS JUDGED UNSATISFACTORY.

4- EVACUATE WATER FROM THE BOTTOM OF EXCAVATIONS AND KEEP PUMPS AVAILABLE ON SITE. PERFORM THE NECESSARY
BACKFILL OR TRENCHES TO ALLOW DRAINAGE TOWARDS PUMPING WELLS. BUILD, IF APPLICABLE, BACKFILL AROUND
EXCAVATIONS TO PREVENT LEAKAGE OF THE SURFACE WATER IN THE EXCAVATIONS.

ENDOMMAGES. LES SURFACE ENDOMMAGEES DEVRONT ETRE NETTOYEES SELON SSPC-
SP11. APPLIQUER 2 COUCHES DE PEINTURE POUR UNE EPAISSEUR MINIMALE DE 130um
(NDFT).

NOTES FOR STEEL

1- THE WELDING WORK MUST COMPLY WITH THE W48.1 AND W59 STANDARDS. THEY MUST
BE COMPLETED BY A W47.1 CERTIFIED CONTRACTOR.

2- ANY WELD JOING EXPOSED OUTDOORS MUST BE SEALED TO THE FULL LENGTH.

3- STEEL GRADES:

- "C" AND “L” SHAPES: CAN/CSA-G40.21 GRADE 300W, CURRENT EDITION.

- “W” AND “WT” SECTIONS: CAN/CSA-G40.21 GRADE 350W OR ASTM A992 GRADE 50, CURRENT
EDITION.

- “HSS” SECTION: CAN/CSA-G40.21 GRADE 350W C CATEGORY, CURRENT EDITION OR ASTM
A500 CLASS C.
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METHODS AND EQUIPMENT TO AVOID DAMAGING THE EXISTING - PLATES: CAN/CSA-G40.21 GRADE 300W, CURRENT EDITION. Administrateur de projets Project Manager
STRUCTURES AND MINIMIZE THE IMPACT ON THE SITE. 5- REQUEST THE DEPARTMENTAL REPRESENTATIVE TO CHECK AND APPROVE THE BOTTOM OF EXCAVATIONS, THE - BOLTS, NUTS, AND WASHERS: ASTM A325. - ) _ : , )
GRANULOMETRY OF BACKFILL MATERIALS, AND THEIR COMPACTION IN PLACE. N® du projet Projectno | N°du projet Project no.
5- THE CONTRACTOR MUST KEEP THE SITE CLEAN AND FREE OF DEBRIS. 4- U.N.O. ALL STEEL MEMBERS MUST BE GAVANIZED TO CAN/CSA G164 CURRENT EDITION. R.078292.001 149/12/PR1-041
6- ALL MATERIALS CONSIDERED NOT APPROPRIATE BY THE DEPARTMENTAL REPRESENTATIVE FOR SITTING THE FOUNDATIONS MINIMUM THICKNESS OF 75um. : : _ _
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