PEDESTAL BACK. 6mm THICK ALUMINUM
PLATE SHAPED TO MATCH PIPE FRAME.

LAMACOID NAMEPLATE (MECHANICALLY ATTACHED)
TO READ AS FOLLOWS:

Peches et Oceans
Canada

B Epaie one Oosee

1. DO NOT SCALE FROM DRAWING.

2. CONTRACTOR MUST VERIFY ALL
DIMENSIONS AND CONDITIONS
ON SITE PRIOR TO PROCEEDING
gxs PORTION OF THIS

| LAMACOID LABEL (MECHANICALLY ATTACHED) 767 DANGER WHEN OPERATING 120V. 15 AMP
30 AMP, 120 VOLT MARINE GRADE FOR EACH RECEPTACLE READING EQUIPMENT. APPROVED RECEPTACLES,
TWISTLOCK SINGLE RECEPTACLE C,/W 30 AMP, 120 VOLT MARINE GRADE "RECEPTA 20 15" CORDS, PLUGS AND 15 AMP

TWISTLOCK SINGLE RECEPTACLE C/W CEPTACLE #1, 120 VOLT, CCT. A15 OVERCURRENT DEVICES MUST BE USED.
YELLOW FIBERGLASS TYPE FD BOX, YELLOW FIBERGLASS TYPE FD BO% C/W APPROPRIATE INFO. COORDINATE WITH P TYPICAL, R .
WEATHERPROOF COVER, MATCHING YELLOW WEATHERPROOF COVER. MATCHING .<m_|_|OE OWNERS FOR EXACT WORDING. / 7 X ICAL: 21mm CONNEC .
PLUG & YELLOW RUBBER BOOT (2 SUCH). PLUG & YELLOW RUBBER BOOT. / K\ 219 0.D. X 8.18 ALUMINUM HOLLOW STRUCTURAL SMALL CRAFT HARBOURS
15 AMP. 120 VOLT GFCI MODULE INSTALLED ; \ 6mm THICK ALUMINUM PLATE. PLATE SHAPED — / N SECTION. PEDESTAL BY ELECT. TRADE.
: _ TO MATCH PIPE. WELDED TO HOLLOW <
IN A FIBERGLASS WEATHERPROOF BOX WITH ] @ X\ 30 AMP, 120/208 VOLT 18—4 WIRE STRUCTURAL SECTION. 0 an \ T e M RING e o | DIAMETER.
C/W PVC WEATHERPROOF CAST ALUMINUM < RECEPTACLE C/W YELLOW FIBERGLASS TYPE / N F : \
LIFT COVER PLATE. \ FD BOX, WEATHERPROOF COVER, MATCHING 2, - - 8mm THICK ALUMINUM PLATE.
15 AMP, 120 VOLT MARINE GRADE DUPLEX \ s in ki o Attt . E
RECEPTACLE C/W YELLOW FIBERGLASS TYPE \ | O A | (| SSEYSN SRS | SR i | SO S S RV
FD BOX, WEATHERPROOF COVER, MATCHING | g/ / #———————f4+H——————— \ NN T T
YELLOW PLUG & YELLOW RUBBER BOOT. EREEES RS AR 250 x 250 x 150mm PVC JUNCTION BOX |- S e  EE P
e ——————————— RATED NEMA 4X C/W WEATHERPROOF 19mm@ X 150mm LONG STAINLESS STEEL ANCHOR

COVERPLATE, NEOPRENE GASKET, MOUNTING
STRAPS & WEATHERPROOF FITTINGS. "SCEPTER”
OR APPROVED EQUAL. RUN A DEDICATED
NEUTRAL CONDUCTOR FOR EACH CIRCUIT. SIZE
BOND WIRES TO SECTION 10 OF C.E.C.
C22.1-12. ALL CABLE CONNECTORS TO BE
MARINE GRADE C/W "0” RINGS. BOX TO BE
C/W DIN RAIL MOUNTED TERMINAL BLOCKS
EQUAL TO "PHOENIX” CONTACT UK16 SERIES.
DO NOT SPLICE CONDUCTORS.

BOLTS. FOUR (4) BOLTS PER FOOT OF PLATE.

——6mm TH. X 50 X 50 ALUMINUM ANGLE.

——RIGID PVC CONDUIT C/W
FACTORY BENDS.

6mm THICK ALUMINUM PIPE
GUARD ANCHORED TO DECK &
PEDESTAL BACK PLATE USING
STAINLESS STEEL SCREWS. SHAPE
GUARD TO FIT APPLICATION.

ELECTRICAL PEDESTAL ELEVATION

NOT TO SCALE
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LECTRICAL

PEDESTAL #1

NOT TO SCALE

TYPICAL

NOTE:
1. REINFORCING OMITTED FOR CLARITY.
2. MOUNT RECEPTACLES IN PVC FD TYPE OUTLET BOX,

COVER, GASKET & MOUNTING LUGS. HUBS, WEATHER PROOF
FITTINGS, CAST "CROUSE HINDS" OR EQUAL, C/W 20mm

30 AMP, 120 VOLT MARINE GRADE
TWISTLOCK SINGLE RECEPTACLE C/W
YELLOW FIBERGLASS TYPE FD BOX,
WEATHERPROOF COVER, MATCHING YELLOW
PLUG & YELLOW RUBBER BOOT.

15 AMP, 120 VOLT MARINE GRADE DUPLEX
RECEPTACLE C/W YELLOW FIBERGLASS
TYPE FD BOX, WEATHERPROOF COVER,
MATCHING YELLOW PLUG & YELLOW
RUBBER BOOT.

PROVINCE OF NEWFOUNDLAND

PERMIT HOLDER
Class "A”
This Permit Allows

CROSBIE ENGINEERING LIMITED

PEDESTAL BY ELECTRICAL
TRADE.
SUBMIT SHOP DRAWINGS

PRIOR TO MANUFACTURE. 3. UTILIZE RIGID PVC CONDUIT C/W MARINE GRADE

FITTINGS. SECURE TO PEDESTAL USING 2 HOLE STRPS &
S.S. SCREWS. TYPICAL.

To practice Professional Engineering

in Newfoundland and Labrador

Permit No. as issued by PEG-NL R0123
which is valid for the year 2016,

CONTINUE TOP LEG OF ANGLE
TO END OF PLATE

30 AMP, 120 VOLT MARINE GRADE
TWISTLOCK SINGLE RECEPTACLE C/W
YELLOW FIBERGLASS TYPE FD BOX,
WEATHERPROOF COVER, MATCHING YELLOW
PLUG & YELLOW RUBBER BOOT (2 SUCH).

15 AMP, 120 VOLT GFCI MODULE INSTALLED
IN A FIBERGLASS WEATHERPROOF BOX WITH

TWO 3/4” I.P.S. MOLDED—IN KNOCKOUTS °

C/W PVC WEATHERPROOF CAST ALUMINUM
LIFT COVER PLATE.

6mm THICK x 50 x 50 ALUMINUM ANGLE.

219 0.D. X 8.18 ALUMINUM HOLLOW STRUCTURAL
SECTION. PEDESTAL BY ELECT. TRADE.

23mm ¢ HOLES.
8mm THICK ALUMINUM PLATE.

6mm THICK ALUMINUM PLATE.
PLATE SHAPED TO MATCH PIPE.

TYPICAL ELECTRICAL PEDESTAL DETAIL

NOT TO SCALE

ELECTRICAL PEDESTALS #2 & #3

NOT TO SCALE

LIGHT FIXTURES AND MOUNTING HARDWARE TO
BE SUPPLIED BY OWNER AND INSTALLED BY
ELECTRICAL CONTRACTOR. ELECTRICAL
CONTRACTOR SHALL SUPPLY AND INSTALL ALL
REQUIRED MOUNTING HARDWARE, WIRING,
CONDUIT, LEG BOLTS, ETC. AS REQUIRED.

LIGHT FIXTURES, PHOTOCELLS, UPSWING
ARMS AND LAMPS TO BE SUPPLIED BY
OWNER AND INSTALLED BY ELECTRICAL
CONTRACTOR. OWNER SUPPLIED MATERIALS
TO BE PICKED UP BY THE CONTRACTOR AT
DFO’S WAREHOUSE IN MOUNT PEARL, NL.
ELECTRICAL CONTRACTOR SHALL SUPPLY
AND INSTALL ALL OTHER REQUIRED

NEW PANEL JUNCTION BOXES, CONDUIT, COVERPLATES,
ETC FOR A COMPLETE INSTALLATION.
VOLTS __120/208 PANEL NAME A MAINS RATED _200  AMPS SERVICE ENTRANCE
3 ELECTRICAL SHED SURFACE RATED COMBINATION
PHASE 3 LOCATION MOUNTING _SURFACE PANEL C/W 200 AMP,
WRE 4 FED FROM UTILITY CIRCUITS __60 3 POLE MAIN BREAKER ———
/ /
WATTAGE WATTAGE 100 X 100 X 100mm RIGID PVC NN LIQUID TIGHT FLEX TO FIXTURE.
DESIGNATION 3 AT o B T2 C|WRE [BKR|CCT| A B C [CCT |BKRIWIRE 2T 5 519 C DESIGNATION %amm_m_% Moxz % k mﬁmh_,_mm_umoo_“.l\“\ “ NN N
’ NN
% [EXISTING CIRCUIT 20 | 1 .T.Hl_- 2 |15 EXISTING CIRCUIT x | mnmmm_wmw k%%%q__..% wwm%wm_.q . “ “ /”uz g LIQUID TIGHT FLEX TO FIXTURE.
E 3 EXISTING CIRCUIT 15 3 F. 4 15 EXISTING CIRCUIT X PROVIDE WEATHERPROOF _..-_.—._._ZO.W. | | /”/ — (._OO X 100 X 100mm RIGID PVC
% [EXISTING CIRCUIT 15| 5 6 |20 * I ga | AN JUNCTION BOX C/W WEATHERPROOF
* [EXISTING CIRCUIT 15 7 | -¢ 8 /2 EXISTING CIRCUIT [ [ AN COVERPLATE, NEOPRENE GASKET &
* [EXISTING GIRGUIT 5T o | TRES “ I NN COORDINATE THE INSTALLATION MOUNTING STRAPS. THREADED HUBS
20/ 11 12 /2 EXISTING CIRCUIT * _ “ ENN OF ALL WOODEN POLES WITH FOR CONDUITS. PROVIDE
*|EXISTING CIRCUIT * | N2 GENERAL CONTRACTOR AND IN WEATHERPROOF FITTINGS.
2[13 ] - 14 |30 * | ———————————————— e e e e ACCORDANCE WITH CIVIL
TVARE EXISTING CIRCUIT NOTE:
¢ 16 |2 : I SPECIFICATION.
% |EXISTING CIRCUIT 1. LIGHTS FOR JIB CRANE AND | —_——————————————————
2|17 ¢ [18]20 EXISTING CIRCUIT % -
ASSOCIATED EQUIPMENT WILL BE A
* [EXISTING CIRCUIT 20 [19 | -¢ 20 | 20 EXISTING CIRCUIT * SUPPLIED BY OWNER AND INSTALLED | ! [< /f
X |EXISTING CIRCUIT 20| 21 < 22 |15 BY ELECTRICAL CONTRACTOR. | | 2 #12 RWU9O + 1 #12 TW GROUND A |
* [EXISTING CIRCUIT 20 | 23 s [24 2 EXISTING CIRCUIT * EQUIPMENT TO BE PICKED UP BY | m IN *333 RIGID _u<% CONDUIT. | MIT O ] ISSUED FOR TENDER "0is
*|EXISTING CIRCUIT 20 | 25 | -¢ 26 | 15 EXISTING CIRCUIT * ELECTRICAL CONTRACTOR AT DFO'S “ “ PROVIDE STRAPS AS PER CODE A
% 30 * WAREHOUSE IN DONOVANS INDUSTRIAL REQUIREMENTS. A ISSUED FOR REVIEW 2016
EXISTING CIRCUIT 27 ¢ 28 | 20 EXISTING CIRCUIT I I
* [EXISTING CIRCUIT 30 | 29 30 | 20 EXISTING CIRCUIT * PARK, MOUNT PEARL, NL. 1 | BROKEN LINE INDICATES EXISTING.
X [EXISTING CIRCUIT 15 T EXISTING CIRCUIT ! | SOLID LINE INDICATES NEW. 2) #10 RWU 1) #12 ™W oo o
31 ¢ 32 | 30 * _ | RELOCATED JIB CRANE SUPPLIED BY (2 410 RWU90 + (1) #12 | —
*|EXISTING CIRCUIT 2071 33 34 |20 “ [ OWNER AND INSTALLED BY ELECTRICAL e CONDUIT PROVIDE STRAPS. AS P
SPARE d mn ww T ww 3 EXISTING CIRCUIT * BROKEN LINE INDICATES EXISTING. | | CONTRACTOR. SER CODE REQUIREMENTS. WHARF
4 SOLID LINE INDICATES NEW. | db 1 PROVIDE 2—HOLE STRAPS mmoczw._-WCOﬂ_oz
SPARE 15 | 39 1 40 13071 10 2184 PEDESTAL #1 RECEPTACLE #1 : !
SPARE TS + [421 2 2184 “ [ NEW WOODEN
933 20 /] 43 44 | 30 | 10 | 2520 PEDESTAL #11_RECEPTACLE #2 _ _ \| LIGHT POLE
JIB CRANE 933 12 45 * 46 | 30| 10 2520 PEDESTAL #1 RECEPTACLE #3 | i ENCLOSURE TO BE PROVIDED BY OWNER.
933 3 [47 + (4830 10 2520 | PEDESTAL #1 RECEPTACLE #4 “ “ LAWN, NL
JIB_CRANE_RECEPT 120 12 1549 50 | 30 | 6 |2520 PEDESTAL g2 RECEPTACLE #1 _ ! 'O PROVIDE NECESSARY BRACKETS AND
51 52 2520 PEDESTAL #2 RECEPTACLE #2 .
JIB_CRANE LIGHTING 300 12 115 53 1 =2 S0 M t t “ P “ APPROVED WELDING PROCEDURES TO MIN. 6mm THICK ALUMINUM COVERPLATE drawing dessin
PEDESTAL #1 RECEPTACLE #5 1260 | 12 |15 g 30 2520 |PEDESTAL $2 RECEPTACLE #3 | | SUPPORT LIGHT FIXTURES TO CRANE TOWER. FOR MECHANICAL PROTECTION. SHAPE
NEW LIGHT POLE #1 300 10 [15[55 ]| ¢ 56 |30 4 2520 PEDESTAL #3 RECEPTACLE #1 PROVIDE CORROSION RESISTANT PAINT TO COVER TO SUIT. USE STAINLESS STEEL
PEDESTAL #2 RECEPTACLE #4 1260 8 [15]57 4 58 |30 4 2520 PEDESTAL #3 RECEPTACLE #2 \\.\.\ MATCH EXISTING AND SAFETY CHAIN FROM SCREWS TO FASTEN TO WOODEN POLE.
PEDESTAL #3 RECEPTACLE #4 1260 | 6 | 15 |59 & |60 [30] 4 2520 |PEDESTAL #3 RECEPTACLE #3 % STRUCTURE TO LIGHT FIXTURE. ELECTRICAL DETAILS
z —— TOP OF FINISHED CONCRETE DECK.
% — INDICATES CONNECT EXISTING BRANCH CIRCUITS TO LIQUID TIGHT FLEX CONDUIT 15A, 120V RECEPTACLE C/W WEATHERPROOF S -
nm,sog mmmmmw#w. ._J_mo_..m m.m%m.m. uw&mww_ﬁ._m muﬁ%m.s_m_zo AND CONDUIT AS REQUIRED. STRAP CONDUIT T0 JI6 CRANE. h COVER AS PER CANADIAN ELECTRICAL CODE. m
DEMAND LOAD 392 KW 109 AMP RIGID GALVANIZED 90 DEGREE i | \_____ 15 AMP, 120 VOLT GFCI MODULE INSTALLED —————— -t
—=s— —_— CONDUIT BEND AND CONDUIT. I I IN A FIBERGLASS WEATHERPROOF BOX WITH )T e BRI L devioned KN
RIGID GALVANIZED LB AROUND | | TWO 3/4” I.P.S. MOLDED—IN KNOCKOUTS (o7 :\. S L e A o
NOTES: BASE OF JIB CRANE. ! | C/W PVC WEATHERPROOF CAST ALUMINUM ER ATV DI B S DO RIS date  AUGUST 2016
“ “ LIFT COVER PLATE. pr——
EXISTING WIRING AND CONDUIT TO EXISTING PEDESTALS AND JIB CRANE TO BE REMOVED BACK TO EXISTING PANEL. ASSOCIATED CIRCUIT BREAKERS TO EXISTING RIGID GALVANIZED 90 DEGREE L _ e
PEDESTALS AND JIB CRANE SHALL BE SPARES WITHIN THE NEW PANEL. COORDINATE EXACT CIRCUITS ON SITE. CONDUIT BEND AND CONDUIT. i N date  AUGUST 2016
PVC TO GALVANIZED oozoc_ﬁl/ "CONCRETE BASE approved
\ Soleendoesdesdendensledesie ENSURE CONDUIT IS BROUGHT UP
ON THE SIDE OF THE JIB CRANE date
NEXT TO WHEEL GUARD TO Tender P Soumission
PREVENT DAMAGE FROM EQUIPMENT. 6{\ vtb Pcc,\f:
PWGSC Project Manager Administrateur de projets TPSGC
project number no. du projet
N.T.S. _l OIn_u vO—Im mZ—M_..mw.<>.—u_OZ E):.“ drawing no. no. du dessin
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