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N 350 x 250 ALUMINUM DUCT | | ~ |
F/A—=—=11 11 ox7 . DOWN TO 450mm AFF.,  NOTES:
| | _ SEE MECH.
250 x 250 1 = = 1, SEE STRUCTURAL FOR TOP PLATE / RAFTER CONNECTIONS
ALUMINUM WEATHER | | _AND FOUNDATION DETAIL.
HOOD (SEE MECH.)
_ 2. ALL DIMENSIONS ARE IN MILLIMETERS.
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= ELECTRICAL BUILDING S |
- | < =
300 X 250 ALUMINUM EXHAUST FAN, : | |
~ : = UNDERSIDE MIN. 2100mm AF.F. §
= | (SEE MECH.) |
=
= 300 x 250 DUCT ¢/w N S e e E/A
| | DAMPER (SEE MECH) — Lz Lo /
4000mm - =
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914mm X 2100mm PRE-FINISHED INSULATED
/STEEL DOOR AND WOOD FRAME c/w LOCKABLE
CORROSION RESISTANT HARDWARE AND PVC
WEATHER STRIPPING TOP AND SIDES
SCALE: 1:25 | \10
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Omm 500mm 1000mm 1 SQOmm 2000mm 2500mm
~ 25 YR ASPHALT SHINGLES (GREY)
—~ PRE-PAINTED WHITE METAL STARTER STRIP
TO ALL EAVES
— ASPHALT IMPREGNATED PAPER
| ~ 610mm ICE AND WATER SHIELD ALL
| EDGES OF ROOF
T j ~ 16mm EXTERIOR GRADE PLYWOOD SHEATHING
~ 38 x 240 RAFTERS @ 400 c/c
| ‘ ~ R28 INSULATION WITH VENT PANELS
ALL TRIM AND FASCIA CLEAR PINE — LOW TO HIGH EAVE
PRIMED PLUS 2 COATS EXTERIOR LATEX SEMI-GLOSS — ~ 16mm PLYWOOD JOINTS CAULKED
BACK PRIMED — " — PRE GLUE SHINGLES PRIOR TO INSTALLATION
¢/w HOT DIPPED GALVANIZED NAILS, HEADS PAINTED TO MATCH — | | 1 K S < S o | - |
16MM EXTERIOR GRADE PLYWOOD —
¢/w 2 COATS INTERIOR LATEX PRIMER, WHITE —
CONTINUOUS 102mm STRIP SOFFIT VENT c/w INSECT SCREEN -
AT UPPER AND LOWER SOFFT
€
PREFINISHED DIPPED HORIZ. WOOD SIDING, 102mm TO WEATHER — £
¢/w HOT DIPPED GALVANIZED NAILS, HEADS PAINTED TO MATCH — =)
19mm x 150mm DIPPED PREFINISHED TRIM AT CORNERS — ™
19mm x 200mm DIPPED PRE—FINISHED SKIRT BOARD —
NOM. 25mm x 76mm PT STRAPPING, ALIGNED W. STUDS -
AIR BARRIER, TYPE 2 ~
16mm EXTERIOR GRADE PLYWOOD SHEATHING - S
L C 38mm x 140mm WOOD FRAMING AT 400mm o/c, TYP. — 15
R20 BATT INSULATION TO FILL CAVITY — S
VAPOUR BARRIER — ~
16mm PLYWOOD SHEATHING —
c/w 2 COATS INTERIOR LATEX PRIMER, WHITE —
TYP. MIN. FINISHED GRADE
!
&
FOUNDATION DAMP—PROOFING AND PROTECTION BOARD ~ |
CONCRETE FOUNDATION WALL (SEE STRUCTURAL) — S
RIGID INSULATION — |
SCALE: 1:25 10
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