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REFER TO TIMBER POST 4 STRAND
BARBED WIRE FENCE DETAIL

100 mm MIN. DIA ALKALINE
COPPER QUATERNARY (ACQ)
PRESSURE TREATED TIMBER POST
— PUSH POST INTO GROUND

150 mm MIN. DIA ALKALINE COPPER
QUATERNARY (ACQ) PRESSURE

TREATED TIMBER SUPPORT
SECONDARY BRACE POST

o

NOTES

AT THE

END BRACE WRAP FREE END OF EACH LINE WIRE AROUND THE END

POST AND WRAP ON [TSELF. DO NOT DEPEND ONLY ON STAPLES TO HOLD
THE FENCE WIRE TENSION

o  ADJACENT ROLLS OF BARBED WIRE TO BE JOINED AT CORNER/BRACE POST
LOCATIONS

o  CONTRACTOR TO ENSURE SUPPORT SECURED TO CORNER/BRACE POST TO
SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE

-ENCE CORNER

2 — 6 mm X 200 mm
LAG SCREWS

BRACE

200 mm MIN. J

DIA POST

\

150 mm MIN.
DIA SUPPORT

SECIION — SUPPORT POST CONNECTION

SCALE : 1:10
BARBED WIRE SPACING AND
TYPE REFER TO TIMBER POST 4 2 — 6 mm X 200 mm
STRAND BARBED DETAIL LAG SCREWS
150 mm MIN.
DIA SUPPORT
BRACE
/
e
200 mm MIN. 150 mm MIN.
DIA POST DIA POST
PLAN — SUPPORT POST CONNECTION
SCALE : 1:10

SCALE @ 1:25

NERAL NOTES:

G

CUT BRUSH MECHANICALLY AND BY HAND APPROXIMATELY 3000 mm INSIDE THE FENCE LINE AND
1000 mm ON THE OUTER PERIMETER OF THE FENCE LINE. REMOVAL OF CUT VEGETATION BY
DISTRIBUTING INTO SURROUNDING AREA INSIDE THE PARK. ACCESS ROUTES & SHOOFLYS ARE TO BE
CLEARED TO 3000 mm WIDTH, AND MADE DRIVABLE BY AN ATV OR EQUIVALENT.

POSTS AND BRACES THAT DO NOT MEET QUALITY STANDARD WILL BE REFUSED AND THE CONTRACTOR
WILL BE RESPONSIBLE FOR REMOVAL OF REJECTED MATERIAL FROM WATERTON NP

ALLOWABLE TAPER FROM END TO END OF POSTS SHALL NOT EXCEED 13 mm

FIELD TREAT ALL CUT ENDS AND DRILLED HOLES WITH 2 COATS OF CLEAR ALKALINE COPPER
QUATERNARY (ACQ)

ALL HARDWARE TO BE HOT DIPPED GALVANIZED

DO NOT TIGHTEN THE FENCE STAPLES OR WIRE TIES IN ORDER TO ACHIEVE A UNIFORM TENSION ON
THE WIRES WHEN STRETCHING THE FENCE

SUPPORT POST/BRACE REQUIRED AT THE BEGINNING OF EACH NEW WIRE ROLL

WRAP EACH END OF ALL SEGMENTS OF WIRE.

50 mm BARBED STAPLES SHOULD BE DRIVEN OBLIQUELY AT A SLIGHT DOWNWARD ANGLE. ALLOWING
THE BARB TO SLIDE THROUGH THE STAPLE

FOR WET AREAS, WORK TO BE DONE DURING DRY OR FROZEN CONDITIONS WHERE PRACTICAL — REFER
TO ALIGNMENT SHEETS FOR WET AREA LOCATIONS AND LENGTHS

POST HEIGHT TO BE MEASURED FROM THE BOTTOM OF POND IN WET AREAS OR WATER, WIRE SHOULD
NOT TOUCH WATER

GROUND IN SOME OF THE PROJECT AREA IS COMPRISED OF GLACIAL TILL CONTAINING ROCKS GRAVEL
AND CLAY. PARKS CANADA HAS NOT DONE SPECIFIC GEOTECHNICAL INVESTIGATION OF THE PROJECT
SITE. FENCING CONTRACTORS WILL NEED TO FACTOR IN THE POTENTIAL FOR POST INSTALLATION TAKING
LONGER THAN ANTICIPATED DUE TO ROCKY SUBSURFACE GROUND CONDITIONS.

CONTRACTORS NEED TO BE CAUTIOUS OF WILD LIFE IN THE AREA AND NOT ALLOW CATTLE TO
TRESPASS INTO PARK. SECTIONS OF FENCE SHOULD ONLY BE TAKEN DOWN IF IT CAN BE REPLACE
WITHIN SAME WORK DAY.

SALLOW SOIL AND ROCKY AREAS WILL REQUIRE T—POSTS AND TO A MAXIMUM OF 5 T—POST BETWEEN
WOODEN POSTS.
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2438 mm MIN(8)— 150 mm MIN. DIA
ALKALINE COPPER QUATERNARY (ACQ)
PRESSURE TREATED TIMBER POST -
NOTCHED AND SPIKED TO CORNER POST
AND BRACE POST

NOTES:

e SUPPORT POSTS ARE REQUIRED AT THE TOP AND BOTTOM OF
SIGNIFICANT ELEVATION CHANGES

responsibility, and denies

200 mm DIA. GATE AND CORNER
ALKALINE COPPER QUATERNARY (ACQ)
PRESSURE TREATED TIMBER POST -
PUSH POST INTO GROUND
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SHORT INDEPENDENT WIRE
CONNECTING PARK FENCE WITH \\
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\ PRIVATE FENCE

#9 GALVANIZED GATES TO BE INSTALLED DANCERS 50 mm DIA
WIRE TOP AND ON LEVEL GROUND 600 MM SPACING
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100 mm MIN. DIA ALKALINE COPPER
QUATERNARY (ACQ) PRESSURE TREATED

BARBED WIRE SPACING AND
TYPE REFER TO ELEVATION
—) TIMBER POST 4 STRAND BARBED
N, DETAIL

SUPPORT POSTS REFER TO TIMBER POST
4 STRAND BARBED WIRE FENCE DETAIL

CLEVATION = TIMBER 4 STRAND BARBED WIRE GATE

NOTES:

o WIDTH OF GATE IS TYPICALLY BETWEEN 4 TO 5 m (MATCH EXISTING GATE WIDTH)
o INSTALL A BOUNDARY SIGN AT EVERY GATE

L
\ PARK FENCE

PLAN — PRIVATE /PARKS FENCE e JUNCTION
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\
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3000

SCALE @ 1:25

\/\

AVOID CUTTING LARGER
SHADE-BEARING TREES

. 1000 ‘&

T

IN SEASONAL WET AREAS WITHOUT FLOWS, WHERE LIVESTOCK
HAS ERODED GROUND IMMEDIATELY ADJACENT TO THE FENCE
(WITHIN 1 m), LOGS OR MULCHED MATERIALS MAY BE PLACED
DURING DRY PERIODS TO PROVIDE SUITABLE WALKING/WORKING
SURFACE FOR THE REDUCTION OF SEDIMENT DISRUPTION.
MATERIALS PLACED DIRECTLY UNDER WIRE SHALL NOT EXCEED

THE HEIGHT OF THE GROUND (FINISH GRADE) UNDER THE FENCE.

en prepared for the use

ELEVATION — TYPICAL CONDITIONS AND HOW/WHERE TO USE BRACES

NOTES:

o THE BOUNDARY SIGN TO BE INSTALLED WITHOUT INTERFERING WITH THE TOP WIRE.
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: EXTENDED (300 mm) 200 mm DIA. POST 3000 mm ATV OR EQUIVALENT ACCESS
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/ EVERY 100 Im FOR SOLNDARY SOV HAZARDS /OBSTACLES. DISPENSE LARGER
2 - ) WASHERS DEBRIS INTO ADJACENT FOREST. REPAIR
8 ANY RUTTING BEFORE DEMOBILIZING.
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