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EXISTING NOTCHED GUIDES IN CONCRETE WALL FOR
ATTRACTION FLOW SCREEN AND STOP LOG ASSEMBLY.
COMPLETE CONCRETE REPAIRS TO DETERIORATED AREAS
IN ACCORDANCE WITH THE REPAIR PROCEDURES
PROVIDED.
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REPAIR SUMMARY  (REFER TO DETALL 1/4/4)
EXISTING STEEL GUIDES I*I Public Works and Travaux Publics et
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EXISTING CONCRETE WALLS OF POOL #6. COMPLETE
CONCRETE REPAIRS TO DETERIORATED AREAS IN
ACCORDANCE WITH THE REPAIR PROCEDURES PROVIDED.
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EXISTING STEEL GUIDES FOR NEW TRASH RACK TO REMAIN.

REMOVAL OF ALL DEBRIS AND INSTALL NEW 150mm
REINFORCED CONCRETE FLOOR.

REMOVAL ALL LOOSE DEBRIS AND OBSTRUCTIONS AT THE
ENTRANCE TO POOL #6. IT IS ESTIMATED THAT
APPROXIMATELY 1.5m OF LOOSE ROCK MATERIAL EXISTS
AT THE ENTRANCE TO POOL #6 AND NEEDS TO BE
REMOVED. CONTRACTOR TO CONFIRM ACTUAL DEPTH OF
MATERIAL TO BE REMOVED IN FIELD WITH DEPARTMENTAL
REPRESENTATIVE.
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CONCRETE FISHWAY WALL REMOVE EXISTING STEEL PLATE SILL WALL ASSEMBLY

ALONG WITH THE INTERIOR STRUCTURE STEEL FRAME
ASSEMBLY AND INSTALL NEW REINFORCED CONCRETE SILL.
COORDINATE ALL WORK WITH THE DEPARTMENTAL
REPRESENTATIVE. INTERIOR STEEL FRAME SHALL REMAIN IN
PLACE UNTIL APPROVED FOR REMOVAL BY THE
DEPARTMENTAL REPRESENTATIVE.
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Meridian Engineering Inc.
REPLACE EXISTING 75mm X 150mm HARDWOOD STOP Member No. 04378

LOGS WITH NEW.

50 NOTES (DETAIL 5):

INSTALLATION OF NEW GALVANIZED STEEL TRASH RACK which is valid for the year_2016

ASSEMBLY.
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A. GRATING AND RAILING OMITTED FOR CLARITY. TO SUIT EXISTING OPENING
B. REFER TO REPAIR SUMMARY TABLE ON THIS SHEET. 150 150
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PROFESSIONAL ENGINEERS AND GEQSCIENTISTS

974

REPLACE EXISTING STEEL SCREEN ASSEMBLY WITH NEW
mPARTlAL PLAN — POOL #6 1 1 SECTIONS OF GALVANIZED RIVETED GRATING AS PER THE GOESSIORy
L "L L L 5 GRATING SCHEDULE ON SHEET CO3. CONTRACTOR SHALL >
(y SCALE : 1:15 3 CONFIRM ALL REQUIRED INFORMATION NECESSARY TO SUIT FEGA
- EXISTING CONDITIONS. SOME ARCHIVAL PHOTOS OF THE o (aimade I 2
Omm 500mm 1000mm

REG/S%\

1500mm

EXISTING SCREENS ARE INCLUDED IN THE SPECIFICATION.
SHOP DRAWINGS TO BE SUBMITTED ACCORDINGLY FOR
APPROVAL PRIOR TO ORDERING.
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FRONT VIEW % 16/08/31
GUIDE FOR SCREEN ERONL VIEW _16/08/31
9 +1502 50X130 STAPLE C/W POINTED INSPECT AND CLEAN BURIED ATTRACTION FLOW PIPE FROM o, S
TOP OF ToP OF END AND BARB. STAPLE FLUSH POOL #6 TO POOL #1. SIZE OF EXISTING PIPE IS AND &
FISHWAY FISHWAY / +14.25 WITH TOP FACE OF LOG # #.
A APPROXIMATELY 900mm IN DIAMETER. CONTRACTOR TO

SLOTS EACH END CONFIRM IN THE FIELD.
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INTO THE EXISTING PERIMETER WALLS

2. ALL ELEVATIONS ARE IN METERS.

INCLUDE CONTINUOUS WATER STOPS.

CONCRETE/CONCRETE AND CONCRETE/ROCK INTERFACES.

19. ALL DIMENSIONS SHOWN FOR FABRICATED STEEL
SECTIONS ARE CONSIDERED APPROXIMATE. FABRICATOR
SHALL CONFIRM ALL DIMENSIONS AND NOTIFY
DEPARTMENTAL REPRESENTATIVE OF ANY DISCREPANCIES
PRIOR TO FABRICATION.
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SEE DETAIL EXISTING SOUND BEDROCK APPLY BONDING AGENT TO ROUGHEN EXISTING SOUND
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2 \TRASH RACK — ELEVATloN (POOL #6) CONCRETE FLOOR ABOVE. DIRECTIONS, WITH EVERY SECOND PLACEMENT OF NEW SLAB 1. DO NOT SCALE FROM DRAWINGS. 12. BONDING AGENT TO BE "WELDCRETE” OR APPROVED oroject orojet
44 SCALE: 1:25 ) BAR DOWELED AND GROUTED, 150mm EQUAL. BONDING AGENT TO BE APPLIED TO ALL
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\ \ - y R 12 X 76 GALVANIZED ELIMINATE ALL SHARP EDGES. CONFIRM IN FIELD WITH 16. ALL FABRICATED SECTIONS INCLUDING ALL STEEL
; TOP OF NEW SILL TOP_OF NEW SILL DEPARTMENTAL REPRESENTATIVE. SECTIONS, PLATE AND SCREENS SHALL BE WELDED ALL MISC. REPLACEMENT
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) 4 g ) CLARITY, REFER TO DETAIL 5 ON : PROVINCE OF NL. :
- /VA — - / v SHEET €0 9. MINIMUM 28 DAY CONCRETE STRENGTH = 40 MPa. 17. WELDING TO BE IN ACCORDANCE WITH CSA W59. dote A0, 20710
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\ L] 10. REINFORCING STEEL YIELD STRENGTH = 400 MPa. 18. SUBMIT FABRICATION DRAWINGS UNDER SEAL OF
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NEW REINFORCED CONCRETE SILL 11. ALL CONCRETE CONSTRUCTION JOINTS TO BE FORMED PROVINGE OF NL. ANY ALTERATIONS TO THE FABRICATED m— m——
WALL. REINFORCING STEEL OMITTED EXISTING CONCRETE » Y WITH A KEYWAY, THE BONDING SURFACES INTENTIONALLY SECTIONS FROM WHAT IS SHOWN ON THE DRAWINGS Gary MacSillivray — Sopl. 2, 2016
FOR CLARITY, REFER TO DETALL 5 WALL IN POOL #6 SECTION "A—A ROUGHENED TO A FULL AMPLITUDE OF S5 mm. SHALL BE INCLUDED ON THE STAMPED FABRICATION PWGSC_Project Manager _Administrateur de projets TPSGC
ON SHEET CO3. CONSTRUCTION JOINTS IN THE EXTERIOR WALLS ARE TO DRAWINGS.
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