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EXISTING MARGINAL (SEE NOTE 8)
~ NEW GRANULARS ~ (SEE SHEET C4 FOR LIMITS)
CONTRACTOR TO PROVIDE AND

INSTALL 200x200mm TREATED TIMBER 6100 | 6100 , 6100 , 6100 _ 6100 _ 6100 NOTES Bl Eohorjee ond Oceans  Peches et Oceans

STEPS TO APPROVAL OF CRIB #1 CRIB #2 CRIB #3 CRIB #4 CRIB #5 CRIB #6

DEPARTMENTAL REPRESENTATIVE. ‘ - - 1. ALL DIMENSIONS IN MILLIMETERS UNLESS SPECIFIED OTHERWISE.
2. ALL ELEVATIONS IN METERS.
3
4

FASTEN WITH 19mm ¢ LAG SCREWS.

. DO NOT mmkmmx wﬂmw,m:wmbe_zo. USE c_;mzm_ozmc_»mmswﬂwsz.

. NO GAP _ N NEW AND EXISTING CRI )
CONTRACTOR TO PROVIDE BLOCKING/SHEETING TO SEAL ANY GAP, SMALL CRAFT HARBOURS
UPON NEW CRIB PLACEMENT, TO APPROVAL OF DEPARTMENTAL
REPRESENTATIVE.

5. LOCATION OF LADDERS AND CLEATS AS SHOWN ARE CONSIDERED
APPROXIMATE. CONTRACTOR TO COORDINATE ACTUAL PLACEMENT
WITH DEPARTMENTAL REPRESENTATIVE.

6. CONTRACTOR SHALL COORDINATE LOCATION OF CONTROL JOINTS
WITH DEPARTMENTAL REPRESENTATIVE IN THE FIELD.

7. SPACING BETWEEN LADDERS SHALL IN NO CASE EXCEED 12.2m
0.C.

8. DURING EXCAVATION, CONTRACTOR TO TAKE MEASURES TO PREVENT
UNDERMINING OF EXISTING ADJACENT STRUCTURES AND WHEN
PLACING NEW ROCK MATTRESS AND CRIBWORK. THE CONTRACTOR
IS SOLELY RESPONSIBLE FOR PROTECTION OF THE ADJACENT
STRUCTURES, AND SHALL DETERMINE WHAT MEASURES NEED TO BE
TAKEN DURING CONSTRUCTION ACTIVITIES TO PREVENT UNDERMINING
AND KICK—OUT OF ANY EXISTING SITE FEATURES.

9. IF GEOTECHNICAL CONDITIONS DIFFER FROM THOSE INDICATED
ADVISE DEPARTMENTAL REPRESENTATIVE.

10. CONTRACTOR IS TO EXCAVATE IN SUCH A MANNER AS TO ENSURE
STABILITY OF SLOPES PRIOR TO AND DURING CRIB CONSTRUCTION.

11. CONSTRUCTION OPERATIONS, INCLUDING STORAGE OF MATERIALS,
FOR THIS CONTRACT NOT TO INTERFERE WITH FISHING ACTIVITY

~ NEW ASPHALT ~ (SEE AND/OR OPERATIONS AT THIS HARBOUR FACILITY. THE CONTRACTOR

SHEET C4 FOR LIMITS) SHALL COORDINATE WORK AS NECESSARY.

12. THE ELEVATION AND TRANSITION BETWEEN BEDROCK AND HARD
BOTTOM, AS SHOWN, IS TO BE CONSIDERED APPROXIMATE ONLY PROVINCE OF NEWFOUNDLAND AND LABRADOR
AND SHALL BE CONFIRMED IN THE FIELD BY THE CONTRACTOR.
DUE TO THE VARYING BEDROCK AND HARD BOTTOM ELEVATIONS, PEBEA  PERMIT HOLDER
~ EXISTING WOODEN THE CONTRACTOR SHALL PREPARE THE CRIB SEAT TO THE E This Permit Allows
SUPWAY ~ FOLLOWING REQUIREMENTS: Meridian Engineering |

A. IN AREAS WHERE BEDROCK ELEVATION IS HIGHER THAN eridian Engineering Inc.
~3.50m, CONTRACTOR SHALL REMOVE ROCK TO SEAT CRIBS Member No. 04378
AT —3.50m. THE BEDROCK SURFACE FOR CRIB SEAT To practice Professonal Engineering
PREPARATION SHALL BE FLAT AS SHOWN. CONTRACTOR TO in Newfoundland and Labrador.

S ENSURE FULL AND CONTINUOUS SUPPORT IS PROVIDED BY Ry
SCRIBING THE UNDERSIDE OF THE CRIB SURFACE TO THE rhich is valid for the year 2010
APPROVAL OF THE DEPARTMENTAL REPRESENTATIVE.

B.IN AREAS WHERE THE BEDROCK ELEVATION IS BETWEEN
—-3.5m TO —4.0m, SCRIBE CRIBWORK TO BEDROCK. THE
BEDROCK SURFACE FOR CRIB SEAT PREPARATION SHALL BE
FLAT AS SHOWN. CONTRACTOR TO ENSURE FULL AND

NEW 100 X 150mi CONTINUOUS SUPPORT IS PROVIDED BY SCRIBING THE

CLOSE SPACED UNDERSIDE OF THE CRIB SURFACE TO THE APPROVAL OF THE

~—_ DEPARTMENTAL REPRESENTATIVE.

6100

NEW 100 X 150mm
CLOSE SPACED FENDERS
AT CORNERS

[
]

“ /lmm_zm.;_._. CRIB CONNECTION
PLATE, GANGWAY, FLOATING
DOCK, AND CONCRETE

ANCHORS NEW 200x200mm —
WHEELGUARD

TIMBER FIRE STOP, SEE—
DETAIL

6100
CRIB #7

NEW LADDER

NEW 100x150mm
NEW LADDER, SEE omg_r@ @ HORIZONTAL I>m0<<oo_u|/

EXISTING MARGINAL WHARF

CONTRACTOR TO PROVIDE AND
INSTALL 200x200mm TREATED TIMBER
STEPS TO APPROVAL OF
DEPARTMENTAL REPRESENTATIVE.
FASTEN WITH 19mm ¢ LAG SCREWS.

ELEV. +2.50

[ ole /]

NEW MOORING RING, SEE DETAIL FENDER
NEW TYPE "B1” CLEAT AND BLOCK, SEE DETAIL

NEW REINFORCED CONCRETE DECK, SEE DETAIL

NEW REINFORCED CONCRETE SLAB—ON—GRADE, SEE DETAIL

NEW CONTROL JOINT, SEE DETAIL
NEW FINISH GRADE

NEW UTILITY POLE C/W PROTECTIVE
BOLLARDS, SEE DETAIL

APPROXIMATE GRADE SLOPE DIRECTION NEW TYPE "B1" CLEAT—
NEW CONDUIT CAP, SEE DETAIL AND BLOCK ~——

21350

N ROCK FILL

4880
CRIB #11

L.N.T.
—

-

ELEV. + —1.0mB—S—m] CRIB #1 | APPROXIMATE EXISTING
N~ T™S~—__ | BOTIOM AT WHARF FACE

C
[2.50]
%°
sL
@

mmﬂwmmw»m_m_m Ut C.IN AREAS WHERE THE BEDROCK ELEVATION IS BELOW —4.0m,
T CE CONTRACTOR SHALL EXCAVATE TO HARD BOTTOM, OR A MINIMUM
: OF —5.0m, AND PLACE ROCK MATTRESS TO SEAT CRIBS AT

—4.0m AS SHOWN. PLACE ROCK SCOUR PROTECTION AS SHOWN.

IF BEDROCK IS ENCOUNTERED BEFORE —5.0m, REMOVE ROCK

TO ENSURE A MINIMUM OF 600mm OF ROCK MATTRESS AND

PLACE ROCK SCOUR PROTECTION.

"\— SEE NOTE 4 13. ADDITIONAL CRIBWORK/ROCK MATTRESS REQUIRED DUE TO

AND 8 mxﬁmm%m:zo\99<>doz WILL BE AT THE CONTRACTORS

NSE.

14. CONTRACTOR SHALL SUBMIT A CRIBSEAT ELEVATION PLAN TO THE
DEPARTMENTAL REPRESENTATIVE FOR REVIEW/APPROVAL.

15. ONCE THE EXISTING MARGINAL CRIBSEAT ELEVATION IS VERIFIED, IN
LEU OF INSTALLING BLOCKING, CONTRACTOR MAY BE REQUIRED TO
EXTEND BACK SIDE OF CRIB #1 DOWN TO MATCH THE EXISTING
CRIB ELEVATION. CONFIRM WITH DEPARTMENTAL REPRESENTATIVE

] PRIOR TO PROCEEDING WITH WORK IN THIS AREA.

CONTRACTOR TO CONFIRM
BOTTOM ELEVATION OF — — CRIBSEAT ELEV. —3.50
mx_m._._zmwV =.us>mo_zm>_- WHARF

AND AV UNDERMINING /

DURING EXCAVATION AND APPROXIMATE TOP OF BEDROCK
PLACING NEW CRIBWORK. 100 Kg SCOUR PROTECTION OMITTED O
SEE NOTE 8 AND 1S. FOR CLARITY

SEE NOTE 10 CONTRACTOR TO INSTALL SOLID 200x200mm HORIZONTAL [
TIMBER BLOCKING FROM UNDERSIDE OF CRIBWORK, O-
+0.30m. DOWN TO EXISTING MARGINAL WHARF CRIBSEAT

ELEVATION, £ —1.0m. FASTEN BLOCKING TO 200x200mm NEW 100x150mm CLOSE

VERTICALS WITH 19mm ¢ MACHINE BOLTS. VERTICALS TO SPACED FENDERS AT CORNERS = ——
BE FASTENED TO CRIBWORK WITH 19mm ¢ LAG SCREWS A €I>mﬂ T
5|5 ]

dvp am_om_muo
AND & %

/

6100

3050

@ 400mm O.C. IF EXISTING MARGINAL CRIBSEAT
ELEVATION EXCEEDS —1.0m, ADVISE THE DEPARTMENTAL /_\ SCALE : 1:100

>._._D.Z REPRESENTATIVE. (SEE NOTE 15). e e e 0150 5100
SCALE : 1:100 CRIB #9 15250 CRIB #10 |

Om 1m 2m 3m 4m 5m 6m 7m 8m 9m 10m NEW 100 X 150mm L

CLOSE SPACED FENDERS
AT CORNERS

REINSTALL CONNECTION PLATE s NEW 100 x 150 VERTICAL FENDERS @ 300 O.C BH #3
FOR GANGWAY. REINSTALLED X L NEW UTILITY POLE C/W PROTEC RDS | $
GANGWAY AND FLOATING DOCK NEW 100 x 150 DOUBLE NEW TYPE "B1” £ L LE C/W PROTECTIVE BOLLA

HORIZONTAL FENDERS NEW 100 x 150 DOUBLE
OMITTED FOR CLARITY. NEW LADDER \| CLEAT & BLOCK o ZONTA, FEDERS . NEW 100 x 150 VERTICAL FENDERS @ 300 O.C.

ELEV. +2.50 e S= SZ S il NEW LADDER nﬁlzms TYPE "B1” CLEAT & BLOCK
ELEV. +2.50 O°= —— ELEV. +2.40

L\\
— 7
SEE NOTE 4
L.N.T.

L

LNT. =
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- - - ~ EXISTING WOODEN

ll‘klll-l"ll"l' ‘l\\‘ll'J-"lll“l‘
-— IIL

Jip— SLIPWAY END CRIB ~

CRIB #5 —
CRIB #1 CRIB #2 CRIB #3 CRIB #4 RIB #5 \\ — 1 CRB #6 CRIB #9 CRIB #10

—_— - 1000 o ASSUMED CRIBSEAT
CRIBSEAT ELEV. =3.5 TO =4.00 i — — — . |- . ELEV. +—3.00

WITH CRIBS SCRIBED TO A TOP OF SCOUR ELEV. -3.50 15 — .ll..nl.l.ul..ll-..l
PREPARED FLAT BEDROCK SURFACE APPROXIMATE EXISTING CRIBSEAT ELEV. —4.00 d W R_J CONTRACTOR TO CONFIRM BOTTOM ELEVATION

SEE NOTE 12 OF EXISTING WOODEN SLIPWAY AND AVOID
( ) BOTTOM AT WHARF FACE WITH CRIB SEATED - 3 UNDERMINING DURING EXCAVATION AND

ozxooxz>dmmmw
_ugo_zozmsox_msoxx.
ATION EEoROap e TOP OF (SEE NOTE 12) APPROXIMATE EXISTING

SCALE : 1:100 BOTTOM AT WHARF FACE SEE NOTES 8 & 10
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- —-—
— . s —

RE—ISSUED FOR TENDER 16/08/30

ISSUED FOR TENDER [16/06/23
ISSUED FOR 99% REVIEW 16/05/06

ISSUED FOR 66% REVIEW [16/03/24

PlOD|O|lO| M

Om 1Tm 2m 3m 4m 5m ©6m 7m 8m 9m 10m APPROXIMATE HARD BOTTOM,
OR A MINIMUM OF -5.0
Ammm NOTE ._Nv

ATION

¢m1 #2 SCALE : 1:100

Om Tm 2m 3m 4m 5m ©6m 7m 8m 9m 10m E
| NEW 100 x 150 DOUBLE .wnBzw .NF pz

HORIZONTAL FENDERS NEW TYPE "B1” NEW 100 x 150 VERTICAL FENDERS @ 300 O.C. _ Dﬂ_m nbwmm W__

ISSUED FOR 33% REVIEW 16/03/04

revisions date

project projet

W. CLEAT & BLOCK NEW LADDER
ELEV. +2.50
! = = EEE— NEW 100 x 150 DOUBLE
— HORIZONTAL FENDERS drawing dessin
\lzms 100 x 150 VERTICAL CLOSE SPACED FENDERS. CUT TO SUIT.
LN.T. = =1 LN.T. 2 =
R L L L LU LU = = : T AND_ELEVATIONS
T —— Tl LNt LN.T.
l}’l'h’.""“"""' ——— ".l’l |l+ll —
CRIBSEAT ELEV. —3.5 TO —4.00 T — zd — m TS~ __frooo APPROXIMATE OUTLINE CRIB #10 B .
(CRIB #S 7 AND 8) CRIB #7 — CRIB #8 CRIB #9 /// _.l|d.w TOP OF SCOUR ELEV: —3.50 mm_uﬂw._._zo WOODEN - designed C. FISHER concu
WITH CRIBS SCRIBED TO A / _ ~ &) 90 CRIBSEAT _ELEV: —4.00 (CRIB_#9) date  FEBRUARY, 2016
PREPARED FLAT BEDROCK SURFACE APPROXIMATE TOP e 0. 0-0:0.0:.0:0:0:0:0:0:0:0:0-0-9-0:5 WITH CRIB SEATED ON ROCK ASSUMED CRIBSEAT | ' drawn R, SNOW dessine
(SEE NOTE 12) OF BEDROCK o, S0-0-89. 0-0-0-0-0 MATTRESS (SEE NOTE 12) ELEV. —3.00 CONTRACTOR TO CONFIRM BOTTOM ELEVATION .
APPROXIMATE EXISTING TRANSITION FROM BEDROCK TO === OF EXISTING WOODEN SLIPWAY AND AVOID date  FEBRUARY, 2016
BOTTOM AT WHARF FACE HARD BOTTOM MAY REQUIRE CRIB NUMBERS 10 AND 11 ARE SHOWN AS UNDERMINING DURING EXCAVATION AND :
STEPPING OF CRIBWORK AS SHOWN STEPPED AND DO NOT NECESSARILY PLACING NEW CRIBWORK. SEE NOTE 8. approved approuve

AND SHALL BE CONFIRMED IN THE REPRESENT ACTUAL CRIB CONSTRUCTION.

FIELD WITH APPROVAL FROM THE BOTTOM. OR ~ — CRIB CONSTRUCTION TO REST ON HARD date

DEPARTMENTAL REPRESENTATIVE. MINMUM OF —5.0 BOTTOM / ROCK MATTRESS AND FOLLOW Tender Soumission
SINGLE CRIB STEPS NOT TO EXCEED . : THE BOTTOM OF THE EXISTING WOODEN 79.(,0,

600mm VERTICALLY, UNLESS (SEE NOTE 12) SLIPWAY. SCRIBING TO A PREPARED FLAT DFO Project Manager Administrateur de projets MPO
APPROVED OTHERWISE BY BEDROCK SURFACE MAY BE REQUIRED. project number no. du projet

DEPARTMENTAL REPRESENTATIVE.
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