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SURVEY NOTES: SURVEY LEGEND:
SYmBoLS

SURVEY PARTY CHIEF  EDDIE BEARNS
SURVEY VESSEL  ALUMINUM BOAT

PAVEMENT

CHS BMO5F0251
BRASS PLAQUE IN BOLLARD
ELEV.+2.19

~ EXISTING ASPHALT ~

CONCRETE PADS

BLEND NEW ASPHALT
INTO EXISTING

K AQUACULTURE
SURVEY DATE(S) BETWEEN JUNE 29,2005 AND SEPTEMBER 17,2014 T acoor B0k O e
O BOLLARD X{ UGHT STANDARD
SOUNDER TYPE:  SINGLE TRANSDUCER
SOUNDER SETTING MIN/INST VEL. OF SOUND 1520 m/s $ somoou w il
DEPTH GATE USED N/A FRE. OF TRANS. 210 kHZ W ooy winex P wsi/os
POSITIONING SYSTEM USED  DGPS (WITH OTF A caro rosmon suox Jo o uonr
LAND SURVEY POSITION BY DGPS (WITH OTF A cAvcH sasw [ oceserved suor
DATA TAPE/DISC(S) USED o amr 4 ocessved sear Buor
CAD DRAWING FILE(S): [ owen © reeeu
=3 RANGE UGHT
TIDAL REDUCTION SCHEME 3 o & s rost
0 Q SEWER OUTFLOW PIPE
- SIGN
ELECTRICAL OUTLET
OFFICE PROCESSOR  EDDIE BEARNS & ee wowen O e e
DATE OF PROCESSING SEPTEMBER 2014 ® msr ® e st omar
EJ  rsn ranouns goue.
MODE OF PLOTTING LEAST OF MINIMUM DEPTHS €€ roc HORN 3 me
MATRIX CELL WIDTH X LENGTH B e o ® unuy Poe
CONTROL POINTS: A, vorzana. oL § oo
Pt. NAME  EASTING  NORTHING CO ELEV  DESCRIPTION & o D ———
8263017  299305.836 5271514.713 +4.813 m  PROVINCAL BRASS PLAQUE SET IN BEDROCK
PWC 1—-89  299490.441 5271662.099 +1.703 m  BOLT SET IN CONCRETE DCEK [ e cree B wooo e
PWC 2-89 299447.318 5271692.394 +5.488 m  SPIKE SET IN BEDROCK ® R Foue
PWC 3-89 +6.162 m  BOLT SET IN CONCRETE WALL
PWC 5-89  299402.542 5271540.551 1.P. SET IN CONCRETE DECK e
PWC 6—96 299455576 5271605.155 NAIL RAMSET IN CONCRETE DECK "
PWC 7-96 299410.407 5271576.387 NAIL RAMSET IN PAVED ROAD .ww.. n.inﬁai T o
BM 76F583 +5.616 m  BRASS PLAQUE IN CONCRETE FOUNDATION nafrdwpsnd e .
ALL SOUNDINGS & ELEVATIONS IN METRES. TS T e g e
— e FLOATING WAVEBREAK — e TOE OF BANK
ALL SOUNDINGS & ELEVATIONS REFERRED TO CL MON 82G3017 ELEV. +4.813 m (BRASS PLAQUE SET ~ oD RML —Q— me e
IN BEDROCK) & WAS ESTABLISHED BY LEVELLING FROM GEODETIC BM 76F583 ELEV.+5.616 m —--— HOH WTER MK — — woseowo e
LOCATED AT NORMAN'S COVE ON SEPT.13,1989 BY PWGSC SURVEY CREW. —L- LOW WATER MR
SOUNDINGS TAKEN USING NAVISOUND 210 ECHO SOUNDER AND POSITIONED BY TRIMBLE DIFFERENTIAL
GPS POSITIONING SYSTEM BETWEEN JUN 29,2005 AND SEPTEMBER 17,2014 BY PWGSC SURVEY CREW.
COORDINATES FOR HORIZONTAL CONTROL ARE GIVEN ON THE U.T.M. MAPPING
PLANE, ZONE 22, USING THE NORTH AMERICAN DATUM OF 1983(NAD83).
SOUNDINGS WERE REDUCED BY DIGITRACE & RE—CHECKED FROM SOUNDING
CHARTS BEFORE BEING CORRECTED FOR TIDE & BAR CHECK CORRECTION.
SOUNDINGS WERE REDUCED USING HYPACK MAX VER.02.12.
SPEED OF SOUND WAS OBTAINED USING A SOUNDING BAR GRADUATED IN 1m INTERVALS.
ALL FIELD NOTES ARE IN LONG COVE BOOK #107.
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ALL ELEVATIONS ARE IN METRES, UNLESS
OTHERWISE NOTED.

ALL DIMENSIONS ARE IN MILLIMETRES,
UNLESS OTHERWISE NOTED.

DO NOT SCALE FROM DRAWING, USE
DIMENSIONS SHOWN.

CONTRACTOR TO CONFIRM ALL FINISH GRADES
IN THE FIELD TO PROVIDE A SMOOTH
TRANSITION INTO EXISTING FEATURES.
MAINTAIN POSITIVE DRAINAGE AND AVOID
CREATING ANY LOW SPOTS. COORDINATE WITH
DEPARTMENTAL REPRESENTATIVE PRIOR TO
POURING CONCRETE AND PLACEMENT OF
ASPHALT.

CONSTRUCTION OPERATIONS, INCLUDING
STORAGE OF MATERIALS, FOR THIS CONTRACT
NOT TO INTERFERE WITH FISHING ACTVITY
AND/OR OPERATIONS AT THIS HARBOUR
FACILITY. THE CONTRACTOR SHALL
COORDINATE WORK AS NECESSARY.
CONTRACTOR SHALL EXCAVATE AND DREDGE
IN SUCH A MANNER AS TO ENSURE STABILITY
OF SIDE SLOPES. ALL DREDGING PAY LIMITS
TO BE 1.5H:1V, EXCEPT IN ROCK, WHICH
SHALL BE 1H:4V, UNLESS SPECIFICALLY
INDICATED OTHERWISE, BASED ON THE OUTER
DREDGE BOUNDARIES INDICATED. SEE SECTION
35 20 23 — DREDGING.

SCHEDULING OF HARBOUR DREDGING TO BE
COORDINATED WITH DEPARTMENTAL
REPRESENTATIVE.

IT IS A REQUIREMENT OF THIS PROJECT THAT
THE CONTRACTOR INSTALL A FLOATING SILT
CURTAIN AT THE COMMENCEMENT OF
CONSTRUCTION, IN PARTICULAR, TO ENCLOSE
THE WORK AREA OF THE NEW WHARF AND
HARBOUR DREDGING. THE SILT CURTAIN
SHALL BE MAINTAINED THROUGHOUT THE
PROJECT, PERFORMING TO THE SATISFACTION
OF THE DEPARTMENTAL REPRESENTATIVE.
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