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1. Ceneral

2.

Shop Dr awi ngs

3.

Sanpl es

4.

M scel | aneous Dat a

.1

Subm t tothe Departnmental Representative for
review the shop drawi ngs, product data,
sanpl es and ot her information specified.

Until subm ssion is reviewed, work invol vi ng
rel evant product may not proceed.

Drawings to be originals prepared by
Contractor, Subcontract or, Suppl i er or
Distributor which illustrate appropriate
portion of work; show ng fabrication, |ayout,
setting or erection details as specified in
appropriate Sections.

Identify details by reference to sheet and
detail nunbers shown on Contract Draw ngs.

Maxi mum sheet size 860 x 1120 mMm

Repr oducti ons for subm ssions: opaque diazo
prints.

Submt sanples in sizes and quantities
speci fi ed.

Construct field sanmples and nock-ups at
| ocati ons accept abl e to Depart nment al
Repr esent ati ve.

Accepted sanples will beconme standards of
wor kmanship and material against which,
installed work will be checked on project.

Provi de certificates, nethodol ogi es, desi gns
and test results as required.
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5. Coordi nation of .1
Submi ssi ons
.2
.3
.4
.5
.6
.7
6. Subm ssion .1
Requi renent s
.2

Revi ew shop draw ngs, product data, sanples
and m scel | aneous data prior to subm ssion.

Verify:

.1 Fi el d Measurenents.

.2 Field Construction Criteri a.

.3 Cat al ogue nunbers and sim | ar data.

Coor di nat e each subm ssion with requi renents
of work and Contract docunents. |ndividua
subm ssions will not be reviewed until al
related information is avail abl e.

Contractor’s responsibility for errors and
om ssions in submssion is not relieved by
Departnental Representative's review of
submi ssi ons.

Contractor’s responsibility for deviations
in subm ssion fromrequirenents in Contract
docunments is not relieved by Departnental
Representative’'s review of subm ssi on
unl ess Departnmental Representative gives
witten acceptance of specified deviations.

Notify Departnental Representati ve, in
witing at time of subm ssion, of deviations
from requirements of Contract docunents
stating reasons for deviations.

After Departnental Representative' s review,
di stribute copi es.

Schedul e subm ssions at | east 10 days before
dates revi ewed subni ssions will be needed.

Acconmpany submissions wth transmttal
letter, in duplicate, containing:

.1 Dat e

.2 Project title and nunber

.3 Contractor’s nanme and address

.4 I dentificationandquantity of each shop
drawi ng, product data and sanple subm tted.
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.5 Ot her pertinent data.
.3 Submissions shall include:
.1 Date and revision dates.
.2 Project title and nunber.
.3 Nane and address of:
.1 Contractor
.2 Sub-contractor
.3 Supplier
.4 Manuf act urer
.5 Separate detail er when pertinent.
.4 Identification of product material.
.5 Fi el d di nensions, clearly identified as
such.
. 6 Speci fication Section Nunber.
.7 Applicable standards, such as CSA or
CGSB nunbers.
.8 Contractor’s st anp, initialed or
signed, certifying review of subm ssion,
verification of field neasurenents and

conpl

7. Shop Draw ng
Revi ew

iance with Contract docunents.

The revi ew of shop draw ngs by the PWGSC or
its authorized consultant

is for the sole

pur pose of ascertaining conformance with the

gener al

t hat

not mean
desi gn

concept. This review shal
PWESC approves the detai

i nherent inthe shop drawi ngs, responsibility

for
subni

whi ch shal |

remain with the Contractor

tting same, and such review shall not

relieve the Contractor of responsibility for
errors or mssions inthe shop draw ngs or of

responsibility for neeting al

requi renments

of the construction and contract docunents.

W t hout

restricting the generality of the

foregoi ng, the Contractor is responsible for
di mensi ons to be confirmed and correl ated at

the job site,
solely

for information that pertains

to fabrication processes or to

t echni ques of construction and installation

and for

coordination of the work of al

sub-trades.



