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PART 1 - GENERAL

1.1 Section .1 Materials and installation of polyneric
I ncl udes geotextil es purpose of which is to:

.1 Separate and prevent m xing of

exi sting and granul ar materials of

di fferent grading.

1.2 Rel ated .1 Section 01 33 00 - Submittal Procedures.
Sections

1.3 Measur enent L1 Geotextiles will be neasured in accordance
Pr ocedur es with Section 01 10 10.

1.4 References .1 Anerican Society for Testing and Materials

I nternational, (ASTM

.1 ASTM D4632. Grab Tensile strength
test.

.2 ASTM D 4751, Standard Test Method for
Det er mi ni ng Apparent Qpening Size of a
Geotextil e.

.2 Canadi an General Standards Board (CGSB)
.1 CAN CGSB-4.2 No. 11.2-[M9(April
1997)], Textile Test Methods - Bursting
Strength - Ball Burst Test (Extension of
Sept enber 1989).

.2 CAN CGSB-148.1, Methods of Testing
Geotextil es and Conpl ete Geonenbranes.
.1  No.7.3-[92], Methods of Testing
Geotextil es and Geonenbranes - G ab
Tensil e Test for Ceotextiles.

1.5 Submttals .1 Submt sanples in accordance with Section
01 33 00 - Submittal Procedures.

.2 Submt to a Departnental Representative
geotextile sanple at | east 4 weeks prior
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1.6 Delivery,
St or age and
Handl i ng

1.7 Waste
Managenent and
Di sposal

PART 2 - PRCODUCTS

2.1 Materi al

to begi nning Wrk

During delivery and storage, protect
geotextiles fromdirect sunlight,
ultraviol et rays, excessive heat, nud,
dirt, dust, debris and rodents.

Renove fromsite and di spose of al
packagi ng materials at appropriate
recycling facilities.

Col | ect and separate for disposal paper,
pl astic pol ystyrene, corrugated cardboard,
packaging material in appropriate on-site
bins for recycling.

Fol d up netal banding, flatten and pl ace
in designated area for recycling.

Ceotextile: Non-Wven synthetic fiber
fabric, supplied in rolls.
.1 Wdth: 3.5 m m ni nrum
.2 Length: 150 m m ni mum

Physi cal properties:
.1 Mass per unit area: to CAN CGSB-148.1,
No. 2, m ni num 237 g/ n%.

Hydraul i c properties:

.1 Apparent opening size (AOS): to ASTM D
475], 0.3 mm

.1  Permttivity: to ASTM D 4491, 2.2

pers.

Securing pins and washers: to CAN CSA-
40. 21, G ade 300W hot-di pped gal vani zed
Wi th m nimum zinc coating of 600 g/n? to
CAN CSA Gl64.
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PART 3 - EXECUTI ON

3.1 Installation

.10

Pl ace geotextile material by unrolling
onto graded surface in orientation, nmanner
and | ocations indicated and retain in
position with pins or weights.

Pl ace geotextile material snmooth and free
of tension stress, folds, winkles and
creases.

Pl ace geotextile material on sl oping
surfaces in one continuous |length fromtoe
of slope to upper extent of geotextile.

Overl ap each successive strip of
geotextile 600 mm over previously laid
strip.

Pin successive strips of geotextile with
securing pins at 600 mminterval at md-
poi nt of |ap.

Protect installed geotextile material from
di spl acenent, danmmge or deterioration
before, during and after placenent of
material |ayers.

After installation, cover with overlying
| ayer within 4 h of placenent.

Repl ace damaged or deteriorated geotextile
to approval of a Departnental
Repr esent ati ve.

When pl aci ng Geotextil e underwater, anchor
t he subnerged portions with weights as
required. Weights will be sacrificial and
shoul d be made of material which is not
harnful to the environnent.

Install ati on procedures shall be revi ewed
by the Departnmental Representative prior
to conmenci ng the worKk.
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3.2 Protection

1

Vehi cular traffic not permtted directly
on geotextile.



