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@ @ GENERAL NOTES: REAL PROPERTY SERVICES

1. DO NOT SCALE THIS DRAWING, CONTRACTOR SHALL VERIFY ALL Western Region
DIMENSIONS PRIOR TO INSTALLATION AND REPORT ANY DISCREPANCY SERVICES IMMOBILIERS
TO THE DEPARTMENTAL REPRESENTATIVE. Région de l'ouest

,—<:> 2. CONFORM TO SPECIFICATIONS AND MANUFACTURER GUIDES FOR
) 374 Donald Street, First Floor
@ L o o o MATERIALS AND UNITS' INSTALLATION DETAILS. REPUBLIC Winnipeg, MB R3B 212

@n MATERIALS AND APPEARANCE SHALL BE APPROVED BY PARKS TNTa] F 204989 0094
——2) CANADA. FINAL PIPING AND LAYOUT SHALL BE CONFIRMED WITH www.republicarchitecture.ca

' PARKS CANADA.

@X—_O —o o 3. SPRINKLER LAYOUT SHALL BE USED FOR PRICING ONLY. PIPING AANE IR ERRUIN=E T204 989 0102
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4. COORDINATE SPRINKLER LOCATION WITH OTHER DISCIPLINE.

PROVIDE SPRINKLER PROTECTION ALL THROUGH OUT THE BUILDING
AS PER LATEST EDITION OF NFPA 13 AND THE AUTHORITIES HAVING
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/ (1) DRY SPRINKLER MAIN PIPE UP FROM MAIN FLOOR.
@ L \@v (2) 10 SPRINKLER HEAD IN MAIN FLOOR. SPRINKLER
__ 1 1. BRANCHLINE TO RUN AT EAVE LEVEL, TYPICAL.
@_[ (3) BACK TO BACK TYPE ATTIC SPRINKLER HEAD. DEFLETOR
TO BE 150mm BELOW RIDGE, TYPICAL.
@ @/ {4) DRY SPRINKLER MAIN PIPE DOWN TO MAIN FLOOR.
@—\ (5 DRY SPRINKLER MAIN PIPE DOWN TO BASEMENT.
1- - - - - - - - - - - T {(5) ATTIC SPACE DRY PIPE SPRINKLER SYSTEM ZONE TO BE
0 LIGHT HAZARD OCCUPANCY CLASSIFICATION. REFER TO
Y Q/@ /@ 1 ! ATTIC SPRINKLER PIPING SCHEMATIC DETAIL ON THIS
[@ @X. ' SHEET.
z o) (7) DRY SPRINKLER MAIN LINE TO BE 600mm ABOVE ATTIC
] | FINISHED FLOOR LEVEL.
@\. _,/@> z \ 2 N || DRY SPRINKLER BRANCHLINE AT RIDGE LEVEL.
\ ] (3> DRY SPRINKLER BRANCHLINE AT EAVE LEVEL, TYPICAL.
o (o
# % # # % # # # 7 % o o : ATTIC UPRIGHT TYPE SPRINKLER HEAD. DEFLECTOR TO
b \_@ BE 75mm BELOW THE BOTTOM OF TOP CHORD OR
BOTTOM OF SOLID WOOD RAFTER, TYPICAL.
q Z @\_ @\_ @\C J@ / | () HORIZONTAL SIDEWALL TYPE SPRINKLER HEAD TO SERVE
@\ @\ | — 1 OVERHANG. SPRINKLER HEAD TO BE 100mm TO 150mm
o - BELOW CEILING AND AT THE PEAK OF OVERHANG CEILING gPEGm
o WITH SPRAY DIRECTED DOWN THE SLOPE, TYPICAL. — T
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DRY PIPE SPRINKLER
MAIN TO SERVE 100 - 167 Lombard Avenue
BASEMENT, MAIN FLOOR 100mm¢ 10 FIRE Winni Manitob
AND ATTIC SPACE DEPARTMENT STORZ nnipeg, Manitoba
) ) CONNECTION
= m\z Egm = y Project title/Titre du projet
OILESS AIR COMPRESSOR N N
DRY PIPE VALVE C/W ~——NORMALLY—CLOSED BYPASS VALVE C/W N t."°"‘:e|_’|.Ff’t.Gg’.:y (II\_IIFG')t b
TRIM AND CONTROL TAMPER SWITCH FOR BACKFLOW PREVENTER ational Historic Site, lanitoba
NITROGEN GENERATOR C/W BUILT-IN VALVE WITH TAMPER v FULL FLOW FORWARD FLOW TEST
CONTROLLER FOR LEAK DETECTION AND AR SWITCH
BYPASS ALARM SYSTEM. COORDINATE WIRING e 150mm¢ ISOLATION HERITAGE BUILDING
REQUIREMENTS WITH DIVISION 26 REFER TO VALVE C/W TAMPER RECAPITALIZATION
SPECIFICATION FOR MORE DETAILS oo SWITCH
AIR TANK———, 32mm@ DOMESTIC WATER
SUPPLY C/W BACKFLOW
PREVENTER TO DOMESTIC Approved by/Approuve par

NITROGEN TANK*\ WATER SERVICES. DH

Designed by/Concept par
PA

BASEMENT Drawn by/Dessine par
IS

BLIND FLANGE—/ H 150mm@ DOUBLE CHECK

PWGSC Project Manager/Administrateur de Projets TPSGC
CHRISTINA KOVACS

VALVE BACKFLOW PREVENTER

50mm¢ MAIN DRAIN. PIPE
INDIRECTLY TO FUNNEL RS ot e TaCh o Bt SheTe, ke
FLOOR DRAIN. VALVE C/W " NEW INCOMNG 200mme Cllent/cllanf
TAMPER SWITCH COMBINED DOMESTIC/FIRE PARKS CANADA

PROTECTION WATER — . .

SERVICE Drawing title/Titre du dessin
BIG HOUSE -
ATTIC CEILING
NEW FIRE PROTECTION LAYOUT
Project No./No. du Sheet/ Feuille ﬁevi;i/orj no./
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