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| @ NEW 150mme FIRE PROTECTION WATER SERVICE UP FROM BELOW
C/W FROST BOX.
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NEW DOUBLE CHECK VALVE BACKFLOW PREVENTER. PIPE DRAIN
INDIRECTLY TO HUB DRAIN PROVIDED BY DIVISION 22.
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PROVIDE NORMALLY CLOSED VALVE AND CONNECT TO FIRE
DEPARTMENT CONNECTION LINE UPSTREAM OF THE CHECK VALVE
FOR FULL FORWARD FLOW TEST OF BACKFLOW PREVENTER.

NEW DRY PIPE VALVE C/W TRIM AND CONTROL VALVE WITH TAMPER
SWITCH. DIVISION 26 TO PROVIDE WIRING TO PRESSURE SWITCHES
AND AR SUPERVISORY SWITCH.
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NEW SKID-MOUNTED NITROGEN GENERATOR INTEGRATED WITH
OIL-LESS AIR COMPRESSOR C/W AIR TANK, NITROGEN TANK, VALVE
] AND APPURTENANCES. PIPE TO DRY PIPE SPRINKLER SYSTEM ZONE
WITH AIR MAINTENANCE DEVICE. PROVIDE 50mm THICK

' ' HOUSEKEEPING CONCRETE PAD. COORDINATE WIRING REQUIREMENTS
] ' WITH DIVISION 26.

DRY PIPE SPRINKLER MAIN UP TO MAIN FLOOR.

NEW INCOMING 150mme@ DOMESTIC/FIRE PROTECTION WATER
SERVICE.

100mm¢ FIRE DEPARTMENT STORZ CONNECTION.

DRY PIPE SPRINKLER MAIN UP FROM BASEMENT.

DRY PIPE SPRINKLER MAIN UP TO SECOND FLOOR.

RUN DRY PIPE SPRINKLER MAIN TO U/S OF JOIST. g?-
ECIH

PIPE NIPPLE UP BETWEEN JOIST.

/IN\FUR LOFT-BASEMENT FIRE PROTECTION LAYOUT
8.1/ T:50

Certificate of Authorization

PROVIDE LOW TEMPERATURE ALARM CONNECTED TO INTRUSION

ALARM SYSTEM. HDK Consulting Incorporated

No. 5539 Date;__ 04/30/2017

OFFSET BRANCHLINE DOWN TO U/S OF JOIST.

SPRINKLER BRANCHLINE IN CEILING SPACE.

BASEMENT FLOOR DRY PIPE SPRINKLER SYSTEM ZONE TO BE LIGHT

PEE PRERBEE D

HAZARD OCCUPANCY CLASSIFICATION.

MAIN FLOOR DRY PIPE SPRINKLER SYSTEM ZONE TO BE LIGHT
HAZARD OCCUPANCY CLASSIFICATION.
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PIPE NEW 100¢ HUB DRAIN TO EXISTING SUITABLE SANITARY DRAIN.
PROVIDE TRENCHING TO RUN NEW DRAIN BY DIVISION 22. ° SSUED FOR TENDER Sep- 12,18
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CONTRACTOR TO CONFIRM EXACT LOCATION ON SITE PRIOR TO Revision Description/Description Date/Date

Revision

INSTALLATION. Client/client
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NEW 10 LBS. ABC TYPE FIRE EXTINGUISHER, TYPICAL. COORDINATE Public Works

TYPE OF INSTALLATION WITH ARCHITECTURAL. -
and Government Services

PENDENT TYPE SPRINKLER HEAD C/W WIRE GUARD. COORDINATE
PIPE ROUTING ON SITE. Canada
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