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A SEE VALVE BOX DETAIL CS-102

GATE VALVE — MUELLER $A-2380 SERIES
RESIUENT WEDGE

MUELLER TAPPING SLEEVE H-815/Cl, DI OR PVC
MUELLER TAPPING SLEEVE H-619//

TAPPING SLEEVE AND VALVE DETAIL
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SERVICE DIM'A' DIM B’ WHERE MINIMUM PIPE COVER
CAN NOT BE MET AS SHOWN,
STORM SEWER AS SHOWN | AS SHOWN CONTRACTOR SHALL NOTIFY
SANITARY SEWER | AS SHOWN | AS SHOWN ENGINEER. PIPE SHALL BE
INSTALLED AS PER DETAIL
WATER MAIN 600mm (24") | 600mm (24") BELOW
FIRE LINE 600mm (24") | 600mm (24")
SPRINKLER LINE | 600mm (247) | 600mm (24")
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BUILDING SERVICES BURY DETAIL

N.T.S.

PLAN VIEW
TEE CONNECTION WITH MAIN LINE AND BRANCH VALVES
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MINIMUM DIMENSIONS
SIZE OF PIPE A B C
100mm (4") 150mm (6") 150mm (6") 150mm (6")
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NOTES:

1. ALL CONCRETE TO BE MPa.

2. ALL CONCRETE BLOCKING TO BE POURED
AGAINST UNDISTURBED GROUND.

3. CLEARANCE OF 80mm TO BE MAINTAINED
FROM FACE OF BELL TO CONCRETE.

4. POLYETHYLENE BOND BREAKER TO BE
USED BETWEEN CONCRETE AND FITTING.

5. THIS BLOCKING DESIGN APPLIES ONLY WHERE
1030 KPa PRESSURE IS NOT EXCEEDED.

6. METRO DIMENSIONS (mm)

CONCRETE THRUST BLOCKS DETAIL

N.T.S.

FOR HORIZONTAL BENDS, TEES & DEAD END MAIN.

FROM BELL TO BELL

TIE RODS

RADIANT CEILING PANEL SCHEDULE
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2. PLASTER-IN GRILLES
3. SURFACE MOUNT

1. APPROVED MANUFACTURERS: WATERLOO, JPR SERVICES

4. APPROVED MANUFACTURERS: WATERLOO AND JPR SERVICES

ELECTRICAL PANEL PHYSICAL DIMENSION WEIGHT
TAG WATTS
REQUIREMENTS [VI| WIDTH [mm] | WIDTH [in] |LENGTH [mm]| LENGTH [f{] [lbs]
RP-1 208 458 18 2439 8 20.4 260
RP-2 208 458 18 2134 7 17.9 230
RP-3 208 458 18 915 3 7.7 95
RP-4 208 458 18 1829 6 15.3 195
DIFFUSER AND GRILLE SCHEDULE
TAG MODEL COLOUR NOTES REMARKS
S-1 AA GRILLES AAG 100 CONFIRM W/ ARCHI TECTURAL 2 REFER TO DRAWING FOR FACE SIZE
R-1 AA GRILLES AAG 100 CONFIRM W/ ARCHITECTURAL 2 REFER TO DRAWING FOR FACE SIZE
E-1 EH PRICE SERIES 735Z LOUVERED FACE | CONFIRM W/ ARCHI TECTURAL 3 REFER TO DRAWING FOR FACE SIZE
NOTES:
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NOTES ;

1) ALL STEEL RODS GRADE
350mm (14") DEFORMED

ELEVATION

0.75xE

2) ALL CONCRETE 20MPa

A

750mm (30")

3) DIMENSIONS SHOWN ARE BASED

SECTION 'X-'X'

50m!
ON WATER PRESSURE OF 1030KPa. (6"
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SECTION 'Y'-'Y"

MINIMUM DIMENSION WATER PRESSURE UP TO 1030 KPa
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A B C D

E

150mm (6")

675mm (27") 225mm (9") 675mm (27") 900mm (36")

675mm (27")

200mm (8")

750mm (30") 350mm (14") 900mm (36") 900mm (36")

750mm (30")

250mm (10")

900mm (36") 450mm (18") 1125mm (45") 1125mm (45")

825mm (33")

300mm (12")

1125mm (45") 575mm (23") 1350mm (54") 1125mm (45")

900mm (36")

400mm (16")

1350mm (54") 750mm (30) 1575mm (63") 1350mm (54")

1125mm (45")

CONCRETE THRUST BLOCKS DETAIL

HEAT RECOVERY VENTILATORS
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Certificate of Authorization

Date: _ 04/30/2017

TAG HRV-1

SERVICE Big House

SUPPLY FAN

AIR FLOW RATE (L/s / CFM) 378 800
E.S.P. (Pa/in.WC) 311 1.25
MOTOR SIZE (kW / HP) 0.75 1.00
RETURN FAN

AIR FLOW RATE (L/s / CFM) 378 800
E.S.P. (Pa/in.WC) 311 1.25
MOTOR SIZE (kW / HP) 0.75 1.00
HEAT EXCHANGER (WINTER)

SENSIBLE EFFECTIVENESS (%) 75.0

FILTERS SECTION

FILTER DEPTH/ TYPE 2", MERV 8
PHYSICAL DATA

WEIGHT (kg / Ibs) 154 340
LENGTH (m/ ft.) 13.11 43
WIDTH (m/ ft.) 10.52 35
HEIGHT (m/ ft.) 15.24 50
ELECTRICAL DATA

VOLTAGE/PHASE 120V /1 Ph

NOTES:

1. Provide preheat and post heat electric coils. Refer to Electrical.
2. Coordinate structural support with structural drawings.

NOTE: 2;; VERTICAL BENDS 3. Indoor unit shall be condensate free with no mounting restrictions.
s I oL BE. FEVENED AND APPROVED BY 4. Provide cetral controller ¢/w humidistat. Initiate high speed based on humidistat (>60% RH).
2 ADD CATHODE PROTECTION. 5. Provide differential enthalpy control for free cooling.
6. Unit shall operate without the need for condensate drainage. 0 |SSUED FOR TENDER Sep. 12, 16
R}Qe;iisi?onﬁ Description/Description Date/Date
Client/client
FAN SCHEDULE Public Works
TAG | MANUFACTURER| TYPE | MODEL RPM T T Crn P T wo T e | SONES ACCESSORIES TSPROVED an overnment oservices
fs) ) - LOCATION PRODUCTS DESCRIPTION ACCESSORIES SAN | VENT | TRAP | HW | CW | RO Canada
MANUFACTURER
SFA1 GREENHECK CSP-AS00 850 296 840 21 0.13 335 FRAC 1.4 TS, MD FD-1 Drainage Specialty Watts FD-100-C-7-L5-1 Floor Drain Watts #-L5-1. 50 - 50 - - - |Wade, JR Smith 100 - 167 L bard A
FD-2 Drainage Specialty Watts FD-320-4-7 Floor Drain Watts #-4. 75 - 75 - - - |Wade, JR Smith V-Vinni :mMaarnito\l;:lnue
FAN TYPES: C CENTRIFUGAL R ROOF | IN-LINE CE CEILNG EXHAUST CU CENTRIFUGAL UP BLAST HD-1 Drainage Speciaity Watts FD-100-DD Hub Drain Watts #-4. Ay - 1™ - |- | - [Wade JR Smith Pes
—_— TA TUBE AXAL W WALL MF MIXED FLOW = PROPELLER CF CEILING FAN LAV-1 Wall hung basin American Standard Single handle faucet, 1.9 LPM (0.5 GPM) pressure Toto, Kohler Eroiect Te/ Tire o proret
G #0954.004EC/0059.020EC 'Murro with  |compensating non-aerating spray outlet, lever Lower Fort Garry (LFG)
ABBREVIATIONS: BG BELT GUARD MT MANUAL RESET TIMER sD SCROLL DRAIN Everclean' Basin. handle, adjustable hot limit safety stop. National Historic Site, Manitoba
AS ADJUSTAELE SHEAVES MEW NOM-SPARKING WHEEL FC FACTORY CURE Open grid drain.
SC  SOLID STATE SPEED CONTROL SH SPRING HANGERS BS  BIRDSCREEN Chrome plated polished brass faucet supplies. 32032 132 11313 -
G INLET GRILLE VP VIERATION PADS MC MOUNTING COLLAR ;
Provide p-trap. | | |
BD BACKDRAFT DAMPER sM SPRING MOLUMNT WH WEATHERPROOF HOUSING Basin carrier HER TAGE BU LD NG
F FILTER WC WALL CAP RC  ROOF CAP ' RECAPITALIZATION
E EPOXY COATING Ds DISCONMNECT SWITCH AD ACCESS DOOR
IH INLET HOOD MOV MOTION DETECTUR. WALL MTD. GN GOOSENECK LAV-2 Wall hung basin DXV Solutions #D20125100 Basin Slngle handle Faucet, chrome plated, center hole TOtO, Kohler
T8 THERMOSTAT MD MOTORIZED DAMPERS only, brass, washerless ceramic disc valve orroved Dy Anprove por
NOTES: cartridges, 5.7 LPM (1.5 GPM) aerator outlet, 120 DH
1. INSTALL ALL UNITS ON VIBRATION ISOLATORS mm (4-3/4") projection reach, metal lever handle, PE——T ,
2. PROVIDE INSULATED MOTORIZED DAMPER FOR INTAKE AND RELIEF. PROVIDE NON INSULATED MOTORIZED DAMMPER ON RETURN less pop-up drain, integral hot water limit stop oA R
3. PROVIDE CONTROLS FOR A MIXED AIR SYSTEM TO MAINTAIN ROOM TEMPERATURE. MIN MIXED AIR SUPPLY TEMP SHALL BE 13 C. Open grid drain 32 | 32 32 | 13| 13| -
IF ROOM TEMPERATURE DROPS BELOW 5C, CLOSE INTAKE AND RELIEF DAMPER AMD GO TO FULL RECIRCULATION (LOW TEMP CUT OFF). Chrome blated polished brass faucet supplies Drawn by/Dessine par
4. APPROVED MANUFACTURERS: LOREN COOK, TWIN CITIES oo pt P ppiies. IS
rovide p-trap. PWGSC Project Manager/Administrateur de Projets TPSGC
Fixture carrier CK
PWGSC, Architectural and En ineerin? Reso‘urc/es. Mana er/
WcC-1 Toilet American Standard #2467.016.020, Centoco #820STS.001, extra heavy duty Toilet Toto, Kohler Ressources Architectural ef de Direcieur diingénierie, TPSGC
DOMESTIC WATER HEATING EQUIPMENT SCHEDU LE (Based on A 0 Smith) 'Cadet nght Helght Pressure-Assisted Seat, white solid plastic, open front with cover. Client /client
- Elongated', 419 mm high Toilet, white Provide all metal construction Toilet Supply. 75 13 PARKS CANADA
HEATER DATA STORAGE PHYSICAL CHARACTERISTICS Vitreous china, Floor Mounted, 6 L (1.6 |Provide Floor Flange, (same material as the - - - -
TAG LOCATION MODEL ENERGY |Kw INPUT| TEMP.RRISE | RECOVERY VOLUME ASME | WEIGHT | DIAMETER  HEIGHT NOTES US Gal) per flush, two (2) pi ting pipe drain), with all brass bolts and Drowing fitle/Titre du  dessin
TYPE kW) | (©) [ (F) [ (unr) [(GPH)]| (Litres) ](U.S.Gal.) (k) [ (bs) [ (mm) [ (in.) [(mm)] (in.) o ;atstO‘::l » WO (<) plece, \fv‘::h”fjbg‘egrzg:ke;a'” » WIth afl brass bofls an
DWH-1 BIG HOUSE DRE-52-6 | ELECTRIC 6.0 50.0 90 300 103 189 50 N/A 120 | 265 | 552 | 21.8 [1,137| 44.8 | 3 ELEMENTS WcC-2 Toilet American Standard #2467.016.020, Centoco #500STS.001, extra heavy duty Toilet Toto, Kohler MECHANICAL SCHEDULES
'Cadet Right Height Pressure-Assisted Seat, white solid plastic, open front with cover.
Elongated', 419 mm high Toilet, white Provide all metal construction Toilet Supply.
Vitreous china, Floor Mounted, 6 L (1.6 |Provide Floor Flange, (same material as the 75 B _ _ 13 _
NOTES: US Gal) per flush, two (2) piece, connecting pipe drain), with all brass bolts and
1. APPROVED MANUFACTURER: RHEEM, BRADFORD WHITE elongated bowl. with rubber gasket.
2. PROVIDE RELIEF VALVE PIPED TO DRAIN.
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