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Part 1 GENERAL 

1.1 REFERENCES  

.1 Canadian Standards Association (CSA International).  

.1 CAN/CSA C22.2 No.4, Enclosed Switches.  

.2 CSA C22.2 No.39, Fuseholder Assemblies.  

1.2 ACTION AND INFORMATIONAL SUBMITTALS  

.1 Submit product data in accordance with Section 01 33 00 - Submittal Procedures.  

1.3 HEALTH AND SAFETY  

.1 Do construction occupational health and safety in accordance with Section 01 35 30 - 
Health and Safety Requirements.  

1.4 WASTE MANAGEMENT AND DISPOSAL  

.1 Separate waste materials for reuse and recycling in accordance with Section 01 74 21 - 
Construction/Demolition Waste Management and Disposal.  

.2 Remove from site and dispose of packaging materials at appropriate recycling facilities.  

.3 Collect and separate for disposal paper, plastic, polystyrene and corrugated cardboard, 
packaging material in appropriate on-site bins for recycling in accordance with Waste 
Management Plan.  

.4 Separate for reuse and recycling and place in designated containers Steel, Metal, Plastic 
waste in accordance with Waste Management Plan.  

.5 Fold up metal banding, flatten and place in designated area for recycling.  

Part 2 PRODUCTS 

2.1 DISCONNECT SWITCHES  

.1 Non-fusible and fusible, horsepower rated disconnect switch in CSA Enclosure 3R, to 
CAN/CSA C22.2 No.4, size as indicated.  

.2 Provision for padlocking in on-off switch position by three locks.  

.3 Mechanically interlocked door to prevent opening when handle in ON position.  

.4 Quick-make, quick-break action.  

.5 ON-OFF switch position indication on switch enclosure cover.  



NAFC Main Electrical Upgrade 
PWGSC 
White Hills Road, St. John’s NL 
Project No: R. 072210.001 

DISCONNECT SWITCHES 
FUSED AND NON-FUSED 

Section 26 28 23 
Page 2 of 2 

 

 
2.2 EQUIPMENT IDENTIFICATION  

.1 Provide equipment identification in accordance with Section 26 05 00 - Common Work 
Results for Electrical.  

.2 Indicate name of load controlled on size 4 nameplate.  

Part 3 EXECUTION 

3.1 EXAMINATION  

.1 Verification of Conditions: verify that conditions of substrate previously installed under 
other Sections or Contracts are acceptable for installation in accordance with 
manufacturer's written instructions.  

.1 Visually inspect substrate in presence of Departmental Representative.  

.2 Inform Departmental Representative of unacceptable conditions immediately 
upon discovery.  

.3 Proceed with installation only after unacceptable conditions have been remedied 
and after receipt of written approval to proceed from Departmental 
Representative.  

3.2 INSTALLATION 

.1 Install disconnect switches complete with fuses if applicable. 

3.3 CLEANING  

.1 Progress Cleaning: clean in accordance with Section 01 74 11 - Cleaning.  

.1 Leave Work area clean at end of each day.  

.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment 
in accordance with Section 01 74 11 - Cleaning.  

END OF SECTION 
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