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Part 1 GENERAL
11 REFERENCES
A Canadian Standards Association (CSA International)

.1
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CSA-A23.1/A23.2, Concrete Materials and Methods of Concrete
Construction/Methods of Test and Standard Practices for Concrete.

CSA-086S1, Supplement No. 1 to CAN/CSA-0O86-01, Engineering Design in
Wood.

CSA 0121, Douglas Fir Plywood.

CSA 01514, Canadian Softwood Plywood.

CSA 0153, Poplar Plywood.

CAN/CSA-0325.0, Construction Sheathing.

CSA 0437 Series, Standards for OSB and Waferboard.

CSA S269.1, Falsework for Construction Purposes.
CAN/CSA-S269.3, Concrete Formwork, National Standard of Canada

2 Underwriters' Laboratories of Canada (ULC)

.1

CAN/ULC-S701, Standard for Thermal Insulation, Polystyrene, Boards and Pipe
Covering.

1.2 ACTION AND INFORMATIONAL SUBMITTALS

.1 Submittals in accordance with Section 01 33 00 - Submittal Procedures.

2 Submit WHMIS MSDS - Material Safety Data Sheets...

1.3 DELIVERY, STORAGE AND HANDLING
A Waste Management and Disposal:

A Separate waste materials for reuse and recycling in accordance with Section
01 74 21 - Construction/Demolition Waste Management and Disposal.

2 Place materials defined as hazardous or toxic in designated containers.

3 Divert wood materials from landfill to a recycling reuse composting facility as
approved by Departmental Representative.

4 Divert plastic materials from landfill to a recycling reuse composting facility as
approved by Departmental Representative.

5 Divert unused form release material from landfill to an official hazardous

material collections site as approved by the Departmental Representative.
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Part 2 PRODUCTS

2.1 MATERIALS

1 Formwork materials:

A For concrete without special architectural features, use wood and wood product
formwork materials to CSA-O121 CAN/CSA-0O86 CSA 0437 Series CSA-O153.

2 For concrete with special architectural features, use formwork materials to
CSA-A23.1/A23.2.

3 Rigid insulation board: to CAN/ULC-S701.

2 Form ties:

A For concrete not designated 'Architectural’, use removable or snap-off metal ties,
fixed or adjustable length, free of devices leaving holes larger than 25 mm
diameter in concrete surface.

2 For Architectural concrete, use snap ties complete with plastic cones and light
grey concrete plugs.
3 Form release agent: non-toxic.
4 Form stripping agent: colourless mineral oil, non-toxic, free of kerosene, with viscosity

between 70 and 110s Saybolt Universal 15 to 24 mmy /s at 40 degrees C, flashpoint
minimum 150 degrees C, open cup.

5 Falsework materials: to CSA-S269.1.

Part 3 EXECUTION
3.1 REMOVAL AND RESHORING
A Leave formwork in place for following minimum periods of time after placing concrete.
1 3 days for walls and sides of beams.
2 3 days for footings and abutments.

END OF SECTION



