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GENERAL

PRODUCT DATA

Provide product data in accordance with Section 01 33 00 - Submittal Procedures.

DELIVERY, STORAGE AND HANDLING

Packaging Waste Management: remove for reuse and return by manufacturer of pallets
crates padding and packaging materials in accordance with Section 01 74 21 -
Construction/Demolition Waste Management and Disposal.

PRODUCTS

BUILDING WIRES
Conductors: stranded for 10 AWG and larger. Minimum size: 12 AWG.

Copper conductors: size as indicated, with 600 V insulation of cross-linked thermosetting
polyethylene material rated RW90 XLPE, Non Jacketted. Underground installations to be
rated RWU90 XLPE, Non Jacketed.

All main feeders and branch circuit conductors installed under this Contract are to be
copper.

EXECUTION

FIELD QUALITY CONTROL

Perform tests in accordance with Section 26 05 00 - Common Work Results for
Electrical.

Perform tests using method appropriate to site conditions and to approval of
Departmental Representative and local authority having jurisdiction over installation.

Perform tests before energizing electrical system.

GENERAL CABLE INSTALLATION

Terminate cables in accordance with Section 26 05 20 - Wire and Box Connectors -
(0-1000 V).

Cable Colour Coding: to Section 26 05 00 - Common Work Results for Electrical.

Lace or clip groups of feeder cables at distribution centres, pull boxes, and termination
points.
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4 Wiring in walls: typically drop or loop vertically from above to better facilitate future
renovations. Generally wiring from below and horizontal wiring in walls to be avoided
unless indicated.

.5 Provide numbered wire collars for control wiring. Numbers to correspond to control shop
drawing legend. Obtain wiring diagram for control wiring.

33 INSTALLATION OF BUILDING WIRES

A Install wiring as follows:

A In conduit systems in accordance with Section 26 05 34 - Conduits, Conduit
Fastenings and Conduit Fittings.

END OF SECTION



