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100mm ¢ EPOXY COATED
GALVANIZED CONDUIT FILLED

WITH CONCRETE AND WELDED
TO STEEL PLATE WITH 6mm
PERIMETER FILLET WELD

HILTI HSLM12/25
ANCHOR BOLT
(OR APPROVED EQUIVALENT)

305 x 305 x 13mm THK.
STEEL PLATE, SEE DETAIL
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100mm @ EPOXY COATED

—GALV. CONDUIT FILLED WITH

CONCRETE

/6

20mm ¢ HOLES (4 REQUIRED)

WELDED ALUMINUM ANGLE SUPPORT '—\

STRUCTURE.

12mm THICK 35 MPa NON-SHRINK

GROUT

16mm EXPANSION ANCHORS

ALUMINUM CABLE GUARD ———__|

SECURED TO DECK
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TWO REQUIRED. TYPICAL.

TECK FITTINGS. TYPICAL.

DECK

i 610mm _,_ 610mm i
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:7///——ALUMINUM CABLE GUARD SECURED TO

NEW PVC TERMINAL BOX

—— BOLLARD. SEE DETAILS THIS SKETCH.

TWO REQUIRED. TYPICAL.

NEW CONDUITS FROM ELECTRICAL—

SHED TO NEW JUNCTION BOX.
CONDUITS TO BE RAN IN TRENCH

AND  SWING INTO
REQUIRED. TRENCHING
TO SHOW BOX
DECKING.

BOXES AS

OMITTED

INSTALLATION IN

PVC TERMINAL BOX

mPVC JUNCTION BOX FOR LIGHTS 9,10 AND PEDESTALS 3.9

E1|EZ2/N.TS.

LAMACOID NAMEPLATE (MECHANICALLY ATTACHED)

TO READ AS FOLLOWS:

DANGER WHEN OPERATING EQUIPMENT, APPROVED
RECEPTACLES, CORDS, PLUGS AND OVERCURRENT
DEVICES MUST BE USED AS PER RECEPTACLE SIZE.

30A, 125/250V MARINE GRADE TWISTLOCK
RECEPTACLE C/W YELLOW FIBERGLASS TYPE
FD BOX C/W WEATHERPROOF COVER C/W
MATCHING YELLOW PLUG & YELLOW RUBBER
BOOT.

CONTRACTOR TO PROVIDE AND INSTALL NEW
6mm  THICK  ALUMINUM PIPE  GUARD
ANCHORED TO DECK & PEDESTAL BACK
PLATE USING STAINLESS STEEL SCREWS.
SHAPE GUARD TO FIT APPLICATION.

PEDESTAL NOTES:

300 x

300 x 150mm PVC JUNCTION BOX RATED

NEMA 4X C/W WEATHERPROOF COVERPLATE,
NEOPRENE GASKET, MOUNTING STRAPS &
WEATHERPROOF FITTINGS. "SCEPTER” OR APPROVED

EQUAL.
C.E.C.

SIZE BOND WIRES TO SECTION 10 OF
C22.1—-15. ALL CABLE CONNECTORS TO BE

MARINE GRADE C/W "0" RINGS. BOX TO BE C/W
DIN RAIL MOUNTED TERMINAL BLOCKS EQUAL TO
"PHOENIX" CONTACT UK16 SERIES. DO NOT SPLICE
CONDUCTORS.

30A, 1

1. REINFORCING OMITTED FOR CLARITY.

2. MOUNT RECEPTACLES

EQUAL, C/W 20mm

25V MARINE GRADE TWISTLOCK RECEPTACLE

C/W YELLOW FIBERGLASS TYPE FD BOX C/W

WEATHERPROOF COVER C/W MATCHING YELLOW
PLUG & YELLOW RUBBER BOOT.

LAMACOID NAMEPLATE (MECHANICALLY ATTACHED)
FOR EACH RECEPTACLE READING "PANEL "A”
CCT#——, RECH#——,
INFO. COORDINATE WITH OWNERS FOR EXACT
WORDING. RECEPTACLE NUMBER TO MATCH PANEL
SCHEDULE AND VOLTAGE RATING OF RECEPTACLE.

——A, 120V” C/W APPROPRIATE

15A 125V MARINE GRADE STRAIGHT BLADE DUPLEX

RECEPTACLE C/W YELLOW FIBERGLASS TYPE FD

BOX,

WEATHERPROOF COVER, MATCHING YELLOW

PLUG AND YELLOW RUBBER BOOT.

15A

125V GFCI  MODULE  INSTALLED IN A

FIBERGLASS WEATHERPROOF BOX WITH TwWO 3/4”

[.P.S.

MOLDED IN KNOCKOUTS C/W  PVC

WEATHERPROOF CAST ALUMINUM LIFT COVER PLATE.

53mm RIGID PVC CONDUIT ATTACHED BY FIBERGLASS

90" ELBOW (EQUAL TO CHAMPION XW) WITH
STANDARD PVC COUPLING BONDED TO BOTH ENDS.
RUN IN CONCRETE WHARF DECK FOR ALL PEDESTALS

RUN RW90 CONDUCTORS AND #TW BOND.

IN PVC FD TYPE OUTLET BOX, COVER, GASKET &
MOUNTING LUGS. HUBS, WEATHER PROOF FITTINGS, CAST "CROUSE HINDS"” OR

3. PROVIDE ALUMINUM ANGLE MOUNTING BRACKETS WELDED TO THE BACK PLATE,

FOR ALL RECEPTACLES.

4. DRILL 9mm DRAINAGE HOLE IN BACK CORNERS OF JUNCTION BOX TO ALLOW
FOR DRAINAGE OF WATER.

5. USE 21mm PVC CONDUIT FROM JUNCTION BOX TO RECEPTACLES.

/6 \ELECTRICAL PEDESTAL #10

\Eily N.T.S.
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EXISTING TECK CABLES FROM WHARF
EQUIPMENT TO BE CUT AND ROUTED
TO NEW TERMINAL BOX AS REQUIRED
THROUGH NEW HORIZONTAL FENDERS.

WHERE TECK CABLES RUN IN
HORIZONTAL FENDERS, PROVIDE
PLYWOOD GUARD AS INDICATED IN

TYPICAL DETAIL FOR PROTECTION.

760x760 JUNCTION BOX C/W
TERMINAL BLOCKS FOR
TRANSITION OF CABLES AND

FOR METERING CT'S

NEW METERING PANELS
1,2 FOR RECEPTACLES

O

/2\EX|STING ELECTRICAL SHED LAYOUT

EXISTING
DISCONNECTED FROM PANEL
PANEL B |Z1ETERI’ IQ\/IETEqu:Pl\JUNCTIONI SERVICE MAST TO
0 BOX BE REMOVED.
—_-_ REPAIR ROOF TO NEW PANEL B
— B MATCH EXISTING.
METER 1 . JUNCTION METERS 11,12,13
— BOX -
METER 2
|| SPLITTER TROUGH
METER 3 NEW PANEL—
- DPA
— —PANEL A
METER 4
METER 5 NEW UTILITY
— ) UTILITY METER CT CABINET
METER 6 (
— ] NEW UTILITY
METER 7 METER
METER 8 UTILITY CABINET
400A 120/240V
~——BOLLARD. SEE DETAILS THIS SKETCH MAIN DEISCONNECT :'lggs L§500A
DISCONNECT
|_— CORROSION RESISTANT WEATHER PROOF

- ju—

Peches et Oceans

[l 4] Sshoges and Ocsans  eches

SMALL CRAFT HARBOURS

—NEW PANEL A FOR EXISTING
FINGER PIER

1

== | T—760x760 JUNCTION BOX
C/W TERMINAL BLOCKS
FOR TRANSITION FROM BX
== FROM METERS TO CONDUIT
] AND WIRING TO EXISTING
FINGER PIER

METERS 1 —13 RELOCATED.
ENSURE EXISTING METER 1
_— MATCHES RECEPTACLE
1,ETC. ALL FED FROM
PANEL A. CONTRACTOR TO

EXISTING SERVICE
MAST TO BE
REMOVED. REPAIR
ROOF TO MATCH
EXISTING.

O

E1|E2/N.TS.

610

6mm TH. X 50 X 50

ALUMINUM ANGLE.

mEXBTING ELECTRICAL SHED NEW LAYOUT

ARRANGE ON SITE IN
ORDER AND IN A TIDY
INSTALLATION MINIMIZING
SPACE AS REQUIRED.

W N.T.S.

ALUMINUM RING 100mm DIAMETER
WELDED TO HOLLOW  ALUMINUM
FRAME. FOUR TYPICAL. ENSURE

PLUGS CAN FIT THROUGH LOOP.

6mm THICK ALUMINUM PLATE.
PLATE SHAPED TO MATCH PIPE.

178 0O.D. X 7.95 ALUMINUM
HOLLOW  STRUCTURAL  SECTION.
PEDESTAL BY ELECT. TRADE.

10mm TH. BASE PLATE (BOTH
SIDES).

19mm¢ X 150mm LONG
STAINLESS STEEL ANCHOR BOLTS.
FOUR (4) BOLTS PER FOOT OF
PLATE.

mELECTRICAL PEDESTAL CONSTRUCTION

&

LAMACOID NAMEPLATE (MECHANICALLY ATTACHED)

TO READ AS FOLLOWS:

DEVICES MUST BE USED AS PER RECEPTACLE

DANGER WHEN OPERATING EQUIPMENT, APPROVED
RECEPTACLES, CORDS, PLUGS AND OVERCURRENT

SIZE.

50A,

BOOT.

30A, 125/250V MARINE GRADE TWISTLOCK
RECEPTACLE C/W YELLOW FIBERGLASS TYPE

FD BOX C/W WEATHERPROOF COVER C/W
MATCHING YELLOW PLUG & YELLOW RUBBER
BOOT.

CONTRACTOR TO PROVIDE AND INSTALL NEW
6mm  THICK  ALUMINUM  PIPE  GUARD
ANCHORED TO DECK & PEDESTAL BACK
PLATE USING STAINLESS STEEL SCREWS.
SHAPE GUARD TO FIT APPLICATION.

TA T
1. REINFORCING OMITTED
2. MOUNT RECEPTACLES

EQUAL, C/W 20mm

3. PROVIDE ALUMINUM ANGLE MOUNTING BRACKETS WELDED TO THE BACK PLATE,

125/250V MARINE GRADE TWISTLOCK
RECEPTACLE C/W YELLOW FIBERGLASS TYPE

FD BOX C/W WEATHERPROOF COVER C/W
MATCHING YELLOW PLUG & YELLOW RUBBER

N.T.S.

FOR CLARITY.

IN PVC FD TYPE OUTLET BOX, COVER, GASKET &
MOUNTING LUGS. HUBS, WEATHER PROOF FITTINGS, CAST "CROUSE HINDS” OR

FOR ALL RECEPTACLES.

4. DRILL 9mm DRAINAGE HOLE IN BACK CORNERS OF JUNCTION BOX TO ALLOW

FOR DRAINAGE OF WATER.

Q

5. USE 21mm PVC CONDUIT FROM JUNCTION BOX TO RECEPTACLES.

(7 \ELECTRICAL PEDESTALS #11 — #14

300 x 300 x 150mm PVC JUNCTION BOX RATED

NEMA 4X C/W WEATHERPROOF COVERPLATE,
NEOPRENE GASKET, MOUNTING STRAPS &

WEATHERPROOF FITTINGS. "SCEPTER” OR APPROVED
EQUAL. SIZE BOND WIRES TO SECTION 10 OF
C.E.C. C22.1—-15. ALL CABLE CONNECTORS TO BE
MARINE GRADE C/W "0" RINGS. BOX TO BE C/W
DIN RAIL MOUNTED TERMINAL BLOCKS EQUAL TO

"PHOENIX” CONTACT UK16 SERIES. DO NOT SPLICE
CONDUCTORS.

30A, 125V MARINE GRADE TWISTLOCK RECEPTACLE
C/W YELLOW FIBERGLASS TYPE FD BOX C/W

WEATHERPROOF COVER C/W MATCHING YELLOW
PLUG & YELLOW RUBBER BOOT.

LAMACOID NAMEPLATE (MECHANICALLY ATTACHED)
FOR EACH RECEPTACLE READING "PANEL "A”
CCT#——, REC#-——, ——A, 120V" C/W APPROPRIATE
INFO. COORDINATE WITH OWNERS FOR EXACT
WORDING. RECEPTACLE NUMBER TO MATCH PANEL
SCHEDULE AND VOLTAGE RATING OF RECEPTACLE.

15A 125V MARINE GRADE STRAIGHT BLADE DUPLEX

RECEPTACLE C/W YELLOW FIBERGLASS TYPE FD
BOX, WEATHERPROOF COVER, MATCHING YELLOW
PLUG AND YELLOW RUBBER BOOT.

15A 125V GFCI  MODULE  INSTALLED IN A
FIBERGLASS WEATHERPROOF BOX WITH TWO 3/4"
I.P.S. MOLDED IN  KNOCKOUTS C/W PVC
WEATHERPROOF CAST ALUMINUM LIFT COVER PLATE.

TWO 53mm RIGID PVC CONDUITS ATTACHED BY

FIBERGLASS 90" ELBOW (EQUAL TO CHAMPION XW)
WITH STANDARD PVC COUPLING BONDED TO BOTH
ENDS. RUN IN CONCRETE WHARF DECK FOR ALL

PEDESTALS RUN RWSO CONDUCTORS AND #TW BOND.

W N.T.S.

6mm_THICK ALUMINUM PLATE.
PLATE SHAPED TO MATCH PIPE.

6mm THICK x 50 x 50
ALUMINUM ANGLE.

350 6mm THICK ALUMINUM PLATE.

50 20

50

350
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TYP. 3 gy

\—23mm¢ HOLES.

1750

mELECTRICAL PEDESTAL SECTION A—A

@ N.T.S.

PHOTOCELL

SITE LIGHT FIXTURES. MOUNT ON
POLE. HEIGHT AND ORIENTATION

TO BE DETERMINED ON SITE. MAKE
ALL FINAL CONNECTIONS.

SUPPLIED BY OWNER. SEE NOTE 4.

NOTES:

ALL ELEVATIONS ARE IN METRES, UNLESS
OTHERWISE NOTED.

ALL DIMENSIONS ARE IN MILLIMETRES,
UNLESS OTHERWISE NOTED.

DO NOT SCALE FROM DRAWING, USE
DIMENSIONS INDICATED.

LIGHTING AND MOUNTING ARMS SUPPLIED
BY DFO. CONTRACTOR TO PICK UP AT
DFO WAREHOUSE, 121 GLENCOE DRIVE,
MT. PEARL. COORDINATE WITH
DEPARTMENTAL REPRESENTATIVE PRIOR
TO PICK UP. CONTACT DION UPWARD AT
709—-763—5689. ENSURE THAT
CONTRACTOR PROVIDES THREE DAYS
NOTICE PRIOR TO PICKUP TO ALLOW FOR
COORDINATION.
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Newfoundland
and Labrador

PROVINCE OF NEWFOUNDLAND AND LABRADCR

N

MEOUEX MK & AADOR

MADERRA ENGINEERING

To practice Professional Engineering
in Newfoundland and Labrador.
Permit No. as issued by PEG Y0253
which is valid for the year 2018
by Permit Holder (MIRC No.) 02824

PERMIT HOLDER
THIS PERMIT ALLOWS

A
LIQUID TIGHT FLEXIBLE
METAL CONDUIT.
D | ISSUED FOR TENDER 16/09/21
PVC JUNCTION BOX
C | ISSUED FOR 99% REVIEW | 16/08/13
B | ISSUED FOR 66% REVIEW | 16/08/05
HGHT POLE 4b RWS0 + TW GND. IN 35mm RIGID /o
PVC CONDUIT TO LIGHT FIXTURE. A | ISSUED FOR 33% REVIEW | 18/i5/17

FINAL CONNECTION AT LIGHT

revisions date

FIXSTURE TO BE LIQUID TIGHT
FLEXIBLE METAL CONDUIT. SEE
PANEL SCHEDULE FOR CONDUCTOR
SIZE.

PVC STRAP (TYP)

t———— 6mm  ALUMINUM CONDUIT GUARD
FROM GROUND UP TO 1500mm.
FASTEN TO POLE WITH 63mm
GALVANIZED LAG BOLTS.

project projet

WHARF
CONSTRUCTION

/——53mm TO 35mm PVC REDUCER.

drawing dessin

ELECTRICAL DETAILS

===l ———1— 53mm PVC CONDUIT
4% . v v, 0 0 0 0 -v\

concu

designed S MCGUIRE

date MAY, 2016

D SEE CIVIL DRAWINGS FOR
ATTACHMENT OF POLE TO CRIBWORK.

drawn dessine

S.MCGUIRE
date MAY, 2016

CONCRETE DECK —

approuve

approved R FROUDE
date

mTYPICAL LIGHT POLE DETAIL

MAY, 2016
Tender - Soumission

iEministroteur ;e projets MPO

E11E2/N.TS.

project number no. du projet

721920

drawing no. no. du dessin
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