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LIST OF REVISIONS*

NO. TITLE OF REVISION REVISION
DATE DESCRIPTION OF CHANGE

99% ISSUED FOR INTERNAL REVIEW SEP.9,2014 99% DEVELOPMENT

ISSUED FOR TENDER SEP.23,2014 TENDER ISSUE

EAST STAIR RAIL ADJUSTED NOV.24,2014

SOUTH RAIL AT EAST WING WALL STAIR IS
MOVED NORTH INTO STAIR AND POSTS
CHANGED FROM FACE MOUNT TO SURFACE
MOUNT. EAST GATE WIDTH ADJUSTED FOR
CHANGE. RAIL AT EAST END OF DECK
LENGTHENED WITH CANT. FOR CHANGE.
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*ALL CHANGES ASSOCIATED WITH CURRENT REVISION ARE   CLOUDED   AND ANNOTATED ON DRAWING



UPSTREAM EXISTING RAILING MOUNTING  (SCALE 1:10)

S.STEEL M12 x 70 LONG
PAN HEAD MACHINE
SCREW C/W NUT AND
WASHER TYP.

CLEAR UV TREATED
POLYPROPYLENE GROMMET
INSULATOR TYP. ALL 4
SIGN HOLES

75x75xM10 ST.STEEL
SQUARE U-BOLT c/w 38
THREAD, NUTS, WASHERS
AND 25x127 U-BOLT
PLATE. USE TO CLAMP
SIGN FRAME TO EXISTING
RAIL

EXISTING STEEL
ANGLE RAIL POST

SIGN BOARD FRAMING. 41X41
ALUMINIUM STRUT C/W 28X15
SLOTTED HOLES AT 50 O/C.
UNI-STRUT TYPE P1000T OR
APPROVED EQUAL

FIX STRUT TO BACK OF SIGN
TO ACCEPT SIGN BOARD
FASTENERS AND U-BOLT
CLAMPS TO EXISTING
GUARDRAIL
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NEW 1830X1220 ALUMINIUM COMPOSITE SIGN
PROVIDED BY PARKS CANADA AS PER PLAN. USE
ONLY HOLES PROVIDED IN SIGN BY FABRICATOR
FOR FASTENING. DO NOT DRILL HOLES IN SIGN

T.O. EXISTING CONCRETE DAM

BACK FACE VIEWSIDE FACE VIEW

PLAN VIEW

UPSTREAM FUTURE RAILING MOUNTING  (SCALE 1:10)

BACK FACE VIEWSIDE FACE VIEW
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DOWNSTREAM EXISTING RAILING MOUNTING  (SCALE 1:10)
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51x75LONGxM10
ST.STEEL SQUARE
U-BOLT c/w 38
THREAD, NUTS,
WASHERS  AND
25x127 U-BOLT PLATE.
USE TO CLAMP SIGN
FRAME TO EXISTING
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SIGN BOARD
FRAMING. 41X41
ALUMINIUM STRUT
C/W  28X15 SLOTTED
HOLES AT 50 O/C.
UNI-STRUT TYPE
P1000T OR
APPROVED EQUAL

FIX STRUT TO BACK OF SIGN TO
ACCEPT SIGN BOARD FASTENERS
AND U-BOLT CLAMPS TO
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LEG
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OR APPR EQUAL
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LEFT SIDE VIEW RELOCATED GAUGE BOX

WATER LEVEL
VARIES. (ANCHORS
ARE ABOVE WATER)
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NOTE: EXISTING GUARD RAIL TO BE REMOVED NOT
SHOWN. IT IS CLEAR OF THE GAUGE BOX.

SCALE: 1:20
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DETAILS
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NOTE: EXISTING GUARD RAIL TO BE REMOVED NOT
SHOWN. IT IS CLEAR OF THE GAUGE BOX.

SCALE: 1:20

PVC PIPE CONDUIT
ONE SIDE ONLY

SEE CONNECTION DETAILS.
EXISTING CONNECTION IS TO
BE EXTENDED AND GAUGE
MOVED 64mm OUT FROM
FACE OF CONCRETE TO
CLEAR NEW RAIL.
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END TO CHISEL POINT
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NEW HOT DIP GALV. HSS64x64x6.4 TO
ACT AS SPACER. PROVIDE 25Ø THRU
HOLE AT EACH ANCHOR ROD LOCATION
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ELECTRODES
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PREP FOR WELDING. REMOVE AND
DISPOSE OF NUT & WASHER
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