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NEW LIGHT FIXTURES SUPPLIED BY OWNER. SMALL CRAFT HARBOURS

PEDESTAL BACK. 6mm THICK ALUMINUM
PLATE SHAPED TO MATCH PIPE FRAME.

LAMACOID NAMEPLATE (MECHANICALLY ATTACHED)
TO READ AS FOLLOWS:

767
',;'S”,’{A‘EX'CDH "QE&';F,%XEEEAS&AD'[#E ATTACHED) DANGER WHEN OPERATING 120V. 15 AMP
n " EQUIPMENT. APPROVED RECEPTACLES,
— C/W APPROPRIATE INFO. COORDINATE WITH D OVERCURRENT DEVICES MUST BE USED.
o T~ OWNERS FOR EXACT WORDING. / 7 X
/ \ 219 0.D. X 8.18 ALUMINUM HOLLOW STRUCTURAL |
D 6mm THICK ALUMINUM PLATE. PLATE SHAPED — /S \ SECTION. PEDESTAL BY ELECT. TRADE. NOTES:
100 X 100 X 100mm RIGID PVC LIQUID TIGHT FLEX TO FIXTURE. TO MATCH PIPE. WELDED TO HOLLOW b / ] \ 13mm @ ALUMINUM RING 78 mm DIAMETER. 1. DO NOT SCALE FROM DRAWING.
JUNCTION BOX C/W WEATHERPROOF |. STRUCTURAL SECTION. o / 0 .. F \ WELD TO HOLLOW ALUMINUM FRAME. FOUR
82%’&5‘?@%0% TW(?NSETRAPS _ y R - . \ TYPICAL AS INDICATED. 2. CONTRACTOR MUST VERIFY ALL
. DIMENSIONS AND CONDITIONS
THREADED HUBS FOR CONDUITS. 2. 110 X 8mm THICK ALUMINUM' PLATE. ON SITE PRIOR TO PROCEEDING
PROVIDE WEATHERPROOF FITTINGS. db, N /el N \ \“\—12mm TH. BASE PLATE (BOTH SIDES). WITH ANY PORTION OF THIS
LA gru——— oo s A WORK.
RO | DA LR ) kkg‘f,.‘f‘.,;‘ :',"")\_i,f.. .. :"..:_:; AR ‘ L R .,A__.‘.f
250 x 250 x 150mm PVC JUNCTION BOX Co e T e N TR N PR TR e T AT
RATED NEMA 4X C/W WEATHERPROOF : | 19mme X 150mm LONG STAINLESS STEEL ANCHOR
NOTE: COVERPLATE, NEOPRENE GASKET, MOUNTING BOLTS. FOUR (4) BOLTS PER FOOT OF PLATE.
1. NEW JIB CRANE AND ASSOCIATED | STRAPS & WEATHERPROOF FITTINGS. "SCEPTER” |
EQUIPMENT WILL BE SUPPLIED BY OWNER AND J?—/ OR APPROVED EQUAL. RUN A DEDICATED 6mm ;Héx 5SDXIT58 CJLUM'NUM ANGLE.
INSTALLED BY ELECTRICAL CONTRACTOR. NEUTRAL CONDUCTOR FOR EACH CIRCUIT. SIZE ——RIGID PVC CONDUIT C/
2 #10 RWUSO + 1 #12 TW GROUND BOND WIRES TO SECTION 10 OF C.E.C. FACTORY BENDS. p— 1
2. EXISTING JIB CRANE TO BE DISMOUNTED, IN " 27mm RIGID PVC CONDUIT. C22.1-12. ALL CABLE CONNECTORS TO BE 6mm THICK ALUMINUM PIPE orm
CUT INTO SECTIONS AND DISPOSED OF. PROVIDE STRAPS AS PER CODE MARINE GRADE C/W "0” RINGS. BOX TO BE GUARD ANCHORED TO DECK &
CONSULT WITH DEPARTMENTAL REPRESENTATIVE REQUIREMENTS. C/W DIN RAIL MOUNTED TERMINAL BLOCKS 1750 PEDESTAL BACK PLATE USING PROVINCE OF NEWFOUNDLAND
TO DETERMINE WHICH COMPONENTS SHALL BE " " STAINLESS STEEL SCREWS. SHAPE PERMIT HOLDER
EQUAL TO "PHOENIX” CONTACT UK16 SERIES. OL
NEW JIB CRANE SUPPLIED BY OWNER This Permit Allows
AND INSTALLED BY ELECTRICAL CROSBIE ENGINEERING LIMITED
CONTRACTOR. .
e
db PROVIDE 2—HOLE STRAPS NOT TO SCALE Permit No. s issued by PEG-NL D0123
which is valid for the year 2016.
NOTE: Stamp
1. REINFORCING OMITTED FOR CLARITY.
2. MOUNT RECEPTACLES IN PVC FD TYPE OUTLET G L%
gp PEDESTAL BY ELECTRICAL BOX, COVER, GASKET & MOUNTING LUGS. HUBS, KEN""""""‘:NET RP. NEIL é
TRADE. WEATHER PROOF FITTINGS, CAST "CROUSE HINDS” m\
SUBMIT SHOP DRAWINGS OR EQUAL, C/W 20mm S
PRIOR TO MANUFACTURE. SEPT 26/16
3. PROVIDE ALUMINUM ANGLE MOUNTING Yo, =
BRACKETS WELDED TO THE BACK PLATE, FOR ALL L &
(_ RECEPTACLES.
LIQUID TIGHT FLEX CONDUIT ———15A, 120V RECEPTACLE C/W WEATHERPROOF —CONTINUE TOP LEG OF ANGLE 4. UTILIZE RIGID PVC CONDUIT C/W MARINE
STRAP CONDUIT 10 JIB CRANE COVER AS PER CANADIAN ELECTRICAL CODE. TO END OF PLATE GRADE FITTINGS. SECURE TO PEDESTAL USING 2
. - HOLE STRPS & S.S. SCREWS. TYPICAL.
RIGID GALVANIZED 90 DEGREE ' N____ 15 AMP, 120 VOLT GFCI MODULE INSTALLED IN A
CONDUIT BEND AND CONDUIT. FIBERGLASS WEATHERPROOF BOX WITH TWO 3/4” 6mm THICK x 50 x 50 ALUMINUM ANGLE.
RIGID GALVANIZED LB AROUND I.P.S. MOLDED—IN KNOCKOUTS C/W PVC S 5 / 5 S
RIGID GALVANIZED 90 DEGREE PLATE. C T_STRUCTURAL SECTION. PEDESTAL BY
CONDUIT BEND AND CONDUIT. — g _ \  ELECT. TRADE.
VG TO GALVANIZED CONDUIT. PooNGRETE BAsE ) CONCRETE DECK ° ° o \\ \_ 12mm TH. BASE PLATE (BOTH SIDES).
| . \ZSmm ¢ HOLES.
ENSURE CONDUIT IS BROUGHT UP ON THE SIDE

OF THE JIB CRANE NEXT TO WHEEL GUARD TO 8mm THICK ALUMINUM PLATE.
PREVENT DAMAGE FROM EQUIPMENT. 6mm THICK ALUMINUM PLATE.
PLATE SHAPED TO MATCH PIPE.

JIB CRANE DETAIL

N.T.S. NOT TO SCALE

30 AMP, 120 VOLT MARINE GRADE
TWISTLOCK SINGLE RECEPTACLE C/W
YELLOW FIBERGLASS TYPE FD BOX,
WEATHERPROOF COVER, MATCHING
YELLOW PLUG & YELLOW RUBBER BOOT.

15 AMP, 120 VOLT GFCI MODULE INSTALLED }SEPT >

IN A FIBERGLASS WEATHERPROOF BOX WITH 0 ISSUED FOR TENDER 5018

TWO 3/4” I.P.S. MOLDED—IN KNOCKOUTS UNE T
30 AMP, 120 VOLT MARINE GRADE C/W PVC WEATHERPROOF CAST ALUMINUM A ISSUED FOR REVIEW 2016
TWISTLOCK SINGLE RECEPTACLE C/W LIFT COVER PLATE. o ot l
YELLOW FIBERGLASS TYPE FD BOX, isions ate
WEATHERPROOF COVER, MATCHING YELLOW 15 AMP, 120 VOLT MARINE GRADE STRAIGHT , )
PLUG & YELLOW RUBBER BOOT (2 SUCH). BLADE DUPLEX RECEPTACLE C/W YELLOW project projet

FIBERGLASS TYPE FD BOX, WEATHERPROOF WHARF

COVER, MATCHING YELLOW PLUG & YELLOW

RUBBER BOOT. RECONSTRUCTION
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