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NEW SUBGRADE

ELEVATION

EDGE OF PCC LANE
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EX GRAVEL
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(WEATHERED SANDSTONE)

EX ASPHALT AND GRANULAR

BASE TO BE REMOVED TO

NEW SUBGRADE

275mm EX GRAVEL

127mm EX

ACP DEPTH

133mm

EX ACP

TIE TO EX ACP

PROP 150 mm ACP

OVER EX GBC

0.3m

PROP PCC

230 mm DEPTH

PROP GBC

270 mm DEPTH

450 mm LONG SMOOTH EPOXY

COATED STEEL DOWELS 32 mm

DIA SPACED AT 300 mm O/C

PLACED MID DEPTH OF PCCP

USING PREFABRICATED DOWEL

BASKETS PERPENDICULAR TO

JOINT AND PARALLEL TO

PAVEMENT SURFACE

ENDS OF PCC TO BE

THICKENED BY 20% FOR

1.5m FROM THE EDGE

(TYP BOTH ENDS)

4.0m

BORDER

SAWCUT TRANSVERSE

CONTRACTION JOINTS

AT 4.0m INTERVAL FOR

FULL LENGTH OF PCCP

SLAB
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46mm
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NTS
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PROPOSED PCCP

PROPOSED GBC

EX ACP TO BE REMOVED

EX GBC TO BE REMOVED

EX BEDROCK TO BE REMOVED

PCCP - PORTLAND CONCRETE

PAVEMENT

ACP - HOT MIX ASPHALT PAVEMENT

GBC - GRANULAR BASE COURSE

DETAIL

3

-

MANHOLE JOINT DETAIL

NTS

DETAIL

4

-

TRANSVERSE CONTRACTION JOINT

NTS

NOTES:

MANHOLE SHALL BE ISOLATED FROM THE

PAVEMENT BY BOXING OUT WITH EITHER

RECTANGULAR OR CIRCULAR

CONFIGURATION SHOWN ABOVE. JOINT

FILLER MATERIAL SHALL EXTEND

COMPLETELY THROUGH THE SLAB.

WHEN A TRANSVERSE JOINT FALLS WITHIN

1.5M OF MANHOLE, ADJUST CONTRACTION

JOINT TO ALIGN WITH CENTER OF MANHOLE.
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