FUEL TANK

COPPER FLASHING IN TRENCH
CONNECTED TO SERVICE GROUND WIRE

EQUIPMENT BUILDING

EXISTING U/G ELECTRICAL SERVICE
FEED TO EQUIPMENT BUILDING. /
CONFIRM LOCATION ON SITE. / /

11m?® OF MATERIAL TO BE REMOVED

(COORDINATE EXACT LOCATION OF
EXCAVATION WITH THE DEPARTMENTAL

REPRESENTATIVE)

PROTECT ALL UNDERGROUND CABLES AND
RE—INSTATE IN NEW TRENCH ONCE
REMEDIATION IS COMPLETE (SEE SHEET
C6 FOR TRENCHING DETAILS) — DO NOT /
PROCEED WITH ANY WORK UNTIL NL
POWER HAS BEEN NOTIFIED AND
PROVIDED DIRECTION TO THE CONTRACTOR /

FOG HORN

/
/
/
/
/
/
/ 5m> OF MATERIAL TO BE REMOVED (COORDINATE
/ EXACT LOCATION OF EXCAVATION WITH THE
Y, DEPARTMENTAL REPRESENTATIVE)
/
/ U/G GROUND TECK LEGEND:
CABLE, TELEPHONE CABLE
/ AND CONTROL CABLE METALS IMPACTED SOIL
| . / (NON—LEACHABLE) TO BE EXCAVATED
y : AND REMOVED FOR OFFSITE DISPOSAL
U/G FEEDER FROM
/ EQUIPMENT BUILDING METALS IMPACTED SOIL (LEACHABLE) TO
/ BE EXCAVATED AND REMOVED FOR
Y. OFFSITE DISPOSAL
/ NEW TOPSOIL AND/OR GRAVEL FILL
AFTER REMEDIATION
N\ —==| NEW CLASS 'A’ AFTER REMEDIATION

XXXXXX —=

ALUMNI BUILDING

‘B//

PHONE CABLE

\

PHONE CABLE

3m®> OF MATERIAL TO BE REMOVED (COORDINATE
EXACT LOCATION OF EXCAVATION WITH THE

DEPARTMENTAL REPRESENTATIVE)

NOTE:

1. ENSURE FINAL GRADED CLASS °'A’ IS AWAY
FROM BUILDING.

LIGHT TOWER

LEGEND:

METALS IMPACTED SOIL

(NON—-LEACHABLE) TO BE EXCAVATED
AND REMOVED FOR OFFSITE DISPOSAL

.*l Public Works and Travaux Publics et
Government Services Services gouvernementaux
Canada Canada

PROVINCE OF NEWFOUNDLAND

72\  PERMIT HOLDER
(~ This Permit Allows

AFN ENGINEERING INC.

3

which is valid for the year 2016

09/26/16

SIGNATURE

DATE

&

KEY PLAN FOR SOIL REMEDIATION — EQUIPMENT BUILDING

REMOVE TOP 150mm LAYER OF

BEDROCK VARIES

GRASS/SOIL AND DISPOSE OF AS
METALS IMPACTED SOIL

150

BEDROCK VARIES

TYPICAL SECTION FOR SOIL REMEDIATION — EQUIPMENT BUILDING

NEW 150mm CLASS A’ AND/OR GRAVEL
FILL/TOPSOIL (IN AREAS WHERE GRASS

EXISTS, PLACE NEW TOPSOIL AND/OR
GRAVEL FILL — IN AREAS WHERE GRAVEL

EXISTS, PLACE COMPACTED CLASS °A’)

150

~

— =

S BB B B BB BB L BRI < B

,-’-—--—-"- ——
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NEW SECTION IN AREA OF SOIL REMEDIATION — EQUIPMENT BUILDING

KEY PLAN FOR SOIL REMEDIATION — ALUMNI BUILDING

—EXCAVATE EXISTING UNSUITABLE MATERIAL AND

DISPOSE OF OFF SITE (INTENT IS TO REMOVE
THE EXISTING MATERIAL AND INSTALL NEW

REMOVE TOP 150mm LAYER OF

GRASS/SOIL AND DISPOSE OF AS
METALS IMPACTED SOIL

BLASTED ROCK TO ALLOW BETTER WATER o
DRAINAGE)

15

\ 1000

TYPICAL SECTION FOR SOIL REMEDIATION — ALUMNI BUILDING

NOTE:

1. AREA OF NEW BLASTED ROCK AND CLASS °'A’ WILL EXTEND OUTSIDE THE PERIMETER SHOWN ON THE PLAN VIEW. COORDINATE ON SITE
WITH THE DEPARTMENTAL REPRESENTATIVE (INTENT BEING TO PROVIDE A PARKING AREA ON THE WEST SIDE OF THE ALUMNI BUILDING).

NEW 150mm CLASS A’

~NEW BLASTED ROCK FILL AS e
SPECIFIED -
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date
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