PVC PIPE—l

GYPSUM
ASSEMBLY

|

1 OR 2 HOUR
WALLBOARD

FIRESTOP TO
MIN DEPTH TO

MANUF LISTINGS

ALL AROUND

.

Al

/

\/\

AS REQ'D

1 \PVC 500 & SMALLER PIPE FIRE STOP DETAIL
\W50T / SCALE: NTS

45" AN
25

e

FLOOR —/

FLOOR MOUNTED PIPING
INSTALLED IN NORMAL
ACCESS PATH

CANTRUSS RACK ZSmm FORMED
CHECKER PLATE

7mm x 38mm
LAG BOLT. (TYP)

NOTE:

PROVIDE AT ALL LOCATIONS IN MECHANICAL
ROOM WHERE FLOOR MOUNTED PIPES CREATE
TRIPPING HAZARD IN NORMAL ACCESS PATHS.

(6 \FLOOR MOUNTED PIPE COVER DETAIL
\J501 ) SCALE: NTS

RETAINING

ANGLES TO

FD LISTING

N

DUCT BREAKAWAY

JOINT AS PER

SMACNA (TYP.)

(12 \FIRE DAMPER DETAIL (TYPE 1)
‘W SCALE: NTS

FIRE SEPARATION

LINE OPENING

WITH 15mm
RATED GYPROCK

ULC LISTED

Hin

B

l

FIRE DAMPER

NOTE: ACCEPTABLE FOR
USE ONLY WHERE
APPROVED BY ENGINEER

1009 COPPER

- VENT THRU ROOF

INSULATED THALER

" JACK VENT

FLASH VENT & MAKE
WATERTIGHT AS PER
MANUFACTURERS
RECOMMENDATIONS.

ROOF
{"'STRUCTURE

i

oY

25mm INSULATION
FOR MIN 1500mm
INSIDE BUILDING

/15 \PLUMBING VENT THRU ROOF DETAIL
w SCALE: NTS

COLD SARTEED
SMOKE
SEAL _— waL
COLD

EXE,. | SMOKE
WV SEAL
PIPING i i

a y - |- A

\

= ] r >z
» | I AR -
s I
STOP FIRE STOP
COLLAR COLLAR

(2 \PVC 63¢ & LARGER PIPE FIRE STOP DETAIL
\W501 / SCALE: NTS

FLASHING
WHERE
INDICATED

PIPE PENET-
RATING WALL

\/\

EXTERIOR|INTERIOR

--------------------- ,—FINISHED WALL
........... ESCUTCHEON
'''''''''''''''''''''' /‘ PLATE (TYP.)

CAULK ALL
AROUND ON
BOTH SIDES

GLASS FIBER

OR SPRAY FOAM
INSULATION

WHERE

WATER TIGHT

PIPE SLEEVE/

EXTERIOR
INSULATION

ANCHOR FIRE STOP
COLLAR TO WALL
AS PER MANUF
RECOMMENDAITONS

SPECIFIED

MASTIC SEAL (ONLY
FOR UNDERGROUND)

. PIPE THROUGH EXTERIOR WALL DETAIL
w SCALE: NTS

RETAINING

ANGLES TO 7
FD LISTING \ ,

. —FIRE SEPARATION

LINE OPENING
WITH 15mm
—RATED GYPROCK

uLC
LISTED

FIRE
DAMPER

/

AD=

DUCT BREAKAWAY
JOINT AS PER
SMACNA (TYP.)

A

(13 \FIRE DAMPER DETAIL (TYPE 2)
W SCALE: NTS :

CONNECT TO EXISTING LOUVER. PROVIDE

INSUALTED BLANK SECTION TO COVER
PORITON OF LOUVER NOT USED.

O
SEAL DUCT INSULATION gz o
VAPOR BARRIER TO "= S
BUILDING VAPOR BARRIER zO0 _
THERMAL =0 p=
INSULATION
/ (TYP.)
AN — - | |
14 \\ l l
N [ I
N I
e N
v |
/ \ | |
Vo |
| )| |
i | I
J . 7| | 300 |
| = i
\ 8
M
p4
300 =

. COMBUSTION AIR TRAP DETAIL
\J501 / SCALE: NTS

SLEEVE

PIPE INSULATION
MAX 38MM THK

1 OR 2 HOUR

" WALLBOARD

ASSEMBLY

MINERAL WOOL

INSULATION

STEEL PIPE /
FIRESTOP TO
MIN DEPTH TO d
MANUF LISTINGS
ALL AROUND

\0

(3 \METALLIC INSULATED PIPE FIRE STOP DETAIL
SCALE: NTS

WYE & ISOLATION

\/\

VALVE TO BE
HORIZONTAL PLANE

CONNECTION
25x25 METAL GRATE

FIRE STOP
SLEEVE IN
PLACE WITH

LISTED FIRE
STOP SEALANT

1009 DRAIN ROCK—\
\

, 2% sa.opg,\>/l'4é
¢ -
SEE PLANS FOR l CO

NOTE. THIS DETAIL APPLIES TO ALL BOILER
& FAN ROOM PIPING 508 & UNDER
& TO COPPER PIPING OF ALL SIZES.

/DOUBLE NUTS
ITT GRINNELL CLEVIS

NOTE. THIS DETAIL APPLIES TO ALL BOILER
& FAN ROOM PIPING 63¢ AND
LARGER EXCEPT COPPER PIPING.

REDDIROD ATTACHED TO
BUILDING STRUCTURE
W/ SUITABLE UPPER
ATTACHMENT SEE
SPECIFICATIONS FOR
DETAILS.

HANGER. FIG. CT—65
-~ FOR COPPER. FIG. 65
FOR STEEL.

/—DOUBLE NUTS

D

INSULATION REFER
_~" TO SPECIFICATION

MOLDED PERLITE

//////

DRILL 3.2mm HOLE
IN CHECK VALVE DISK

_——T0 ALLOW SLOW

DRAIN BACK TO SUMP
WHEN PUMP OFF

100

FLOOR 0
MATERIAL / 5

OR GROUND

o
900¢ GALVAN:ZEH O
CORRUGATED 1.6MM

THICK STEEL CULVERT \

SUMP PUMP C/W

LEVEL SWITCH

19¢ HOLES DRILLED @
150mm SPACING ALL

MIN 300

AROUND 400mm ABOVE
BOTTOM OF CULVERT

400x400 PUMP STAND
FABRICATED OF

389

sis
o

00O
kb
00
00
O

o
\Og)\
SEE PLANS .
\o

O
O

WELDED 50x30mm

STEEL BAR GRATE c/w
35x35x5 ANGLE LEGS

NATIVE MATERIAL OR__——"

SAND BACKFILL

‘ CRAWLSPACE SUMP _DE
w SCALE: NTS

|

SEE PLANS

/1 \NOT USED
SCALE: NTS

\J50t)

1.5mm THK GOOSENECK
GALVANIZED ALL JOINTS

U/N WELDED PAINTED TO
SUIT ARCHITECTURAL
FINISHES

00
00
]\
300

O

©Je)

PROVIDE ALL AROUND
CONTINUOUS FILAMENT
POLYESTER HAND
WOVEN NEEDLE
PUNCHED GEOTEXTILE

TAIL

100mm_MIN

18 GA ANGLE
WELDED TO
HOOD

\NUT & BOLT

AS REQ'D y 25X25 SCREEN
SEALANT ALL AROUND =¥ ] C/W FRAME
\ z
=
E%BAlEg RSEE \ E REFER TO
ARCHITECTURAL
ARCHITECTURAL ™~~~ 5 R AWINGS FOR
DWGS " CONSTRUCTION
{\/l/louct_size | \/};

i
I
|
|
l
|
|

iy

E/A

LTHERMAL INSULATION. SEE SPECS.

~t—" SUPPORT 300mm LONG.

(4 \STANDARD PIPE HANGER DETAIL
SCALE: NTS

ITT GRINNELL FIGURE
167 INSULATION
SHIELD SECURED BY
TWO STAINLESS STEEL
HOSE CLAMPS.

REDDIROD ATTACHED TO
BUILDING STRUCTURE
W/ SUITABLE UPPER
ATTACHMENT SEE
SPECIFICATIONS FOR
DETAILS.

ITT GRINNELL FIG.65

/' CLEVIS HANGER

INSULATION REFER
TO SPECIFICATION

ITT GRINNELL SERIES
160 PIPE SADDLE
SIZED TO SUIT.

Public Works and
Government Services
Canada

Travaux publics et

1%l

REAL PROPERTY SERVICES
Pacific Region

SERVICES IMMOBILIERS
Région de Pacifique

Canada

Services gouvernementaux

BAROMETRIC
DAMPER

WELDED STEEL
BREECHING TO

S.M.A.C.N.A.

HIGH TEMP.

SEALANT OR

APPROVED
GASKET

/5 \ STANDARD PIPE HANGER DETAIL
(TYPE 1) \IS01/SCALE: NTS TYPE 2
MIN. 1000mm " ” " RAIN CAP
MAX. CSA B139
ROOF BRACE
REQUIREMENTS COLLAR 75mmm
WIDTH OF 16GA.
INSTALL HOLD : GALVANIZED
DN SCREWS — | |
ALL AROUND 32x32x16GA.
GALVANIZED ANGLE
/'BRACE, LENGTH AS
REQUIRED (TYP OF 3)
CHIMNEY ALL JOINTS SHEET
c METAL SCREWED &
£ PROVIDED WITH
S LOCKING BANDS
= CAULK ALL AROUND
pd
=
CHIMNEY |
FLASHING
COLLAR 7/\ #8 SCREWS
CHIMNEY FLASH'NG\ RADIATION SHIELD

1Y/

s
1 AVAVA

N

NOTE: FOR ROOF
PENETRATION AND
FLASHING DETAILS SEE
STRUCTURAL DRAWINGS

SECURE ANGLE

—BRACING TO ROOF SEE

STRUCTURAL DWGS.

9\ CHIMNEY DETAIL (TOP)
w SCALE: NTS

3

|

FORMED METAL
-~ FLANGES TO
j SMACN.A

/

L

32x32x6mm ANGLE
BETWEEN JOISTS
SHEET METAL
SCREW TO CHIMNEY
WITH FASTENERS
(APPROVED BY
MANUF.)

MIN. L50X50X16
GA ANGLE FRAME.
FRAME FIXED TO
ROOF STRUCTURE.

LATERAL TEE

DRAIN TEE CAP

108 NPT TO 19¢

DRAIN C/W CAP
AND CHAIN

10\ CHIMNEY DETAIL (BOTTOM
w SCALE: NTS
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